CORPORATION
oA Halliburton Company

RN

AT VPR




R-585-2-1-37

WORK PLAN OF
VALMONTSITE
PREPARED UNDER

TDD NO. F3-9012-26
EPA DSN PA-2245
FACILITY ID NO. PAD982363970
CONTRACT NO. 68-01-7346

FOR THE

HAZARDGUS SITE CONTROL DIVISION
U.S. ENVIRONMENTAL PROTECTION AGENCY

MAY 9, 1991

NUS CORPORAT!ION
SUPERFUND DIVISION

SUBMITTED BY REVIEWED BY APPROVED

7/ 7Lj—_ / ULZZ@.L MM

KEITH HAMBLEY WILLIAM WENTWORTH
PROJECT MANAGER ASSISTANT MANAGER

AR100714




SECTION

PART I

—_ s o s
BWw N -0

PART i

20
2.1
2.2
23
24

3.0
3.1
32
33
34
5

4.0
41
4.2

PART 1

5.0
5.1
5.2
53

6.0
6.1

7.0
7.1
7.2
7.3

8.0
8.1
8.2
83

AR100715

Site Name: Vaimont Site
TDD No.: F3-9012-26

TABLE OF CONTENTS
PAGE

INTRODUCTION
AUTHORIZATION . 1-1
OBJECTIVES OF THE EXPANDED SITE INSPECTION ... . .. e 1-1
SITE-SPECIFIC OBJECTIVES OF THE INVESTIGATION . ......... ... ... . ... 1-1
SCOPE OFWORK ... 1-3
SUBCONTRACTORPROCUREMENT . ... ... . ... . .. . ... ... ... ..... 1-3
BACKGROUND INFORMATION
SITEDESCRIPTION .. 2-1
SITE LOCATION 2-1
SITE LAY OUT 2-1
LANDUSE ... ... ... ....... e ... 26
SITEHISTORY e 2-6
ENVIRONMENTALSETTING ... ... 3-1
GEOLOGY .. .. T 31
SOWS . e e 3-3
HYDROGEOLOGY .. 3-3
SURFACEWATERS .. 3-5
WATERSUPPLY B 3-6
SITERECONNAISSANCE ... ... 4-1
SITE VISITSUMMARY ...... e e 4-1
SPECIAL STUDIES .. 4-3
SITE DATA REVIEW AND DATA COLLECTION
SOURCE/WASTE CHARACTERIZATION ... ... .. . ... .. .. ... ... ..., 5-1
SIGNIFICANCE OF WASTE TYPES AND QUANTITIES ...... . ... e 5-1
DATAGAPS ......... e e e 5-2
DATA COLLECTION STRATEGY . ... ... ... .. 5-3
AIRPATHWAY . e co... B
SIGNIFICANCE OF PATHWAY . i 6-1
GROUNDWATER MIGRATION PATHWAY ... ... ... ... ... ... ... 7-1
SIGNIFICANCE OF PATHWAY . i 7-1
DATAGAPS ... e 7-6
DATA COLLECTION STRATEGY .......... e 7-7
SURFACE WATER PATHWAY ... 8-1
SIGNIFICANCE OF PATHWAY ... ... coo.. 81
DATAGAPS .. .. e e 8-1
DATA COLLECTIONSTRATEGY ............... e 8-2

ORIGINA
(Rea)



Site Name: ValmontSite

TDD No.:  F3-9012-26 ‘-"W'Iemq

TABLE OF CONTENTS

SECTION PAGE
9.0 SOIL EXPOSURE PATHWAY ... 9-1
9.1 SIGNIFICANCE OF PATHWAY .. . . 9-1
9.2 DATA GAPS .. e 9-1
9.3 DATA COLLECTION STRATEGY .. ... ... ... ... ... . ... ... .. e 9-2
10.0 PROPOSED SAMPLE CO'LECTION REVIEW ... ... ... ... ... ...... ... 10-1
10.1 SAMPLE COLLECTION SUMMARY .. ... .. 10-1

. QUALITY ASSURANCE PROCEDURES FOR SAMPLE RESULTS  ........ ... 1141
1.1 CONTRACT LABORATORY PROGRAM DATA .. ... .. ... ... ... ... ..... 111

FIELD ANALYTICAL SUPPORT PROGRAM DATA . ... ... ... ... ..... 11-2
PART IV PROJECT MANAGEMENT
12.0 PROJECT MANAGEMENT ... ... ... ... e 12-1
121 PERSONNEL .................. e 1241
12.2 COMMUNITY RELATIONS ... 12-1
123 PROJECT COSTS ... e e 1241
APPENDICES
A 1.0 HYDROGEQLOGIC REPORT FOR THE CONTINENTAL A-1
WHITE CAP FACILITY, WEST HAZLETON, PENNSYLVANIA
B 1.0 REPORT OF FINDINGS FOR INVESTIGATIVE ACTIVITY AT B-1
THE CONTINENTAL WHITE CAP FACILITY

C 1.0 PENNSYLVANIA DEPARTMENT OF ENVIRONMENTAL C-1

RESOURCES SAMPLE RESULTS FROM NOVEMBER 1987
UNDERGROUND PIPE EXCAVATION

AR100716 iii



PARTI INTRODUCTION

AR100717



AR100718

SECTION 1

ok’@/”}q[



!-}Rs"f:;‘-’ﬁ_:f‘q L

e
VALMONT SITE
HAZLETON COUNTY, PENNSYLVANIA
EPANQ. PA-2245

1.0 AUTHORIZATION

The United States Environmental Protection Agency {EPA) has tasked the NUS Region 3 Field
Investigation Team (FIT) to perform an expanded site inspection at the Valmont Site in Hazleton
County, Pennsylvania. The inspection will be performed under the authority of the Comprehensive
Environmental Response, Compensation, and Liability Act of 1980 and the Superfund Amendments
and Reauthorization Act of 1986 (SARA). The performance of this expanded site inspection is
authorized under Technical Directive Document (TDD) no. F3-9012-26 issued under EPA Contract No. .
68-01-7346.

1.1  Objectives of the Listing Site (nspection

An expanded site inspection is designed to characterize and evaluate the potential risks associated
with a hazardous waste control problem at a site. The expanded site inspection builds upon the body
of information collected during the preliminary assessment and screening site inspection. The
purposes of collecting additional data are to characterize the site and its environs. Through this
process, sufficient infarmation is developed to support a management decision as to whether a site
qualifies as a candidate for further consideration. The overall objective of the expanded site
inspection, then, is to gather evidence in support of documenting the hazardous risks associated with

the subject site and substantiating the recommendation rendered.

1.2 Site-Specific Objectives of the investigation

Based on previous information gathered at the Valmont Site by the Pennsylvania Department of
Environmental Resources {PA DER) and the EPA Technical Assistance Team (TAT) and work performed
by International Exploration, incorporated (INTEX), the major pathways of concern are groundwater
and soil exposure. Information concerning the site is also provided in hydrogeologicai reports
produced by Environmental Resource Management, of Exton, Pennsylvania, and Groundwater
Technology, Incorporated, of Mountain Top, Pennsylvania, for Continental White Cap Incorporated,

located west of the Chromatex facility (see appendices A and B).
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Site Name: Valmont Site
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The purpose of this investigation is to determine the extent and source of groundwater
contamination around the Chromatex Plant No. 2, to obtain documentable data that can be applied
to waste/source characterization, and to investigate the soil exposure and surface water migration
pathway. Additional site-specific hydrologic and geologic information must also be obtained to
further characterize hydrogeological conditions within the study area.

The groundwater pathway is emphasized because it contributes most to the site’s rating. Based on
previous studies, trichlorcethylene (TCE) is known to exist within a portion of the aquifer underlying
the site. Residential home wells located northeast of the site have shown TCE contamination at levels
up to 1,400 ug/l. Currently, up to 100 residents in the study are supplied by an alternative source of
potable water from the Hazleton Water Authority (HWA) because their hame wells have been
rendered unpotable due to contamination by TCE. Additional groundwater and hydrogeological
data must be obtained because groundwater sampling at the site has not occurred within the past
three years and the current regional hydrogeoclogical conditions of the site are in question.
Specifically, interconnection must be shown between designated hydrogeological units in order to

determine the potential groundwater targets in the study area.

Investigation into source/waste characterization at the site is necessary. Oirect attribution of
contamination from the site is expected; therefore, further investigation into waste characterization
is necessary to validate waste types at the site.

The soil exposure pathway is also emphasized because further investigation of this pathway couid
significantly affect the evaluation of the site. This assumption is based on the number of potential
targets located within a one-mile radius of the site and the unknown extent of soil contamination at
the site. Additionally, although direct attribution of contamination to the site is expected, further

soil investigation will assist in proving this factor.

Further investigation into the surface water pathway is not expected to significantly affect the overall
assessment of the site. However, additional investigation into the surface water pathway is necessary
ta characterize the migration of contamination from the site and to assist in the study of

hydrogeological conditions at the site.

Further study concerning the air migration pathway is not expected to have significant effects due to
the limited number of targets in the study area.
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The investigation is designed to gather more accurate data to determine the regional
hydrogeological conditions and the extent of groundwater contamination in the vicinity of the site.
Additionally, more extensive study concerning the soil exposure pathway is needed to fully examine
the effects on potential targets. It should be noted that an important part of the investigation is to
obtain conclusive evidence that the aquifer underlying the site can be shown to consist of one
hydrogeological unit. Specifically, interconnection of all aguifers of concern must be documented or

the overall evaluation of the site would be affected.

1.3 Scope of Work

The tasks that will be performed during the investigation are as follows:
®  Monitoring wells will be instalted.
®  Selected existing monitering wells will be redeveloped.
® Groundwater samples will be collected.
® Atrace test will be performed.
& Surface water and sediment samples will be collected.

® Soil samples will be collected.

Hydrogeological conditions will be studied.

1.4 Subcontractor Procurement

In the event that a subcontract(s) is required to complete the expanded site inspection, the Zone
Project Management Office (ZPMO) in Washington, D.C. will assist in identifying qualified
subcontractors to be used. Procurement planning will be under the direction of an NUS
subcontracting specialist. The subcontracting specialist will be made aware of subcontracting needs
by the FIT project manager.

AR100721 1-3



Site Name: Valmont Site
TOD No.: F3-9012-26

Competitive bids will be solicited from qualified firms for each task to be subcontracted. Bids will be
solicited from any local subcontractor meeting the qualification criteria. NUS will review the bids and
select the subcontractor. The EPA contracting officer will review and approve the subcontractor
selection prior to award of the subcontract. Subcontractor quality assurance and health and safety

will be an NUS responsibility.

Depending on the type of subcontract agreement (fixed price, cost plus a fixed fee, etc.), NUS will
establish a procedure for evaluating the performance of the subcontractor for continuing awards.
NUS will coordinate such reviews with EPA and advise EPA when a subcontractor will be dropped.
Subcontractors will be made aware of site-related heaith problems. Heaith and safety training of

subcontractors will be provided by NUS.
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2.0 SITE DESCRIPTION

The information presented in this report about the subject site and its environs has been gathered
from previous stages of the site investigation, from the work of other consultants, PA DER, and £EPA,

and from a FIT 3 site reconnaissance performed on January 15, 1991.
21 Site Location

Chromatex Plant No. 2 (Valmont Site) is located along Jaycee Drive in the Valmont Industrial Park in
West Hazleton, Luzerne County, Pennsylvania {see figure 2.1, page 2-2). The site is located at 76° 00
56" west longitude and 40° 58' 04" north latitude on the. United States Geological Survey (U.5.G.S))
Conyngham, Pennsylvania quadrangle. The site can be Eocated by measuring 2.13 inches west and

16.75 inches north of the southeastern corner of the quadrangle.

2.2 Site Layout

Chromatex Plant No. 2 (Valmont Site) is 6.92 acres in size. The site is part of the Vaimont Industrial
Park and is approximately 800 feet west of the borough of West Hazleton (see figure 2.2, page 2-3).

Access to the site is unrestricted.

The site is bordered to the south by All Steel Equipment, Incorporated, which is approximately 500
feet from Chromatex Plant No. 2. An open field with a generally flat topegraphy and sparse
vegetation is between the southern side of Chromatex Plant No. 2 and All Steel Equipment,
Incorporated. A drainage ditch runs through the field. The drainage ditch originates near the
northern side of the All Steel, Incorporated plant and flows northwestwardly through the field
toward Jaycee Drive. There is no apparent discharge point for the drainage ditch. Jaycee Drive

paraliels the site immediately to the east.
The Continental White Cap, Incorporated facility is located approximately 250 feet west of

Chromatex Plant No. 2, across Jaycee Drive. There are currently 12 monitoring wells (MWs) on the

Continental White Cap, Incorporated facility and around the facility perimeter.
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A residential area is iocated north of the site. This area includes many new homes that have been
constructed since 1988. The residences whose home wells previously showed TCE contamination are
also located north of the site, within the residential area. The nearest home to the site is located
approximately 200 feet north-northeast of the site. The total number of homes in the residential area

north of the site is estimated to between 50 and 100.

The area west of the site currently consist of woodlands. it should be noted that, at the time of the
FIT 3 site reconnaissance of the site, on January 15, 1991, the woodlands west of the site were being

cleared for the construction new homes.

The Valmont Shopping Plaza is located approximately 1,500 feet east of the site. The plaza consist of
several stores and shops, none of which are known to generate or store hazardous waste. The

Penn/Tex, Incorporated facility is located approximately 600 feet southwest of Chromatex Plant No. 2.

The site consists of one plant building and several sateliite areas. The main plant building is
approximately 62,000 square feet in size. The northern side of the building contains a truck loading
area and a catchment basin, where chemicals that were spilled during pumping into storage tanks
were collected. A gravel parking lot is adjacent to the northern side of the building. Underground
fuel oil tanks are located approximately 150 feet northeast of the northern corner of the building. A
manitaring well cluster (MW nos. 10 A, B, C, and D) is located 175 feet north of the northern side of
the plant building. The drainage ditch is located approximately 200 feet north of the northern side
of the plant. The drainage ditch originates along the eastern side of the plant building and flows
northwardly for approximately 200 feet before curving to the west. The drainage ditch terminates

west of the site near Jaycee Drive.

A storage shed, a garbage dumpster, and an empty drum storage area are located along the eastern
outside wall of the facility. MW no. 11 is approximately 25 feet southeast of the northeastern corner
of the building. Two roof-top drainpipes discharge along the eastern side of the building near the
storage shed. These drainpipes collect all rainwater from the roof top. Water discharging from the
pipes appears to collect along the eastern side of the building. Some of this water may enter the
drainage ditch and flow northwestwardly following the drainage ditch. The area along the eastern
side of the building may serve as a recharge point for the underlying aquifer. No drums were lacated

in the drum storage area at the time of FIT 3 visit.
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The southern side of the plant building contains a utility area. A paved driveway parallels the
building. Twoe MWs (nos. 2 and 3) are located along the southern side of the building. MW no. 2 is
located approximately 150 feet south of the southwestern corner, and MW no. 3 is located
approximately 150 feet south of the southeastern corner of the building. The MWs are located in the
field that separates Chromatex Plant No. 2 and the All Steel Equipment, Incorporated facility. The

wells are on All $teel, Incorparated property.

The western side of the building consists of the facility entrance and a paved parking lot. Jaycee Drive
parallels the western side of the building (approximately 100 feet west). A 10,000-gallon
underground storage tank was formerly located at the northwestern corner of the building. This tank
was used for the collection of spilled chemicals at the plant in the event of a spill or leak. The tank
and its contents had been removed at the time of FIT 3 visit. The facility production well is located
along the western side of the building, approximately 20 feet northwest of the plant entrance. Three
MwWs (nos. 1 A, B, and C} are located approximately 175 feet west of the plant entrance. These wells

are located across Jaycee Drive on Continental White Cap, Incorporated property.

Two additional MWs are located at the site. MW no. 5 is located in the residential area approximately
300 feet northeast of the northeastern corner of the facility. MW no. 4 is located in the woodland

area approximately 200 feet east of the facility.

The site is located in the saddle of a northwest-trending ridge. Although the site appears to be
relatively fiat in most areas, topography surrounding the site indicates that the site is part of a surface
water divide. The divide runs approximately east to west through the site. The slope of the site on
the northern portion of the site tends to the northeast, while the slope on the southern gortion of

the site tends toward the south.

At least two storm water collection basins are located at the site. The identified basins are located on
the western side of the building. According to a Chromatex official, storm water collected in these
basins is transported via piping to a drainage ditch located south of the site, along the eastern side of

laycee Drive.
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2.3 Land Use

The site is located in an industrial park. Industry borders the site to the north, west, and south. A
small residential development is located immediately northeast of the site. Woodlots and a
commercial development are located east of the site. The borough of West Hazleton and the city of

Hazleton are located less than one mile east of the site.

2.4 Site History

The site was originally owned by CAN DQ, Incorporated, a nonprofit development organization
located in Hazleton, Pennsylvania. CAN DO, Incorporated constructed the building shell at the site in
1963.

Available information indicates that the building was vacant from the time of its construction in 1963
until 1965. In 1965, Wallace Metals Products purchased the site and began operation. There is no
information regarding Wallace Metal Products’ operation at the site, although it is known that the
company manufactured coffins. Wallace Metal Products ceased operations at the site in 1972.

In 1972, Futura Fabrics, a division of Chelsea Industries, a manufacturer of knitting fabric and drapery
material, purchased the property from Wallace Metal Products. Futura Fabrics operated two sites in
the Valmont Industrial Park. At one property, Futura operated a dye facility. At the subject site,
Futura aperated a knitting facility. According to a representative of Futura Fabrics, it was asserted
that no solvent-type materials were used at the facility. Futura Fabrics occupied the site until July
1978.

In July 1978, the site was purchased by the Valmont Group, of Paterson, New lersey. The Valment
Group immediately leased the property to Chromatex, Incorporated. Several partners of the Valmont
Group were stockholders in Chromatex, Incorporated until 1986, when the outstanding stock of
Chromatex, Incorporated was sold to Rossville Industries, Incorporated, of Rossville, Georgia. The
Valmont Group is still the current owner of the property; Chromatex, Incorporated is still the lessee.

AR100730 2-6



Site Name: Vaimont Site
TDD No.: F£3-9012-26 -35;3,‘;,”&

Red)

Chromatex, Incorporated is an upholstery fabric manufacturer. Formerly, as part of a manufacturing
process, Chromatex sprayed TCE on fabric as a transporter of Scotchguard (stain repellent). The
facility used a solvent vapor recovery system inside the plant for the application of TCE onto the
fabric. TCE was reclaimed using an activated carbon recovery system. Chromatex, Incorporated
notified EPA of its RCRA hazardous waste generator status in August 1980. Chromatex, Incorporated
is a RCRA-permitted facility under EPA |.D. No. PADQ0O779942. Spent carbon with traces of TCE was
transported by B.E.S. Environmental Specialists to Environmental, Incorporated, in Sewickly,
Pennsylvania, for processing and reactivation. TCE was stored on the site in two 5,000-gallon ahove-
ground storage tanks inside the building. An underground 10,000-gallon tank was used to store TCE
in case of spills and emergencies. The use of TCE and the carbon absorption unit was discontinued in
mid-1988.

Attention was called to the site in October 1987 when Continental White Cap, Incorporated notified
PA DER of a small spill of alcohols at its facility, located west of Chromatex Plant No. 2. Upon further
investigation by PA DER and after complaints by residents, home wells northeast of Chromatex Plant
No. 2 were sampled. Sample results from PA DER revealed TCE concentrations as high as 1,400 ppb in
home wells. These results initiated further investigation by the EPA TAT in October 1987.

TAT performed a preliminary soil, gas, and groundwater investigation of the Chromatex property in
Qctober 1987. Soil gas results revealed two TCE plumes at the Chromatex facility. One plume located
near the southwestern corner of the building revealed TCE in soil gas to levels up to 3.2 ppm. A much
larger TCE plume was detected along the northern and eastern sides of the facility. TCE
concentrations in this area ranged between 0.1 1o 12.5 ppm. The highest concentrations were
obtained along the eastern side of the building, near MW no. 11. In addition, headspace analysis was

conducted on the underground emergency storage tank, and a level of 1,100 ppm TCE was revealed.
EPA emergency funding was required in December 1987 to install a public water line to the

residential section immediately northeast of the site, as a result of the high levels of TCE discovered in
home wells by PA DER.
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Based on the results of the investigations by PA DER and TAT, EPA and Chromatex agreed that a
hydrogeological investigation was necessary to determine the extent of groundwater contamination
at the site. INTEX was contracted by Chromatex to perform the hydrogeclogical investigation. As
part of the INTEX study, 11 MWSs were installed at the site. The study revealed that the major source
of the groundwater contamination is located near MW no. 11, contamination did not originate from
the underground storage tank, an apparent groundwater divide runs west to east through the site,

and extensive TCE contamination is presentin the aquifer underlying the site.

As of January 15, 1991, no remediation has been taken addressing the groundwater contamination at
the site. A municipal water hookup has been provided to residents with EPA emergency funding.
Several lawsuits have been brought against Chromatex by residents whose home welis have become

contaminated. The outcome of these lawsuits is still pending as of January 1991.
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3.0 ENVIRONMENTAL SETTING

The geologic and hydrogeologic conditions in the study area were researched as a part of the site
investigation. A preliminary literature review was conducted to determine surface and subsurface

geologic conditions, soil character, and the status of groundwater transport and storage.

3.1  Geology

The Valmont Site is located in the Appalachian Mountain Section of the Valley and Ridge
Physiographic Province. This section is underlain by broadly folded Paleozoic sedimentary rocks that
range in age from Mississippian to Pennsylvanian. The topography is characterized by a northeast-
southwest-trending succession of narrow, steep-sided ridges and valleys. The maximum relief within

the area is approximately 800 feet.

The Mauch Chunk, Pottsville, and Llewellyn Formations crop out within three miles of the site (see

figure 3.1, page 3-2).

The site is underlain by the Pennsylvanian age Pottsville Formation. The formation consists of a gray
congiomerate, conglomeratic sandstone, siltstone, sandstorne, and some anthracite coal. The
Pottsville Formation's thickness ranges from about 275 to more than 800 feet. The jointing and the
faulting in this formation are important. The joints are moderately well formed, moderately to
highly distributed, widely to moderately spaced in sandstone and close in shale, open, and vertical.

Subsidence fractures may be encountered in connection with underground clay and coal mining.

Underlying the Pottsville Formation is the Mississippian age Mauch Chunk Formation. The Mauch
Chunk Formation is composed of an interbedded hrownish-gray to grayish-red siltstone, claystone,
and brownish-gray to pale red poorly cemented, fine-grained sandstone. The thickness ranges up to
1,200 feet. Joints are abundant, moderately well formed, regularly spaced at close to moderate
distances depending on lithology, open, and vertical. The sedimentary rocks of this formation crop

out 1.4 miles southeast and 1.7 miles northwest of the site.
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Stratigraphically overlying the Pottsville Formation is the Pennsylvanian age Llewellyn Formation.
The formation is composed of a gray, fine- to coarse-grained sandstone, siltstone, and some
conglomerate and anthracite coal. The coal beds are the most persistent units within the formation;
the intervening strata are characterized by extreme lateral changes in thickness and lithology. The
Llewellyn Formation’s thickness ranges from about 1,200 to 1,800 feet. The joints are moderately

developed, moderately abundant, moderately spaced, open, and steeply dipping.

3.2  Soils
The Valmont Site is immediately underlain by Cut and fill land (CY), which covers 100 percent of the

site (see figure 3.2, page 3-4).

Cut and fill land consists of a land that has been cut and areas of arable fill material. The soil has been
disturbed or altered by earth-moving operations to the extent that all profile features are
obliterated. All soil properties need on-site investigation.

The building and parking lots cover approximately 25 percent of the site.

The area surrounding the site is covered by Pocono extremely stony sandy loam, three to eight
percent slopes (PpB). The PpB is deep, well-drained, gently sloping to moderately steep soil. The top
inch in a representative profile is an organic layer of partly decomposed leaf litter. The surface layeris
about one inch of a very dark brown gravelly loam. The subsurface layer is pinkish-gray gravelly
sandy loam about four inches thick. The subsoil to a depth of 65 inches is strong brown gravelly loam.

The soil permeability is moderate and ranges from two to six inches per hour. The soil reaction is

strongly acid and ranges from 3.6 to 5.5. The runoff is siow, and the hazard of erosion is slight.

3.3 Hydrogeology

The area under investigation is undertfain by the Mauch Chunk, Pottsville, and Llewellyn Formations
and alluvium. The water-hearing characteristics of these units depend on their lithologic and
structural features. All formations in this area are water bearing. The water moves through
interconnected openings in the rocks that have occurred as a result of either primary (interstitial) or
secondary (fractured) porosity. All formations within the study area are interconnected through the

fractures, and they can be considered as a regional common hydrogeologic unit.
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The Pottsville Formation is an important water-bearing formation within the study area. It yields
moderate to large supplies of good quality water. Many of the wells drilled in it are artesian. There
are large fluctuations in groundwater levels between dry and wet periods. The well depths range
from 22 to more than 1,900 feet. The well yields range from less than 5 to mare than 150 gailons per
minute (gpm). The median yield is 50 gpm. The groundwater is of good quality. It is very soft and

contains relatively small amounts of dissolved solid.

The water-bearing characteristics of the Llewellyn Formation are greatly influenced by mining
activity. Water in mine pools or in proximity to mining operations is usually of too poor quality for
most uses. in unmined areas, the Llewellyn Formation yields sufficient quantities of groundwater for
domestic and small industrial and public supplies. High levels of iron and manganese are a persistent
problem. The yield from domestic wells ranges from 2 to 50 gpm, and the median is 10 gpm. The well
depthsrange from 115 t0 901 feet. The median depth is 315 feet.

The Mauch Chunk Formation is one of the better water-bearing formations within the study area. it
supplies adequate amounts of water for domestic use from shallow wells. The wells range in depth
from 20 to 1,557 feet, and the median depth is 203 feet. The well yields range from less than 5 gpm to
more than 250 gpm. The groundwater is of good guality. It is soft and contains small amounts of

dissolved mineral matter.

Based on on-site monitoring well information, the general direction of the shallow groundwater flow
beneath the site is to the northwest, toward Black Creek and Stony Creek. The depths to the shallow

groundwater beneath the site range from 19.5 to 8.0 feet.
3.4 Surface Waters

The topography of the site is relatively flat. The majority of surface drainage from the site appears to
lead toward Black Creek, which is located approximately 1,250 feet north of the site. In addition,
surface drainage is also believed to flow overland for approximately one mile before discharging into
Cranberry Creek, south of the site. From this point, Cranberry Creek flows westwardly then
northwestwardly before emptying into Black Creek. Black Creek is classified as a cold-water fishery
for the maintenance and propagation of fish species that are indigenous to a cold-water habitat.
Although there are approximately 100 acres of wetlands within the study area, no wetlands

exceeding S acresin size are located within 3 downstream miles of the site.
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35 Water Supply

The study area is served by two public water supply companies and private water supply wells. The

public supplies utilize surface water and groundwater as their sources.

HWA supplies surface water and groundwater 10 a population of approximately 40,000 people in
Hazleton Borough, West Hazleton Borough, and Hazle and Sugarloat Townships. The company
utilizes 6 surface intakes and 12 wells located throughout the distribution area. Of these sources, 5
surface intakes and 11 wells lie within the 4-mile-radius study area. The Barnes Run and Harleigh
intakes are located 2.65 miles southeast and 2.65 miles east-northeast of the site, respectively. The
daily average withdrawals are 1,500,000 gallons per day (gpd) and 168,000 gpd, respectively. Barres
Run is pumped to the Humboldt Reservoir, located 3.1 miles southwest of the site. The Barnes Run
Reservoir is located 3.3 miles south of the site and has an average daily withdrawal of 1,500,000 gpd.
The Eber- Vale Reservoirs (east and west} are located 3.8 miles east of the site. Barnes Run well no.3,
located 2.6 miles southwest of the site, is drilled to a depth of 516 feet and has an average yield of 473
gpm. Mount Pleasant well nos. 2, 5, and 6 are located between 2.65 and three miles south of the site.
They are drilled to depths of 227, 402.5, and 425.5 feet and have yields of 240, 300, and 319 gpm,
respectively. The Valmont east and west wells, more commonly known the as CAN DO wells, are
{ocated 0.81 and 0.97 mile north of the site, respectively. The Vaimont east well is the nearest well to
the site. Both wells, drilled to an approximate depth of 400 feet, are used for emergency purposes
only and tap the Pottsville Formation and the Mauch Chunk Formation. The HWA water supply

system is fuily integrated.

The Conyngham Water Company (CWC) supplies groundwater to a population of about 2,400 people
in Conyngham Borough. The coampany obtains the water from five wells located at the southwestern
corner of the borough, approximately 2.25 miles northwest of the site. The wells range in depth from
230 to 400 feet and draw groundwater from the Mauch Chunk Formation. CWC also obtains water

from a tunnel bored into Sugarloaf Mountain, approximately 1.7 miles northwest of the site.

The remainder of the population within the study area uses groundwater from private wells for its
potable supply. The wells are probably completed in the formations cropping out within the study
area. For 18 wells within Hazle Township, the average depth and yield are 141 feet and 16 gpm,

respectively.
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4.0 SITERECONNAISSANCE

41 Site Visit Summary

On January 15, 1991, NUS FIT 3 personnel Keith Hambley, Randy Patarcity, and Velitchko Etropolski
performed a site reconnaissance of the Valmont Site {Chromatex Plant No. 2), located in West
Hazleton, Luzerne County, Pennsylvania. The FIT was accompanied by Shawn Gogola, production

manager of Chromatex, Incorporated.

The site reconnaissance included a site walk, a visual inspection of the property, and examination of
MWs at the site. An HNU photoionization unit and organic vapor analyzer {OVA) were carried by the
FIT. Several readings above background were recorded during the site reconnaissance. Monitoring

equipment readings of wells and water-level measurements are recorded below:

Monitoring Well OV?pF:Je;?ing HNU(pR:;()iing Water Le\(f;a;l;:.;ell Depth
1A None None 19.5/48.5
1B 16 10 30.5/82
1C None None 30.5/113
10A 3 None 18/51.5
108 25 None 24/84
10C N/A 4 25.5/132
10D 2 25 12.5/17.5
1 3 30 8/57
2 0 10 9.5/56
3 0 8 12/49
4 0 0 16/56.5
S 2 0 12.5/47
Production Wel| 350 119 43/N/A
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The site consists of one building (Chromatex Plant No. 2) and approximately seven acres of

land that surround the building.

laycee Drive parallels the site to the west.

A residential area is located north and northeast of the site. Between 50 and 100 homes are

located in the residential area.

The Continental White Cap, Incorporated facility is located southwest of the site, across
laycee Drive. The Continental White Cap facility has between 9 and 15 welis located on its

property.

All Steel, Incorporated is located south of the site. A field is located between Chromatex Plant

No. 2 and the All Steel, Incorporated facility. The field was sparsely vegetated.

Penn/Tex Incorporated is located south-southwest of the site. Penn/Tex has a production well

on its property.

A wooded area is located east of the site. The wooded area is being developed for residential

use.

Eleven MWs are located on the site. MW nos. 10 A, B, C, and D are located north of
Chromatex Plant No. 2. MW nos. 1 A, B, and C are located west of the plant. MW nos. 2 and 3

are located south of the building. MW nos. 4,5, and 11 are located east of the site.

A production well is [ocated on the site, along the western side of the plant building near the

plant entrance.

The topagraphy of the site is relatively flat. Two drainage ditches are located at the site. One
originates along the eastern side of the building and flows northwestwardly toward Jaycee
Drive. The second drainage ditch originates near All Steel, Incorporated and flows

northwestwardly through the field toward Jaycee Drive.

4-2

ORIGINAL
{Red)



Site Name: Valmont Site
TDOD No.:  F3-9012-26

URIGINAL
(Reg}

® Two storm water drainage basins are located along the western wall of the facility.

® Two roof-top drainage pipes are located along the eastern wall of the facility near MW no.
1.

4.2 Special Studies

A hydrogeological investigation was performed at the site in 1987 by INTEX {see section 7.0).
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50 SOURCE/WASTE CHARACTERIZATION (Reg)

5.1 Significance of Waste Types and Quantities

The documentation of waste types at the site is important to assess the potential hazards associated
at the site and to expand and qualify the analytical data that were collected during previous
investigations. Additional investigation at the site may (but is not expected to) reveal contaminants
other than TCE, 1,1,1-trichlorcethane, 1,1-dichloroethane, 1,1-dichloroethene, 1,2-dichloroethene,
and related compounds that were previously identified in groundwater samples taken from the site.
Therefore, although further investigation into waste types is necessary to qualify and expand on

previous collected data, no significant effects on waste types are expected.

Currently, three potential sources of contamination exist at the site; a 10,000-gallon underground
storage tank, a storm water drain pipe, and contaminated soif. The source of contaminated soils at
the site is unknown but is believed to be a broken underground pipe from the building to the
underground storage tank or the solvent recovery system located on the roof of the Chromatex Plant;
the system may have released TCE to site soils. A storm water drain pipe that runs parallel to Jaycee
Drive in front of the Chromatex Plant may receive floor drain discharge through underground pipes

and will therefore be investigated as a potential source.

Formerly, an underground storage tank was located approximately 10 feet west of the northwestern
corner of Chromatex Plant No. 2. The tank was used as an emergency collection unit to collect any
releases of TCE at Chromatex Plant No. 2 from leaks or spills at the site. At the time of its investigation
in Novemher/December 1987, PA DER ordered that the contents of the underground storage tank be
removed so the tank could be tested to determine if it was the source of groundwater contaminatian.
Samples of liguid collected from the tank during removal revealed TCE contamination up te 3,500
ppm. Farmar Tank Testing, of Williamsport, Pennsylvania, then conducted a pressure test on the tank
to test for leaks. Results of the testing revealed that the 10,000-galion underground storage tank had
no leakage points.

As an additional part of the investigation to determine if the underground storage tank was a source
of the TCE contamination, the piping that connected the building to the storage tank was inspected.
During the excavation of the piping, a section of the piping was revealed to be broken. Chromatex
officials claim that the piping was broken during the excavation of the pipe. The party responsible
for the breakage of the piping was never determined. The broken portion of the piping is currently
in the possession of EPA officials. Soil samples were collected along each fitting of the pipe leading
from the building to the underground storage tank. Analyses indicated high concentrations of TCE

and other synthetic inorganic contaminants at these points (see appendix C).
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Although the results of the investigation by PA DER revealed substantial TCE contamination in the
area of the underground storage tank, the hydrogeological investigation by INTEX (see section 7.0)
showed that the major source of contamination at the site originated in the area of MW no. 11, along
the eastern wall of the facility, not near the underground storage tank. This conclusion is based on

calculated groundwater flow directions and the levels of contamination in MWs and home wells.

As previously stated, the apparent source of contamination is along the eastern side of the building
near, MW no. 11. Previous investigations and visual inspection of this area concluded that there is not
a significant, directly attributable waste source in this area. it is possible that, during the past
operation of the TCE recovery system on the roof of the facility, a malfunctioning of the system
caused a release of TCE onto the plant’s roof and the subsequent release of TCE to site soils via the
rainwater piping that discharges from the roof along the eastern wall of the plant. Due to several

unknown factors concerning this assumpticon, further investigation is not warranted.

The possibility exist for floor drains from either the Chromatex building or the Continental White Cap
buiiding to tie into the storm water pipe through underground piping. This potential source of

contamination will be evaluated during the investigation.

As a result of the problems in directly attributing contamination to a specific source at the site, it will
be necessary for any pathway in which Level | contamination cannot be shown to use a default value
for waste quantity. Due to the expected detection of Level | contamination in groundwater, a higher
default value for waste quantity can be used in scoring the groundwater migration pathway. It
should be noted that, although a specific waste source at the site is unavailable, documentation is
available indicating that Chromatex Plant No. 2 is directly responsible for the groundwater

contamination at the site and in the residential home wells (see appendix A).

5.2 Data Gaps

Soil sampling is necessary at the site for source/waste verification and waste type validation. Previous
investigations at the site have not undertaken extensive scil sampling. Estimated TCE concentrations
in site soils are based solely on a soil gas survey performed by TAT in October 1987 and on limited soil
sampling by PA DER and INTEX. The soil sampling by PA DER and INTEX is limited to the northwestern
corner of the building near the underground storage tank. Soil sampling will verify waste types

throughout the entire 6.92 acres of the site.
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5.3  Data Collection Strateqy

5.3.1 Non-Sampling Data Collection

Non-sampling data collection for source/waste characterization will involve the inspection of the

storm water drain pipe and an investigation of floor drain discharge points.

5.3.2 Sampling Data Collection

The proposed sampling for source/waste characterization will initially concentrate along the eastern

side of Chromatex Plant No. 2 near MW no. 11,

The basis for initiating the investigation in this area is the soil gas survey performed by TAT. At the
time of the TAT investigation, soil gas concentrations of TCE were up to 12.5 ppm in this area. The
hydrogeological investigation by INTEX also revealed a large contaminant plume in this area.
Therefore, it is expected that further investigation into this area will reveal significant levels of TCE
and related compounds in soil samples. Preliminary soil sampling will consist of the collection of
volatile organics compounds (VOCs) only. These initial samples will be screened by the field analytical
support program (FASP)} for VOCs (specifically TCE, 1,1,1-trichloroethane, 1,1-dichloroethane, 1,1-
dichloroethene, and 1,2-dichloroethane). Based on the results of the initial screening of samples by
FASP, any sample location showing significant levels of volatile organic contamination will be
resampled for analysis by a Contract Laboratory Program (CLP) laboratory. The samples will be
collected and analyzed for CLP target compounds (full-scan analysis). Although the target
contaminants at the site are mainly VOCs, full-scan analysis will be conducted on ali soil samples.
These methods are warranted because full-scan analysis has not been performed on any samples
collected at the site during previous investigations. Therefore, full-scan analysis by a CLP laboratory

may identify any waste types at the site that were previously unknown.

The minimum number of initial soil sampies to be collected is eight. Preliminary sample locations are
indicated in figure 5.1 (page 5-4), and sample identifiers are listed in table 5.1 {page 5-5). The initial
eight soil samples will be analyzed by FASP to established estimated concentrations of VOCs, As
previously stated, any of the eight soil samples indicating significant levels of contamination will be
resampled for CLP full-scan analysis. A sample of sediment from the storm water drain pipe will be
collected and analyzed for CLP full-scan analysis. Additional soi! samples may be coliected based on
the discretion of the project manager. Requirements and the necessity for additianal sampies are

outlined below.
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Based on the screening of the initial eight soil samples by FASP, if elevated concentrations cannot be
established in at least five of the eight samples, then additional sampling should occur at locations
chosen by the project manager. Additional sampling should occur along the eastern wall of the
Chromatex facility and/or near the underground storage tank near the northwestern corner of the

plant building. Samples should be collected until analysis by FASP reveals that significant

contamination is present in the soil in at least five soil samples.

Table 5.1
Sample Sample Location Rationale Analysis
Type No.
Soif {grab) 5-1 Eastern wall of Initial screening for Organic (VOCs
Chromatex Plant No. 2, detection of VOCsin only) FASP
near the roof drain s0il
discharge (less than 2
feet deep)
5-1 Eastern wall of Source/waste Organic and
Chromatex Plant No. 2, characterization and inorganic full
near the roof drain delineation; on-site scan
discharge (less than 2 exposure availability
feet deep)

S-2i Eastern wail of Initial screening for Organic (VOCs

Chromatex Plant No. 2, detection of VOCsin only) FASP
near MW no. 11 (less soil
than 2 feet deep)

5-2 Eastern wall of Source/waste Organic and
Chromatex Plant No. 2 characterization and inorganic full

near MW no. 11 (less delineation; on-site scan
than 2 feet deep) exposure availability

S-31 Eastern wail of Initial screening for Organic {VOCs
Chromatex Plant No. 2 detection of VOCsin only) FASP

near the garbage bin soil
(less than 2 feet deep)

5-3 Eastern wall of Source/waste QOrganic and

Chromatex Plant No. 2 characterization and inorganic full
near the garbage hin delineation; on-site scan
{less than 2 feet deep) exposure availability

S-4| Eastern wall of Initial screening for Organic (VOCs
Chromatex Plant No. 2, detection of VOGCsin only) FASP
approximately 30 feet st

east of the storage shed
(less than 2 feet deep)

S-4 Eastern wall of Sourcefwaste Qrganic and
Chromatex Plant No. 2, characterization and inorganic full
approximately 30 feet delineation; on-site scan

east of the storage shed { exposure availability
(less than 2 feet deep)

AR100750
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Site Name: Valmont Site

TDD No.:  £3-9012-26
Table 5-1
Sample sample Location Rationale Analysis
Type No. yal
Soil (grab) S-5l1 Northeastern corner of Initial screening for Organic (VOCs
Chromatex Plant No. 2 near detection of VOCsin only) FASP
the underground storage soil
tank (less than 2 feet deep)
5-5 Northeastern corner of Source/waste Organic and
Chromatex Plant No. 2 near | characterization and inorganic full
the underground storage delineation; on-site scan
tank (less than 2 feet deep) exposure avaiiability
5-6l Northeastern corner of Initial screening for Organic (VOCs
Chromatex Plant No. 2 near detection of VOGCs in only) FASP
the underground storage soil
tank (less than 2 feet deep)
5-6 Northeastern corner of Source/waste Organic and
Chromatex Plant No. 2 near | characterization and inorganic full
the underground storage delineation; on-site scan
tank {less than 2 feet deep) exposure availability
S-71 Northeastern corner of Initial screening for Organic (VOCs
Chromatex Plant No. 2 near detection of VOGCs in only) FASP
the underground storage soil
tank (less than 2 feet deep)
S-7 Northeastern corner of Source/waste Organic and
Chromatex Plant No. 2 near characterization and inorganic full
the underground storage delineation; on-site scan
tank (less than 2 feet deep) exposure availability
5-8l Southwestern corner of Initial screening for Organic {VOCs
Chromatex Plant No. 2 {less detection of VOCs in only) FASP
than 2 feet deep) s0il
5-8 Southwestern corner of Source/waste Organic and
Chromatex Plant No. 2 (less characterization and inorganic full
than 2 feet deep) delineation; on-site scan
exposure availability
5-9 Sediment from inside the Source/waste Organic and
storm water drain pipe characterization inorganic full
scan

All samples will be collected, decontaminated, packaged, and shipped according to standard protocol
specified in the NUS FIT 3 Regional Operation Manual of Standard Operating Procedures and
Standard Operating Guidelines.
performed according to SOG 1, and packaging and shipping procedures will be performed according

to SOP L.
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6.0 AIR PATHWAY

6.1 Significance of Pathway

Based on the information gathered to date, the air migration pathway is not considered a significant
pathway of concern at the subject site. An observed release for this pathway would not significantly
impact the overall rating of this site. Air monitoring using an HNU and/or an OVA wiil be conducted

as part of the FIT safety protocol during the site investigation.
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7.0 GROUNDWATER MIGRATION PATHWAY

7.1  Significance of Pathway

Based on information collected during previous investigations at the site, the groundwater migration
pathway is the pathway of most significance. Groundwater sampling that has taken place at the site
has revealed the presence of TCE and its related compounds in several on-site MWs and in 23
residential home wells. The highest concentrations of TCE were 1,400 ug/l and 17,000 ug/l in a

residential home well and MW no. 11, respectively.

Due to the elevated levels of TCE in the residential home wells northeast of the site, EPA emergency
funding was provided to the residents for an alternative water supply source. in October 1987, all
residents with elevated levels of TCE in their home wells were connected to HWA. No wells in the
vicinity of the site are currently used for potable water. Most of the wells are still accessible if it is
deemed necessary to investigate all residential home wells. Approximately 100 people were provided

with alternative sources of potable water.

Further investigation concerning the groundwater pathway is necessary for three reasons. A
comprehensive groundwater study of the area has not been performed at the site in more than three
years. An essential part of the investigation is to determine the extent of migration of the
contaminant plume beneath the site. Secondly, during previous investigations, the data obtained
may not have been subject to quality assurance/quality control procedures. Sampling of
groundwater at the site will assist in validating previous data. Most importantly, the aquifer
underlying the site is believed to consist of more than one hydrogeological unit. Previous
investigations at the site have yielded inconclusive evidence concerning the characteristics of this
aquifer. Further investigation into aquifer characteristics so that, if it is determined that
interconnection between hydrogeological unit exists, the overall significance of the groundwater

pathway will increase significantly based on the number of potential targets.
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Potential targets consist of approximately 40,000 people who rely on groundwater obtained from the
study area as their source of potable water as supplied by HWA and CWC. HWA and CWC currently
obtain water from a combination of surface water intakes and wells. The wells are known to draw
from the deepest portion of the hydrogeologic units in the study area. The MWs at Chromatex Plant
No. 2 that indicated elevated levels of TCE and its related compounds tap the shallower
hydrogeologic units. Therefore, it is necessary to show interconnection between all hydrogeologic

units in order to include the potential targets in the groundwater pathway.

7.1.1 Existing Well Information

Twelve monitoring wells and 1 facility well are drilled at the site (see figure 7.1, page 7-3). Eight wells
range from 15 to 55 feet in depth and are intended to monitor the upper 20 to 30 feet of the phreatic
zone. Two wells are drilled to depths ranging from 80.5 to 82 feet and are intended to monitor the
middle portion of the unconfined phreatic zone. Two wells are drilled to depths of 110 and 130 feet
and are intended to moniior the first water-bearing zone encountered heneath an apparently
unfractured and impermeable layer occurring at a depth of approximately 85 to 95 feet. The facility

well is 400 feet in depth. The information available about well construction and the static water levels

is as follows:
Table 7.1
Total Depth Df:r:ZrOf ?:F::J:If Wai:?tii;vel Statll':xiater Ape;:.lﬁrg?te
Well No. (feet) Casing Monitored Measured Measured Monitcred
(feet) (feet) May 12, January Interval
1988 (feet) | 1991 (feet) (gpm)
1A 50.0 220 22to 55 16.57 195 3.8
18 80.5 55.0 55t080.5 24.75 30.5 <10
1C 110.0 86.5 86.5t0 110 2494 305 13
2 55.5 15.0 15t0 55.5 7.21 95 233
3 47.0 18.0 18to 47 15.66 12.0 1.0
4 55.0 15.5 15.5t0 55 11.81 16.0 375
5 450 15.0 15t0 45 800 12.5 11
10A 50.0 17.0 17to 50 14.53 18.5 2.5
10B 820 57.0 57to 82 18.96 240 <10
AR100756
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Site Name: Valmont Site
TDD No.: F3-9012-26

Table 7.1 {continued)

Static Static Approximate
DTg::ff ?:tpet R:lf Water Level V;i/:::lr Yield of
Well No. | Total Depth ) . Measured Monitored
Casing Manitored Measured
June 12, Interval
(feet) (feet) 1991 (feet) January (gpm)
1991 (feet) ap
10C 130.0 87.0 87to 130 20.17 255 1.5
10D 15.0 15.0 13t0 15 11.54 125 <1.0
1 55.0 20.0 201055 6.33 8.0 2.0
PwW1 400.0 20.0 20 to 400 - 43.0 34.0

The monitored intervalsin alt wells, except 10D, are completed as open, unscreened boreholes, owing
to the competency of the bedrock. The monitored interval in well 10D is completed using torch-
slotted four-inch-diameter steel casing; i1ts outer annulus is packed with pea-size quartz gravel. The

wells were developed using an air-lift methad.

in general, the rock types beneath the site encountered during the drilling are described as the
Pottsville Formation and consist mostly of fine-, medium-, and coarse-grained, quartz-rich and arkosi¢
sandstone. The sandstones are rich in dark minerals believed to be amphibole. Many of the
sandstone beds are jointed, as evidenced by the many weathered fracture facies that were observed
in the drill cuttings. A thin coal-bearing bed is encountered at three well sites, nos.1, 4, and 10. The

hed occurs between 40 and 44.5 feet below the surface and is considered to be the same bed.

Twelve off-site monitoring wells are located from approximately 200 to 600 feet west of the site and
south of Continental White Cap (see figure 7.1, page 7-3). There is no information available about
the well construction and lithology. Water levels in on-site and off-site monitoring weils, measured

on Auqust 2, 1989, are as follows:
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Table 7.2
On-Site Monitorin
Wels(Chromater | Tora Depinee) | OSEhomer | Derthot e

1A 1,547.34 28.27 1,519.07

1B 1,547.91 354 1,512.50

1€ 1,547 88 35.51 1,512.37

2 1,536.07 11.56 1,524 51

3 1,536.33 23.10 1,513.23

4 1,552.60 16.90 1,535.70

5 1,538.77 14.01 1,524.76
10A 1,537.39 2195 1,515.44
108 1,538.16 27.94 1,510.22
10C 1,539.00 29.27 1,509.73
10D 1,538.33 dry -==-

11 1,539.73 10.10 1,529.63

Table 7.3
%’;a?{ec?:t?::r:itg? Top of Casing Depth to Water Groundwater Surface
White Cap) Elevation (feet) (feet) Elevation {feet)

1 1,537.07 19.81 1,517.26

2 1,537.34 19.81 1,517.53

3 1,536.18 12.13 1,524.05

4 1,537.29 11.40 1,525.89

5 1,534.33 16.51 1,517.82

6 1,531.66 20.61 1,511.05

7 1,533.59 15.27 1,518.32

8 1,533.55 16.88 1,516.67

9 1,535.77 2560 1,510.17

10 1,534.95 16.63 1,518.32

11 1,539.04 - -=--

20 1,538.47 19.77 1,518.70




Site Name: Valmont Site
TDD No.:  F3-9012-26

7.2 Data Gaps

The existing groundwater data for the subject site are deficient, and additional hydrogeological

investigation will be provided to determine the following:

e the number of hydrogeological units underlying the site and study area and whether there is

an interconnection between them.

e the groundwater flow direction in each hydrogeologic unit or the general groundwater flow

direction in the weathered and fractured rock.

e the distribution of the groundwater contamination; public water supply sources.

The missing data are as follows:

e aquiferidentification:

- aquifer parameters, such as hydrauliic conductivity, storage coefficient, porosity.

- aquifer interconnections/discontinuities.

- recharge and discharge zones for each hydrogeologic unit; zones with high permeability such

as faults and major fractures.

- well fogs and water levels for off-site monitoring wells.

- static water level and casing elevations of the home wells.

- source identification (type, location, and level of contamination).

- locations of the public water supply sources and formations from which they withdraw.

if some of the water supply wells are completed in a different formation than what is exposed at the

site, the formation interconnection must be investigated.

Recent water supply information has been requested from HWA.
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Site Name: Valmont Site
TDD No.:  F3-9012-26

7.3 Data Collection Strategy

7.3.1 Special Studies

Two MWs are proposed to complete the hydrogeological information about water |evels,
groundwater flow direction, and groundwater contamination. The first MW will be tocated
approximately 1,000 feet west of the site and will be completed as a downgradient shallow
monitoring well, The purpose of this well is to provide information about the water ievel and the
{evel of contamination in the shallowest aquifer in order to determine the groundwater divide at the
site and the hydraulic gradient south of the site and to give updated information about the size of
the contaminated plume. The other well will be drilled upgradient, approximately 500 feet east of
the site, and will be completed as a deep monitoring well. It will provide a background sample of the

groundwater and information about groundwater levels in the deeper part of the aquifer.

The two proposed wells will be drilled using air-rotary techniques by a rig that has the capability to
drive casing. Steel protective casing with a locking cap should be set a minimum of one foot into
competent bedrock. A bentonite annular seal will be emplaced around the base of the casing from
the drive or guide shoe upward. The remainder of the casing will be set in place using a
cement/bentonite grout. The shallow MW should be drilled to 10 feet below the first encountered
water-bearing zone. Its monitored interval will be completed using & continuous-slotted four-inch-
diameter steel casing with its other annulus packed with pea-size quartz gravel. The monitoring
interval shield can be completed with a four-inch polyvinyl chloride (PVC) stotted screen with a gravel
pack around the screening interval. The locations and construction diagrams of the propased MWs
are provided on figures 7.1, 7.2, and 7.3 (pages 7-3, 7-8, and 7-9). The locations are general and are

subject to change depending on conditions at the site.
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Site Name: ValmontSite
TDD No.: F3-9012-26

7.3.2 Non-Sampling Data Collection

Site-specific hydrogeological information about aquifer interconnection, transmissivity, and hydraulic
conductivity will be obtained during a pumping and a tracing test from on-site MW group 10. The
pumping and the tracing tests will be completed at the same time. During the pumping from the
deepest well, 10C, the trace will be placed into the most shallow well, 10D. The drawdown data and
recovery data from on-site MWs nos. 10A, 10B, 10D, 1C, 1B, and 11 and from the one off-site home
well will be used to obtain information about aquifer interconnection and transmissivity. All welis
used for groundwater level observation, except M group 10, should be equipped with cantinuous

water-level recorders.

Groundwater trace samples wiil be obtained from MW nos. 10A, 108, and 10C in order to prove an

interconnection between the different hydrogeological units.

All on-site and off-site monitoring wells, at least five of the home wells, and the two proposed
monitoring wells will be used for groundwater-level information in order to determine the

groundwater surface and the groundwater flow direction.

All wells used for pumping and tracing tests and groundwater-level observation must be developed
before the test. |f some of the water supply wells are completed in a different formation than what is

exposed at the site, the formation interconnection will be investigated.

7.3.3 Sampling Data Collection

Groundwater sampling for the Valmont site will include sampling from 33 wells:

-12 on-site MWs and 1 facility well
-2 proposed on-site MWs
-12 off-site MWs and 1 production well around Continental White Cap

-5 home wells

AR100764
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Site Name: Valmont Site
TDD No.: F3-9012-26

Before sampling, the wells will be purged until approximately three volumes of water have been
removed. The aqueous samples from the wells will be collected in a stainless-steel bottom-loading
bailer and then distributed into the sample jars. The samples will be analyzed for CLP target
compounds. In addition, an extra sample will be obtained from each well, filtered, and analyzed for

dissolved metals (see table 7 4, below).

TABLE 7.4

Groundwater Pathway

Data Coilection Table

Sample Type Sample No. Location Rationale Analysis
west of identify aquifer CLP organic and
Chromatex parameters, inarganic full scan
Groundwater MW 1A groundwater dissolved metals
level, quality
control
175 feet west of | identify aquifer CLP organic and
Chromatex parameters, inorganic full scan
MW 1B groundwater dissolved metals
level, quality
control
175 feet west of | identify aquifer CLP organic and
Chromatex parameters, inorganic full scan
MW 1C groundwater dissolved metals
level, quality
controi
150 feet groundwater CLP organic and
southwest of level, quality inorganic full scan
MW 2 Chromatex control dissolved metals
150 feet south groundwater CLP organic and
MW 3 of Chromatex level, quality inorganic full scan
control dissolved metals
200 feet east of groundwater CLP organic and
Mw 4 Chromatex level, quality inorganic full scan
cantrol dissolved metals
300 feet groundwater CLP organic and
Mw S northeast of level, quality inorganic full scan
Chromatex cantrol dissolved metals
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Site Name: Valmont Site
TDD No.:  F3-9012-26

Sample Type Sample No. Location Rationale Analysis
Identify aquifer CLP organic and
Groundwater Mw 10A 175 feet north parameters, inorganic full scan
of Chromatex groundwater dissolved metals
lavet, quality
control
Identify aquifer CLP organic and
MW 10B 175 feet north parameters, inorganic full scan
of Chromatex groundwater dissolved metals
level, quality
control
identify aquifer CLP organic and
MW 10C 175 feet north parameters, inorganic full scan
of Chromatex groundwater dissolved metals
level, quality
control
identify aquifer
MW 10D 175 feet west of parameters, CLP organic and
Chromatex groundwater inorganic full scan
level, quality dissolved metals
control
identify aquifer
MW 1 25 feet east of parameters, CLP organic and
Chromatex groundwater inorganic full scan
level, quality dissolved metals
control
groundwater CLP organic and
FW 20 feet west of level, quality inorganic full scan
Chromatex control dissolved metals
waest of groundwater CLP organic and
PMW 1 Chromatex level, quality inorganic full scan
control dissolved metals
west of groundwater CLP organic and
PMW 2 Chromatex level, quality inorganic full scan
control dissolved metals
on Continental groundwater CLP organic and
CMW 1 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
CMW 2 White Cap level, quality inorganic full scan
property control dissolved metals
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Site Name: Valmont Site
TDD No.:  F3-9012-26

Sample Type Sample No. Location Rationale Analysis
on Continental groundwater CLP organic and
Groundwater CMW 3 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
CMW 4 White Cap level, quality inorganic full scan
property control dissolved metais
on Continental groundwater CLP organic and
CMW 5 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
CMW 6 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
cMW 7 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
CMW 8 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
CMW9 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
CMW 10 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental groundwater CLP organic and
CMW 11 White Cap level, quality inorganic full scan
property control dissolved metals
on Continental | identify aquifer CLP organic and
CMW 20 White Cap parameters and | inorganic full scan
property interconnection, dissolved metals
groundwater
level, quality
control
PW at Penn/Tex groundwater CLP organic and
plant level, quality inarganic full scan
control dissolved metals
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Site Name: Valmont Site

TDD No.: F3-9012-26
Sample Type Sample No Location Rationale Analysis
identify aguifer
parameters and CLP organic and
Groundwater HW 2 northeast of site | interconnection, | inorganic full scan
groundwater dissolved metals
level, quality
control
groundwater CLP arganic and
HW 3 nartheast of site fevel, quality inorganic full scan
control dissolved metals
groundwater CLP organic and
HW 3 northeast of site level, quality inorganic full scan
control dissolved metals
groundwater CLP organic and
HW 4 northeast of site level, quality inorganic full scan
control dissolved metals
groundwater CLP organic and
HW 5 northeast of site level, quality inorganic full scan
control dissolved metals
FW - facility well
MW - on-site monitoring well
PMW - proposed monitoring well
MW1 - off-site monitoring well
PW - production well
HW - homewell

The choice of the home wells for sampling will be made at a |later date.

All samples will be collected, decontaminated, packaged, and shipped according to standard protocot
specified in the NUS FIT 3 Regional Operations Manual of Standard Operating Procedures and
Standard Operating Guidelines. Specifically, sampling and decontamination procedures will be
performed according to SOG |, and packaging and shipping procedures will be performed according

to SOP I,
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Site Name: Valmont Site
TDD No.: F3-9012-26

8.0 SURFACE WATERPATHWAY

8.1 Significance of Pathway

Based on information gathered to date during previous investigations at the site, the surface water
pathway is not a significant pathway of concern. This assumption is based on the limited number of
targets downstream of the site. Targets downstream consist of a small fishery and a limited amount
of wetlands. Surface water runoff from the site may flow in one of two possible directions. The
majority of the surface water from the site enters the drainage ditch located north and east of
Chromatex Plant No. 2. Water entering this ditch flows northwestwardly toward Jaycee Drive. Upon
nearing Jaycee Drive, the drainage ditch pathway becomes iess apparent. At this point, the direction
of surface water flow is uncertain, but it is assumed to be toward Black Creek. A portion of the
surface water from the site is collected by storm water drains located along the western side of
Chromatex Plant No. 2. Surface water entering the storm drains flows southwestwardly via
underground piping to a drainage ditch along the eastern border of Jaycee Drive. Upon entering the
drainage ditch, water flows southwardly to Cranberry Creek, which in turn flows to Black Creek.
Additional surface water from the site may enter the drainage ditch via overland flow and then
discharge to Cranberry Creek. Although the surface water pathway is not of significant concern,
additional investigation is warranted. The investigation is necessary to characterize the migration of
contaminants from the site, because no previous investigation into the surface water pathway has
occurred at the site. Investigation into the surface water pathway may also assist in understanding

the hydrogeological conditions in the study area.

8.2 Data Gaps

Surface water and sediment samples need to be obtained from select locations throughout the study
area. These data will assist in determining if contamination originating from the site has migrated to

surface water pathways within the study area.

Stream flows for Cranberry Creek and Black Creek will be obtained. These data will provide

information regarding the dilution factors for these streams.
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Site Name: Valmont Site
TDD No.: F3-9012-26

83 Data Collection Strateqy

8.3.1 Non-Sampling Data Collection

Stream flow data will be collected from existing sources or field measurements taken during the

investigation.

8.3.2 Sampling Data Collection

Sediment samples will be coilected from the drainage ditch located north and east of Chromatex
Plant No. 2, at three locations: near MW no. 11, near MW cluster no. 10, and adjacent to Jaycee Drive

{(see figure 8.1, page 8-3).

Sediment samples will be collected from the drainage ditch between Chromatex Plant No. 2 and All
Steel, Incorporated, at two locations: near the northwestern coiner of the All Steel, Incorporated

plant and near Jaycee Drive (see figure 8.1, page 8-3).

Sediment samples will be collected from the drainage ditch that paraliels the eastern edge of Jaycee
Drive, south of Chromatex Plant no. 2. Three locations will be sampled: 50 yards south of the
Chromatex property line, 150 yards south of the Chromatex property line, and 250 yards south of the
Chromatex property line. These samples will assist in verifying that no other industries within the

Valmont industrial park are a source of contamination (see figure 8.2, page 8-4).

A sediment sample will be collected from the unnamed intermittent stream approximately 0.35 mile
south of the site, near the Federal Paper plant. This stream is suspected to be a groundwater
discharge point and will be sampled to determine if groundwater to surface water migration is
occurring at the site. At the time of the investigation, it will be determined if there is an upstream
sample location. If an upstream location is discovered, then an additional sediment sample will be

collected from the stream (see figure 8.2, page 8-3).

Aqueous and sediment samples will be collected from Cranberry Creek at two locations. upstream

and downstream (see figure 8.2, page 8-4).

All samples will be analyzed for CLP target compounds. Additionally, pH and conductivity of all

samples will be recorded at the time of sampling (see table 8.1, page 8-5).
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Site Name: Valmont Site

TDD No.: F3-9012-26
Table 8.2
Surface Water Pathway
Data Collection Table
Sample Sampie . . .
Type No. Location Rationale Analysis
Sediment drainage ditch east of identify if hazardous organic and
(grab) SD-1 Chromatex Plant No. 2, | materials have migrated | inorganic full scan
near MW no. 11 to drainage ditch
SD-2 drainage ditch north of identify if hazardous organic and
Chromatex Plant No. 2, | materials have migrated | inorganic full scan
near MW cluster no. 10 to drainage ditch
SD-3 drainage ditch north of identify if hazardous organic and
Chromatex Plant No. 2, | materials have migrated | inorganic full scan
near Jaycee Drive to drainage ditch
5D-4 drainage ditch south of identify if hazardous organic and
Chromatex Plant No. 2, | materials have migrated | inorganic full scan
near northeastern to drainage ditch
corner of All Steel,
Incorporated
SD-5 drainage ditch south of identify if hazardous organic and
site, near MW no. 2 and | materials have migrated | inorganic full scan
laycee Drive to drainage ditch
SD-6 drainage ditch identify surface water organic and
paralleiing Jaycee Drive, releases from site inorganic full scan
east of All Steel,
Incorporated facility
S0-7 drainage ditch identify surface water organic and
paralleling Jaycee Drive, releases from site inorganic full scan
southwest of All Steel,
Incorporated facility
SD-8 drainage ditch identify surface water organic and
paralleling Jaycee drive, releases from site inorganic full scan
northwest of federal
paper facility
SD-9 intermittent stream identify surface water organic and
south of site, midstream releases from site; inorganic full scan
sample identify hydrogeological
characteristics
SD-10 Cranberry Creek background sample organic and
upstream inorganic full scan
SD-11 Cranberry Creek identify surface water organic and
downstream release from site inorganic full scan
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Site Name: Valmont Site
TOD No.:  F3-9012-26

All samples will be collected, decontaminated, packaged, and shipped according to standard protocol
specified in the NUS FIT 3 Regional Operations Manual of Standard Operating Guidelines.
Specifically, sampling and decontamination procedures will be performed according to SOG |, and

packaging and shipping procedures will be performed according to SOP |l

FASP is not recommended for the surface water pathway investigation based on the limited number

of samples to be collected and their location.
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Site Name: Valmont Site
TDD No.: F3-90012-26

9.0 SOIL EXPOSURE PATHWAY

9.1 Significance of Pathway

Based on information gathered during previous investigations at the site, the soil exposure pathway
is of significant concern. Further investigation into this pathway is warranted based on the significant
levels of TCE found during the on-site sail gas survey performed by TAT and the potential number of
targets in relation to the soil exposure pathway. The soil gas survey performed by TAT in 1987
revealed TCE contamination in on-site soil to levels up to 12.5 ppm. Soil sampling performed by PA
DER near the underground storage tank revealed TCE levels up to 6,000 ug/kg. Based on these data,
it is expected that additional investigation will reveal significant levels of TCE and its related
compounds in on-site soils. Soil sampling will assist in determining the actual levels of contamination

in soils on site and in the residential areas near the site.

Based on the known contamination of residential home wells in the area, the resuits of the soil gas
survey, and the intervening slope between the site and nearby residents, the likelihood that
contaminants have migrated off site is significant. Off-site sampling is necessary to determine if
residents near the site are exposed to contamination from the site. In the event that contamination is
found to exist within the property boundaries of residents near the site, the effects on the overall

ranking of the site will be significant.

9.2 Data Gaps

Further investigation at the site is necessary to collect information pertaining to the targets in
relation to the soil exposure pathway. Specifically, soil samples will be collected from residential
yards located in the vicinity of the site. The purpose of this sampling is to further characterize the
extent of the TCE migration from the site and to determine if any resident individuals in the study

area are exposed to Level | contamination.
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Site Name: Valmont Site
TDD No.: F3-90012-26

9.3 Data Collection Strateqy

9.3.1 Non-Sampling Data Collection

Non-sampling data collection at the site will include the determination of the site property
boundaries and residential property boundaries. Collection of these data is necessary for the
determining if contamination at the site has migrated to within the property boundaries of home
owners in the study area. The determination of property boundaries will be made by interviewing

residents in the study area and examining court records and surveying, if necessary.

9.3.2 Sampling Data Collection

All the sample data collection proposed in section 5.0 can be incorporated into the on-site soil

exposure pathway. Refer tosection 5.3 for data collection methods.

Additionally, soil samples will be collected from the residential yards nartheast of the site to

characterize the off-site soil exposure pathway in relation to the human health threat.

The initial off-site soil sampling will consist of the collection of a volatile organic fraction only from
the residential yards nearest Chromatex Plant No. 2. The samples will be analyzed by FASP for TCE
and its related compounds. If the presence of organic contamination is revealed in the residential
yards by FASP, then a sample will be collected from the residences to be analyzed for CLP target
compounds (full-scan analysis). The totai number of off-site soil samples to be collected is based on
the initial screening of samples by FASP. Any off-site sample collected that indicates the presence of
organic contamination will be collected for CLP analysis. The sample collection methodology will
begin with the sampling of the residences nearest Chromatex Plant No. 2 and will expand to
residences at increased distances from the site to residences where FASP reveals no elevated levels of
contamination. A minimum of four samples will be collected from the residential yards (see figure

9.1, page 9-3).

A background soil sample will be coliected in the wooded area east and upgradient of Chromatex

Plant No. 2 (see table 9.1, page 9-4).
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The samples will be collected, decontaminated, packaged, and shipped according to standard
protocol specified in the NUS FiT 3 Regional Operation manual of Standard Operating Procedures and
Standard Qperating Guidelines.

performed according to SOG 1, and packaging and shipping procedures will be performed according

Site Name: Valmont Site

TDD No.:

F3-90012-26

Specially, sampling and decontamination procedures will be

to SOP Il
Table 9.1
Sail Exposure Pathway
Data Collection Table
Sample | Sample . . .
Type No. Location Rationale Analysis
Soil S-101 private residences Off-site contamination to Organic VOCs;
{grab) northeast of Chromatex Plant No. 2; FASP
Chromatex Plant No. 2 identify potential health
threat
5-10 private residences QOff-site contamination to Organic and
northeast of Chromatex Plant No. 2; inorganic full
Chromatex Plant No. 2 identify potential health scan
threat
S-111 private residences Off-site contamination to Organic VOCs;
northeast of Chromatex Plant No. 2; FASP
Chromatex Plant No. 2 identify potential health
threat
5-11 private residences Off-site contamination to Qrganic and
northeast of Chromatex Plant No. 2; inorganic full
Chromatex Plant No. 2 identify potential health scan
threat
5-121 private residences Off-site contamination to Organic VOCs;
northeast of Chromatex Plant No. 2; FASP
Chromatex Plant No. 2 | identify potential health
threat
S-12 private residences Off-site contamination to Organic and
northeast of Chromatex Plant No. 2; inorganic full
Chromatex Plant No. 2 identify potential health scan
threat
5-131 private residences Off-site contamination to Organic VOCs;
northeast of Chromatex Plant No. 2; FASP
Chromatex Plant No. 2 { identify potential health
threat
5-13 Private residences Off-site contamination to QOrganic and
northeast of Chromatex Plant No. 2; inorganic full
Chromatex Plant No. 2 identify potential health scan
threat
5-14 wooded area east of background soil Organic and
Chromatex Plant No. 2 inorganic fuil
scan
AR100780
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10.0 PROPOSED SAMPLE COLLECTION REVIEW

10.

1 Sample Collection Summary

Site Name: Valmont Site

TDD No.:

F3-3009-3312-26

The number of samples to be collected at the Valmont Site is summarized in the table below.

Number of Solid Samples

Number of Aqueous Samples

Total for
. . , . Pathway
inorganic | organic | full scan |inorganic| organic | full scan
Source/\Waste -- 10* - -- 10
Characterization
Groundwater --- - - L - 34* 63
Pathway
Surface Water - - 1" - —- 2 13
Pathway
Soil Exposure - - 5 — - -- 5
Pathway
Blanks - 2** - - 2 4
Total 2 25 29 38 95

*

In addition, two MW samples and a soil sample will be designated as matrix spike samples.

Includes duplicate
** VOA only
*** Filtered for dissolved metals

volumes of bottleware will be obtained for these samples.
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Site Name: ValmontSite
TDD No.:  F3-9012-26

11.0 QUALITY ASSURANCE PROCEDURES FOR SAMPLE RESULTS

11.1 CLPData

All laboratory data will be validated in order to determine the usability of results for site assessment
and to provide oversight of CLP laburatory performance. For individuals involved in site-related
decisions, the data validation report presents a clear explanation of issues affecting the application of
the data to the site investigation. On the other hand, those EPA individuals responsible for
management and oversight of CLP laboratory performance are presented with those issues related to
laboratory non-compliance, poor laboratory practice not regulated in the analyticai protacol, and any
unusual methed or analytical problems. For both contractual issues and problems affecting the
usability of the data for site assessment, support documentation is sufficient to allow EPA to perform

a full-scale review of the data validation in order to substantiate the report’s conclusions.

All validation is performed according to the requirements specified in the EPA documents titied
“Laboratory Data Validation Functional Guidelines for Evaluating Organics Analyses with
Modifications for Use within Region 3,” and "Laboratory Data Validation, Functionai Guidelines for
Evaluating Inorganic Analyses. In following these protocals, all raw data are scrutinized in order to
determine the confidence concerning the presence {or absence) of each reported compound or

element and the extent of quantitative error {bias or variance) associated with each result.

In order to meet the needs of data users, the findings of the review will be formatted to provide a
condensed form of the analytical results (data summary). In addition, a text will provide a balanced
perspective of data quality by summarizing the usable aspects of the data and areas of compliant
laboratory performance, as well as by differentiating problems that have a major versus minor impact
on data usability. For each resuit that is qualified, the report will identify the associated analytical
problem or quality control criterion that was not met and explain the resultant effect on the data in
simple, concise language that an individual without an extensive background in analytical chemistry

can understand.
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Site Name: Valmont Site
TDD No.:  F3-9012-26

11.2 FASP Data

All FASP analyses will be performed in accordance with established FASP SOPs, following the quality
control (QC) requirements stipulated in these analytical methods. All gquality assurance related to
these efforts is specified in the FASP SOP 1-1, "Data Reduction, Validation, and Reporting.” This SOP

specifies the responsibilities, procedures, and records required for FASP quality assurance.

In this SOP, quality assurance functions related to the internal processing of data include the
generation of appropriate raw data, the evaluation of identification and quantitation data, and
verification of adherence to the analytical method SOP. Calibrations, blank matrix spikes, duplicates,
QC check standards, and internal standards QC performance data must be checked. Any problems

discovered must be investigated, corrected, and documented in accordance with this SOP.

Internal review of FASP data must be performed by an analyst other than the analyst who performed
the analysis. Sample results and QC data must be scrutinized to verify conformance to requirements

according to the frequency and following the procedures specified in this SOP.

The data reporting requirements specified in SOP 1-1 address the reporting of results on the data
summary, the format and content of the analysis summary report, associated tables, and the
supporting raw data appendix. This SOP aiso specifies requirements for quality assurance records,
including injection logbooks, maintenance logbooks, standards logbooks, computer diskettes, and a

QC database.

AR100785
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Site Name: Valmont Site
TDD No.:  F3-9012-26

12.0 PROJECT MANAGEMENT

12.1 Personnel

The project manager's responsibilities for this project include assuring that site access is obtained,
directing and overseeing all off-site activities associated with the investigation, and documenting and
managing all samples collected. Additional personnel will be assigned to perform various field
activities and to assist in the collection and verification of necessary background and site environs

data.

12.2 Community Relations

No community relations problems are anticipated. PA DER will be notified of all ongoing activities at
the site. Any inquiries by the public about the purpose and time frames of the investigation will be

referred to the appropriate contact at EPA.

12.3 Project Costs

The anticipated FIT level of effort (LOE) and estimated subcontractor and analytical costs are found
helow. Atime schedule will be determined and submitted for EPA appraval after field activities have
been authorized. The use of FASP as a field tool in screening sample locations for CLP analysis is

recommended for the subject site.

LOE 1,450 Hours
Subcontractor Costs $30,000
Analytical Costs $68,750
Total $98,750
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SECTION 1
INTRODUCTION

1.1 Activities at the Continental White Cap Faclility

The Continental White Cap (White Cap) facility is located in
Northeastern Pennsylvania in the Valmont Industrial Park, near the
Borough of West Hazleton, Luzerne County (Figure 1-1). The plant,
which opened in 1967, manufactures twist-off closures (caps) for
bottles and jars used by the food industry. Coils of sheet steel are
decorated to customer specifications and then cut, stamped and
formed to produce the cap. Residues from the manufacturing process
are then cleaned with a non-chlorinated organic solvent. Both virgin
and spent solvents used in the manufacturing process are stored in
individual underground storage tanks.

In September 1987, during the routine testing of the underground
solvent storage tanks to determine their integrity, an inadvertent loss
of an estimated 50 -100 gallons of non-chlorinated solvent occurred.
The solvent is actually a blend of several solvents including: total
xylenes, 70%; cyclohexanone, 15% and diacetone alcochol, 15%.

The loss was immediately reported to the appropriate regulatory
agencies, the Pennsylvania Department of Environmental Resources
{(PADER) and the United States Environmental Protection Agency
(EPA). White Cap then retained Groundwater Technology, Inc. (GTI)
to replace the underground tank farm and investigate the extent of
contamination in the soil and ground water at the facility. The tank
farm has been upgraded to include four 4,000-gallon virgin sclvent
tanks and one 8,000-gallon waste solvent tank. Each tank is
constructed of double-walled, cathodically protected steel and is
situated below ground in a tank pit excavation lined with an
impervious man-made liner material.

Small quantities of the organic solvent blend "SAF-T-SOL 45" are used
by White Cap in its machine shop to clean parts and to wipe down
production equipment. This solvent blend consists of 45 percent
trichloroethene (TCE), a chlorinated volatile organic compound.
Records indicate that "SAF-T-SOL 45" has been used since at least
1981 and there have been no known uncontrolled releases of "SAF-T-
SOL 45" into the environment. This solvent i{s purchased in 55 gallon
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Figure 1-1
Study Area Location Map

Continental White Cap, West Hazleton, Pennsylvania
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drums and used, on the average, at a rate of two to three drums per
month. Spent solvent is collected in a 55 gallon drum and stored in a
designated drum storage area inside the plant. Accumulated spent
solvent is then removed by a licensed hazardous waste transporter for
proper disposal.

As part of GTI's contaminant investigation, several ground water
monitoring wells were installed and sampled. The analytical results
indicated elevated levels of xylene. The data also revealed the
unexpected presence of low concentrations of TCE.

1.2 Activities In the Residential Area

In October 1987, a water sample was collected by White Cap from a
private well in the housing development along Deer Run Road and
Bent Pine Road (hereinafter, the Residential Area) northeast of White
Cap (Figure 1-2), Although no xylene was detected, TCE was found at
a concentration of 48 ug/L. Subsequent sampling by the PADER
indicated that ground water from nearly all of the wells in the
Residential Area which were sampled contained low concentrations of
TCE. An investigation by the EPA identified the Chromatex Plant Two
(Chromatex) facility, located immediately southeast of the Residential
Area as a potential source of the TCE contamination in the residential
wells (Figure 1-2). The contaminated individual residential water
supplies have since been replaced by municipal water, using monies
provided through EPA's Superfund program.

1.3 Activities at the Chromatex Plant Two Facility

Chromatex manufactures latex-backed throw rugs. Rolls of printed
woven textile are brought in and cut to size. The cut pieces are then
coated on one side with latex and dried. TCE was used in this
process. Virgin TCE was stored in above ground storage tanks inside
the facility. Floor drains around the latex coating machines carried
spent TCE to an outside, below ground waste storage tank (Gogola, S..
March 1989 and Personal Communication, August 1989).

The EPA investigation revealed the presence of TCE in the subsurface
soils at the facility. As a result, EPA entered into an Administrative
Consent Order (ACO) with Chromatex to conduct an investigation of
the extent and degree of soil and ground water contamination at the
facility. '
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Figure 1-2
Study Area Site Plan

Continental White Cap, West Hazleton, Pennsylvania
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1.4 Activities Related to Lawsuit

As co-defendant in Lutz et al. v. Chromatex, Inc. et al., White Cap
retained the law firm of Pepper Hamilton & Scheetz (PH&S). PH&S
has retained the services of Environmental Resources Management,
Inc. (ERM) to provide expert hydrogeological support. This report
presents the results of ERM's evaluation of ground water flow and TCE
migration in the study area, which included the While Cap facility. the
Chromatex facility, and the Residential Area. ERM's investigation of
the study area consisted of evaluation of existing data collected
recently by various hydrogeologic consultants and government
agencies, and locating and installing one monitoring well in addition
to the 11 wells already in place on the White Cap property. Through
this investigation, ERM has concluded with a reasonable degree of
professional certainty, that the White Cap facility is not a potential
source of TCE detected in the private wells in the Residential Area,

1-3
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SECTION 2
SUMMARY OF PREVIOUS INVESTIGATIONS

2.1 Investigation History

ERM's assessment of the hydrogeologic conditions in the study area is
based upon review and interpretation of existing ground water quality
and ground water elevation data, derived from several investigations
conducted by other investigators. This section summarizes the
pertinent results of the previous investigations used in ERM's
evaluation.

2.2 PADER Investigation - October 1987

In October 1987, PADER collected ground water samples from 27
wells in the Residential Area for volatile organic compounds (VOC)
analysis. TCE was detected in 26 of the 27 wells sampled, at
concentrations ranging from 1 ug/L to 1,400 ug/L (Tucker, Mark.
April 1988). In addition, trichloroethane (TCA)} was detected in 26 of
27 wells at concentrations ranging from 2.3 ug/L to 450 ug/L. A
nearby service station well was also found to contain low level VOC
contamination that was judged to be from a source(s} unrelated to the
study area (Tucker, Mark. April 1988).

2.3 EPA Investigation - October 1987

Also in October 1987, the EPA conducted an investigation of the
Residential Area and adjacent Valmont Industrial Park area through its
contractor, Weston SPER. The investigation consisted of the
following:

*

» Preparation of a potentiometric surface (water table} contour map
using water level measurements from accessible residential wells,

* Preparation of a TCE isoconcentration map using the

potentiometric surface map, and TCE data from the PADER
sampling.

¢ A soll gas survey at the Chromatex site, to identify potential areas
of subsurface VOC contamination. (A soil gas survey measures the
presence or absence of VOC vapors in the pore spaces of soil. The
VOCs may be present through spillage and adsorption onto the

2-1 ﬁi
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soil, or by vapor migration upward {nto the soil from underlying
VOCs in ground water.)

The Weston SPER investigation resulted in the following findings:

e  Pockets of high soil gas TCE concentrations were found at several
locations on the Chromatex site, as close as 200 feet from the
most highly contaminated residential well.

e An underground storage tank contained a high concentration of
TCE, 1,110 mg/L, in the air space above the tank's liquid
contents.

* Ground water flows from Chromatex in a northeasterly direction
toward and through the Residential Area.

Detalls of the investigation are contained in a 28 October 1987 Weston
SPER memorandum, which is included herein as Appendix A.

2.4 Investigations at the White Cap Facility

Investigation of the xylene contamination at the White Cap facility by
GTI is currently on-going. To date, the investigation has involved
three phases of field activities, including the analysis of composite soil
samples collected from the underground storage tank area following
tank replacement, and the installation and sampling of 11 ground

water monitoring wells. The results of the investigation thus far are as
follows:

* Analysis of ten composite soil samples collected during November
1988 indicated total xylene concentrations of up to 48 ug/Kg
(equivalent to 48 ppb). No TCE was detected at a detection limit
of 4 ug/Kg. (Groundwater Technology. Inc. March 1989)

* Analysis of ten additional composite soil samples from the same
area, collected in December 1988, indicated no xylenes were
detected. TCE was reported in one sample at a very low
concentration, below the detection limit of 1.9 ug/Kg.
(Groundwater Technology, Inc. March 1989) .

* Two rounds of samples, collected from the soil beneath the
former underground storage tanks in December 1988 and
February 1989, contained total xylenes at concentrations ranging
from less than 4 ug/Kg to 230,000 ug/Kg. No TCE was detected
at detection limits of 500 ug/Kg and 1.9 ug/Kg, respectively.
(Groundwater Technoelogy, Inc. March 1989)

2-2
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¢ Samples collected in February 1989 from the excavated trench
which carried a former waste sclvent line to an underground
storage tank, contained total xylenes from less than 4 ug/Kg to
179,000 ug/Kg. No TCE was detected at detection limits of 1.9

ug/Kg and 500 ug/Kg. {Groundwater Technology, Inc. January
1990)

* The same trench was resampled in May 1989 and contained no
xylenes or TCE at a detection limit of 500 ug/Kg. (Groundwater
Technology. Inc. January 1990)

e A thin layer of free-phase xylene solvent is present on top of the
ground water table in two wells in close proximity to the
underground tank farm. (Groundwater Technology, Inc. March
1989)

* Xylenes are the predominant VOCs found in the ground water. In
September 1989, all GTI-installed wells were sampled in a single
sampling event. Total xylenes were present at concentrations
ranging from 5.9 ug/L to 120,000 ug/L. (Groundwater
Technology. Inc. January 1990)

* During the September 1989 sampling event, TCE was detected in
five of the 11 wells, at concentrations ranging from 190 ug/L to
2,600 ug/L. (Groundwater Technology, Inc. January 1990)

A complete summary of all TCE data from the White Cap site is
presented in Section 4.

2.5 Investigations at the Chromatex Facllity

As part of the ACO agreed to with the USEPA, Chromatex retained
International Exploration Inc. (Intex) to conduct an environmental
investigation, which included the sampling and analysis of soil, and the
installation, sampling, and analysis of 12 ground water monitoring
wells. The results of this investigation are as follows:

e In November 1987, 11 socil samples were collected along the
excavation of a former line which fed an underground waste
storage tank. TCE was detected in a range from less than 5 ug/Kg
to 5,600 ug/Kg. Split samples analyzed by PADER contained TCE
in concentrations from 50 ug/Kg to 1,800,000 ug/Kg. (Geraghty
& Miller. January 1990)
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* In December 1987, 14 soil samples were collected from several
test pits. TCE was detected in concentrations from 5 ug/Kg to
488,000 ug/Kg. {International Exploration, Inc. January 1989)

¢ Twelve monitoring wells were installed in December 1987. Four
of the 12 wells contained TCE in concentrations ranging from
600 ug/L to 17,000 ug/L. (International Exploration, Inc. January
1989)

e A ground water divide trends roughly East-West across the center
of the site with components of ground water flow to the north,
south and west. (Intermational Exploration, Inc. January 1989)

2.6 Geraghty & Miller Investigations

In July 1989, Geraghty & Miller (G&M), a hydrogeological consultant
retained by the Plaintiffs' counsel, collected four soil and four water
samples in the Residential Area. The soil results indicated that no
VOCs attributable to environmental degradation were present. Two
residential wells (Reznick and Sabatini) no longer in service were
sampled. and contained TCE at 180 ug/L and 62 ug/L, respectively. In
addition, TCA was also detected at these two wells at 22 ug/L and 15
ug/L, respectively. No VOCs attributable to environmental degradation
were present in samples collected from the municipal water supply

system, nor from basement sump sampling locations at two remaining
homes.

In August 1989 a complete round of water level measurements was
collected from the 12 Chromatex wells and 11 White Cap wells. The
results are summarized in Section 4.

Soil samples were also collected from the Chromatex and White Cap
facilities during the August field activities. Five soil samples were
collected from the Chromatex site at various locations, corresponding
to areas of surface water runoff and waste handling and storage. The
results indicated that TCE was present at concentrations ranging from
5 ug/L to 32 ug/L.

Two soil samples were collected from the White Cap site on the
opposite {northern) side of the facility from the underground storage
tanks. These samples were split with ERM and analyzed by an
independent laboratory. The results of both sets of data (ndicated that
no TCE was detected in the soil at the White Cap site. Analytical
results from the ERM split samples are contained in Appendix B.
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[J The data collected during these field activities were presented in a

J report dated January 1990 and a supplemental letter report dated 4

April 1990. The conclusions drawn from these data as well as G&M's

- J review of existing data were:
f
]

. Chromatex {s one source of the TCE found in the residential wells

¢  White Cap is a potential source of the TCE found in the residential
wells

~ ¢ The orlentation of bedrock fractures as well as the pumping of the
| residential wells appears to alter the direction of ground water

flow, such that contaminants from White Cap can migrate to the
_ residential wells.

- Further details of these two reports are discussed In Sec 4.4.
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SECTION 3
PHYSICAL SETTING

3.1 Topography

Both the White Cap and Chromatex facilities are situated on the edges
of a slight topographic "saddle”, along the crest of a small ridge which
trends roughly East-West (Figure 3-1). The approximate average
elevation at the White Cap facility is 1,535 feet Mean Sea Level (ft
MSL). Immediately to the east of White Cap is the Chromatex facility,
which is situated at an approximate average elevation of 1,540 ft MSL.
The ridge serves as a divide, directing surface water runoff to the
North-Northeast and to the South-Southwest.

The Residential Area is situated on the gently sloping northern flank
of the ridge at an elevation range of approximately 1,510 to 1,535 ft
MSL. The area is comprised of approximately 27 single family homes
and an apartment house which abut the northeastern property line of
the Chromatex facility (See Figure 1-2}.

3.2 Geology

The study area is located in the Valley and Ridge Physiographic
Province of Pennsylvania. This province is characterized by bedrock
units that have undergone intense folding and faulting to create
alternating synclines and anticlines which trend approximately
northeast-southwest. Differential erosion along the anticlines and
syniclines has created a series of parallel valleys and ridges.

The bedrock units in the Hazleton Area comprise what is known as
the Eastern Middle Anthracite Coal Field. The anticlines are underlain
by resistant sandstone and conglomerate of the Pottsville Group
Formations. The geologic map of the Hazleton Area {s shown in Figure
3-2. The study area is underlain entirely by the Pottsville Group
Formations. Monitoring well drilling logs by ERM, Intex and GTI
confirm subsurface conditions similar to the published literature.
Based upon measurements taken by Weston SPER, the strike of the
Pottsville Formation is approximately North 40° - 50° East (Tucker,
Mark. 1987). This is in contrast to the more east-northeasterly
(approximately 80°) regional strike evident from the topographic
alignment of the ridge section immediately to the east. The dip of the

ERTY



- o

Figure 3-1
Topography in the Vicinity of the Study Area

Continental White Cap, West Hazleton, Pennsylvania
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Figure 3-2
Area Geologic Map
Continental White Cap, West Hazleton, Pennsylvania
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bedrock units beneath the White Cap and Chromatex sites is very
slight to essentially flat {International Exploration, 1989).

3.3 Fracture Trace Analysis

Fracture trace analysis is interpretation of stereo pair aerial
photographs to identify linear features which may represent surface
manifestations of fractures in the underlying bedrock. In bedrock,
ground water flow occurs principally along such fractures in which
enhanced permeability provides conduits for ground water flow.

ERM conducted a fracture trace analysis of the study area using several
sets of historical aerial photographs, dating to the 1950s prior to the
construction of the Valmont Industrial Park. The results of this
analysis identified seven principal linear features, which are shown on
Figures 3-1 and 4-1

Six of the seven features appear to be grouped into two distinct groups
based upcen their orientations. The first group is comprised of two
features which trend approximately North 75° East. The second
group of four features is oriented North 10° West. The two distinct
groupings of features, as well as the uniformity of orientation of the
features within each group, suggests a structural grain or preferred
pattern to the bedrock fractures in the study area. These
preferentially oriented fractures appear to serve as controls on the

movement of ground water in the study area as will be discussed in
Section 4.

A single feature is also shown trending North 40° East, extending from
the rear of the Chromatex facility northeastward through the
Residential Area. The apparent change in regional bedrock strike
direction (as reported by Weston SPER) occurs just west of this
feature; thus, this fracture may represent a fault (or major fracture,
along which movement of the‘earth has occurred), which may also
represent a preferential pathway for ground water flow.
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SECTION 4
HYDROGEOLOGY AND TCE MIGRATION IN THE STUDY AREA

4.1 Potentiometric Surface Mapping

To determine ground water flow directions in the study area, ERM has
prepared a potentiometric surface map (or ground water contour
map), using water level measurements collected by G&M on 2 August,
1989 (Figure 4-1). The ground water elevations at the wells
measured are summarized on Table 4-1.

At the White Cap facility, data from monitoring wells MW-1 through
MW-10, (installed by GTI); and MW-20 (installed by ERM}, were used
in constructing the map. MW-20 was installed by ERM in July 1989
after initial review of existing data. It is constructed to a depth similar
to those of the GTI wells. Appendix C contains the lithologic and
construction log for this well. The water level data collected by G&M
from Chromatex shallow monitoring wells MW-1A, MW-2, MW-3, MW-
4, MW-5, MW-10A and MW-11A were also used in conjunction with
the White Cap data to construct the map.

Since the monitoring wells used in preparation of the map were
installed at different times and by different contractors, it was
important to ensure that a common datum was used to determine the
top-of-casing (TOC) elevation of each well. To ensure that the data
collected on 2 August 1989 from both sites could be used together,
ERM project personnel "tied in" the two surveys. using the elevation of
White Cap well MW-20 as a bench mark, to survey the elevation at
Chromatex well MW-1A. The results of the survey indicated that there
is no significant difference between the two datum elevations used to
survey the wells and that the 2 August 1989 water level data from both
facilities can be used together. A difference of only 0.19 feet was
calculated between the two surveys, indicating that the datum used at
White Cap was 2.28 inches lower in elevation than the Chromatex
datum. This difference is not significant in that the relative elevation
between the water levels on the Chromatex and White Cap sites is on
the order of several feet.

Once the validity of using the data from both sites was established,
ERM constructed a potentiometric surface map for the study area,
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t' Table 4-1

Potentiometric Surface Data
2 August 1989
Continental White Cap
West Hazieton, Pennsyivania

Continental White Cap Time  Top of Casing Depth to Water Potentlometric Surface
Monitoring Wells Elevation (feet) Elevation
{feet MSL) (feet MSL)
MW-1 1606 1537.07 19.81 1517.26
MW-2 1556 1537.34 19.81 1517.53
MW-3 1507 1536.18 12.13 1524.05
MW-4 1503 1537.29 11.40 1525.89
MW-5 1457 1534.33 16.51 1517.82
MW-6 1440 1531.66 20.61 1511.05
MW.-7 14449 1533.59 15.27 1518.32
MW-8 1454 1533.55 16.88 1516.67
MW-9 1533 1535.77 25.60 1510.17
MW-10 1501 1534.95 16.63 1518.32
MW-11 * 1539.04 * *
MW-20 1522 1538.47 19.77 1518.70

Chromatex Piant Two Time  Top of Casing Depth to Water Potentlometric Surtace
Monitoring Welis Elevation (feet) Elevation
(feet1 MSL) {test MSL)
MW-1A 1210 1547.34 28.27 1519.07
MW-18B 1217 1547.91 35.41 - _ 1512.50
MW-1C 1200 1547.88 35.51 1512.37
- MW-2 1258 1536.07 11.56 1524 .51
A MW-3 1249 1536.33 23.10 1513.23 .
MW-4 1355 1552.60 16.90 1535.70
MW-5 1805 1538.77 .14.01 1524.76
, MW-10A 1319 1537.39 21.95 1515.44
MW-108 1315 1538.16 27.84 1510.22
. MW-10C 1311 1539.00 29.27 1509.73
MW-10D 1323 1538.33 DRY .
MW-11 1333 1539.73 10.10 1529.63

* White Cap well MW-11 did not exist at time of measurement.
AR100806



. AY
Y
A Y )
\ ~
’ ~
. ' )Y
~
P
\ S~
N
Ay
Y
\
[
]
1
[
i

wor  AR100807

| ertend vy /Gt €. Kroplle 627180

y
£

190 0 100__ 200
Scale in Feet {Approx.)

Figure 4-1
Potentiometric Surface Map
2 August 1989
Continental White Cap
West Hazleton, Pennsylvania
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using the 2 August, 1989 water level data collected by G&M. That
map is shown in Figure 4-1.

4.2 Ground Water Flow Directions

4.2.1 Ground Water Flow Directions - August 1989

Figure 4-1 represents natural ground water flow in the study area,
unaltered by local pumping, as the residential and Chromatex wells are
no longer in use. The figure illustrates that a ground water divide
occurs beneath the study area. Recalling the ridge line location of the
study area, the divide follows the same approximate east-west
orientation as the ridge, particularly beneath the Chromatex facility.

It can be seen on figure 4-1 that ground water flow from the
Chromatex facility occurs in three main directions:

. north-northeast to north-northwest from elevation +1,535 ft MSL
beneath the plant building, to at least 1,515 ft MSL in the
Residential Area to the northeast;

» south-southwest from elevation +1,535 ft MSL beneath the plant
to at least 1,515 ft MSL in the vacant field to the south;

« north-northwest, toward the White Cap property. from elevation
+1,535 to elevation +1,510.

In addition, a minor flow component can occur to the west-northwest,
parallel to the divide, from elevation +1,535 ft MSL beneath the
building to 1,525 ft MSL midway between Chromatex and White Cap,

Further to the west, beneath the White Cap facility, the ground water
divide narrows, and intersects the southeastern corner of the White
Cap building, passing in close proximity to the underground storage
tank area. Two main components of ground water flow are evident:

. southward from elevation +1,525 ft MSL to 1,515 ft MSL, and

* north-northwestward, from elevation +1,525 ft MSL to-1,510 ft
MSL, along a "trough” in the potentiometric surface.

Again a minor east to west component is present parallel to the
narrow divide.

It is clear from Figure 4-1 that ground water flows to the north toward
the edge of the Residential Area, from the Chromatex facility.
However, the northerly component of ground water flow from the
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White Cap site is to the north-northwest, away from the Residential
Area. In fact, this northerly flow component, directed along the
"trough” in the potentiometric surface, is coincident with a large
northwest trending fracture trace mapped by both G&M (Geraghty &
Miller, January 1990) and ERM. Thus, this fracture appears to act as a
pathway of preferred flow from White Cap, to the north-northwest.

Three factors suggest that TCE present in the ground water at White
Cap could have originated on the Chromatex site. As s clear from
Figure 4-1, the east-west component of ground water flow along the
ground water divide, in conjunction with the east-west oriented
fracture set, could provide a pathway for contaminants to migrate from
Chromatex to White Cap. Second. the detection of 2,200 ug/L of TCE
{Geraghty & Miller, January 1990) in the 400 feet deep Chromatex
production well supports this possibility, particularly for White Cap
well MW-11. The possibility that Chromatex is the source of TCE
beneath the White Cap facility is further supported by the fact that very
high levels of TCE are present in the soil at Chromatex, compared to
essentially no TCE (<1.9 ug/Kg at one location only) in soils on the
White Cap site.

4.2.2 Ground Water Flow Directions - October, 1987

In October, 1987, Weston SPER measured water levels at several of
the affected residential wells, and constructed a potentiometric
surface map. in an effort to define the source of the TCE in those
wells. That map, shown in Figure 4-2, represents the ground water
flow conditions near the residences before public water was installed,
when the wells were periodically pumped for water supply.

The potentiometric surface contours indicate that pumping of the
wells shifted the ground water flow direction from its natural north-
northwest direction, to north-northeast, directly from Chromatex
toward the restdential wells. This is coincident with the fault/fracture
trace mapped by ERM through the residential area; thus this fracture
appears to have channeled flow from Chromatex to the re51dential
wells under pumping conditions.

The map also shows that west of the homes on Bent Pine Road. the
contours bent southward, indicating a shift of the flow direction
northwestward. If the White Cap facility were a source of the TCE at
the residential wells, a gradient toward the northeast would be
expected in this area. Thus, based on the EPA-contracted work done
by Weston SPER, there is no indication of flow gradients toward the
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Potentiometric Surface Map*
October 1987

Continental White Cap
West Hazleton, Pennsylvania
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Residential Area from the White Cap facility, under pumping
conditions at the residential wells. Rather, the overall northwest
topographic gradient appears to maintain control on the flow system,
and flow is not reversed from White Cap to the northeast along the
east-west trending fracture set.

4.3 TCE Migration In the Study Area

TCE has been detected in the shallow ground water beneath the
Chromatex facility at concentrations ranging from 600 ug/l to 17,000
ug/l. On the White Cap property, TCE has been detected in ground
water at concentrations ranging from 33 ug/l to 2600 ug/l. Table 4-2
summarizes the historical TCE ground water data from both sites.
Although exact conditions are not defined, it is possible that the TCE
on the White Cap property may have migrated from the Chromatex
property. along the flow component parallel to the ridge axis.

On the White Cap property, TCE is present both north and south of
the ground water divide, and therefore would be expected to migrate
south, and north-north west along the trough in the potentiometric
surface. The potentiometric map shown in Figure 4-1 clearly indicates
that, under natural flow conditions, TCE does not migrate
northeastward toward the Residential Area. In addition., under
historical conditions, when the residential wells were pumping (as
depicted by Weston SPER) no evidence was seen of a gradient shift
from White Cap toward the Residential Area. The only gradient shift
seen was from Chromatex, where flow became directed from the TCE
source area near well MW-11, north-northeastward along an apparent
fault/fracture directly to the Residential Area.

Further evidence that White Cap is not a source of TCE at the
residential wells is provided by the TCE concentration data. The
historical data indicate TCE concentration maxima of 17,000 ug/! at
Chromatex in well MW-11, 1,200 ug/l at White Cap well MW-11, and
1,400 ug/l in one residential well. Granting that the principal source
of the TCE in the Residential Area is Chromatex. the minimum
concentration reduction factor from Chromatex to the nearest
residential well can be approximated at 17,000/1,400, or 12.14 times.
This occurs along the fault/fracture, over a distance of about 300 feet.
The maximum concentration detected north of the ground water
divide on the White Cap property is 1,200 ug/l at MW-11. The
distance to the residential wells along the east-west fracture set north
of MW-11 is about 1,000 feet. At this distance, with a reduction factor
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Table 4-2
GROUND WATER TCE CONCENTRATIONS IN THE STUDY AREA
CONTINENTAL WHITE CAP
WEST HAZLETON, PENNSYLVANIA

CHROMATEX PLANT TWO DECEMEER MAY JUNE OCTOBER SEFTEMBER
MONITORING WELLS 1987 1988 1988 1988 1989
MW-1A - ND - - -
Mw.2 - 600 - - -
MW-3 - ND - - -
Mw-4 - ND - - -
MW-5 - ND - - -
MW-10A - 9900 - - -
MW-11 - 17000 - - -
CONTINENTAL WHITE CAP DECEMBER MAY JUNE OCTOBER SEPTEMBER
MONITORING WELLS 1987 1988 i988 1988 1989 .
MW-1 180 - - NS* <190
MW-2 NS* - - NS* <190
MW-23 33 - . 270 <190
MW-4 - - ND ND ND
MW.5 - . ND ND <190
MW-6 - - 19 200 250
MW.7 - - - - <190
MW-8 - - - - 2600
MW-9 - - - - 83
MW-10 - - - - 190
MW-11 - - - - 1200
MW-20 - - . - NS

AR100812
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NA - NOT ANALYZED

NS - NOT SAMPLED

ND - NOT DETECTED

* - CONTAINS FREE PRODUCT
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of 12.14 times every 300 feet, no TCE from White Cap would be
detectable in the Residential Area, even if a gradient had been
established from White Cap toward the residential wells under
pumping conditions. Again, the data indicate that no such gradient
existed.

4.4 Evaluation of G&M's Hydrogeology Reports

As part of ERM's interpretation of the hydrogeology of the study area,
two recent reports by G&M were reviewed. These reports included:

» Hydrogeologic and Ground-Water Quality Conditions in the
Southeast Section of the Valmont Industrial Park and Vicinity,
West Hazleton, Pennsylvania, dated January 1990

e Supplemental letter report, dated 4 April 1990

In the January 1990 report, G&M presents information regarding the
concentrations of TCE in ground water, and flow directions in the
bedrock aquifer beneath the Chromatex facility and the Residential
Area. Also postulated were potential deviations of the natural ground
water flow along bedrock fractures, in response to pumping and use of
ground water from residential wells. Based on their analysis, G&M
concluded that, "the Chromatex facility is a source of the TCE
contamination of the residential water supply.” G&M also concluded
that the White Cap facility "cannot be dismissed..." as a possible source.
This conclusion was basically reiterated in the 4 April 1990 letter
report.

G&M's approach for determining the ‘source area for the TCE
contamination was to evaluate water level and water quality data
collected by various parties, and to relate these data to geologic
features, such as fracture traces, to determine possible directions of
ground water flow toward the Residential Area. These are standard
techniques used in the practice of hydrogeology.

In a departure from standard techniques in the field of hydrogeology,
G&M failed to integrate all of the relevant data {nto a comprehensive
areal definition of hydrogeologic conditions. Specifically, G&M
collected water level data from both the Chromatex and White Cap
wells on 2 August 1989. Yet in their January 1990 report, they
prepared a potentiometric surface map using only the Chromatex well
data. Then, in the April 1990 letter report, G&M prepared a
potentiometric surface map using only the White Cap well data. Using
this map, they concluded that a natural component of flow occurs
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north-northeastward from White Cap, toward the Residential Area.
Based on that conclusion, G&M speculates that White Cap "cannot be
dismissed as a possible source” of TCE contamination in the
residential water supply.” (Geraghty & Miller. January, 1990).

If G&M had compared the Weston SPER October 1987 potentiometric
surface map with a potentiometric surface map prepared using all of
the 2 August 1989 data, it would have been evident that residential
pumping influences do indeed cause a shift in ground water flow
direction. The shift, however, draws contaminants from the
Chromatex facility and not the White Cap facility.

ERM has shown through our own evaluation, that when all the data
collected by G&M on 2 August 1989 are plotted on a single map and
evaluated, it is clear that natural ground water flow from White Cap is
directed to the north-northwest, away from the Residential Area.

4-6
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5.1

SECTION 5
SUMMARY AND CONCLUSIONS

Summary

Trichloroethene has been detected in ground water at residential
wells near the Valmont Industrial Park. These wells were used for
water supply.

Soil gas survey data and numerous laboratory analyses indicate the
presence of TCE at many locations in the soil at the Chromatex
facility, adjacent to the affected residential area. In fact, a TCE
source area, which has contaminated ground water has been
documented at the northeast comer of the Chromatex plant, near
well MW-11.

No TCE has been detected in the soil at the White Cap facility, nor
has any known release been documented at White Cap which
would account for the presence of TCE in the ground water.

Based upon the interpretation of a potentiometric surface map of
the study area, a generally east-west trending ground water divide
is present beneath the Chromatex and White Cap facilities.

The major components of ground water flow occur generally to
the north and south from both the Chromatex and White Cap
facilities. ‘

Under natural conditions, the northerly component of ground
water flow from the TCE source area on the Chromatex property
heads toward the west edge of the Residential Area. Under
pumping conditions at the residential wells, this flow {s diverted
directly beneath the Residential area, likely along a fault/fracture
mapped by ERM,

The northerly component of ground water flow from the White
Cap facility heads in a north-northwesterly direction away from
the Residential Area, likely along a fracture mapped by both G&M
and ERM. Data collected during the period when the residential
wells were still serving as water supplies do not show a gradient
reversal northeastward. from White Cap toward the Residential
Area.
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A minor east-west component of ground water flow occurs from
the Chromatex facility toward the White Cap facility; thus it is

possible that TCE detected beneath the White Cap property may
have originated at Chromatex.

The distribution of TCE concentrations in the study area ground
water is not consistent with the premise that TCE detected

beneath the White Cap property may be a source of contamination
in the Residential Area wells.

Conclusions

Based upon the exdisting data. ERM concludes that the Chromatex
facility is the source of TCE at the affected residential wells.

Based upon the existing data and on past and current ground
water usage in the area, ERM concludes that the Continental
White Cap facility has not been, and is not a source for the TCE
contamination at the residential wells adjacent to the Valmont
Industrial Park.

Based upon the existing data and under current conditions of
ground water withdrawl and usage, ERM concludes that the
Continental White Cap facility will not be a potential source for
future migration of TCE to the residential wells.
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TECHNICAL ASSISTANCE TEAM FOR EMERGENCY RESPONSE REMOVAL AND PREVENTION
EPA CONTRACT 68-01-7367

MEMORANDUM
T0: David Wright, 0SC, U.S. EPA Region III PCS #1444
THRU: Terry Brigge, TATL, Region III
PROM: Mark Tuckar, TAT Region I1I ef7

SUBJECT: Valmont Site: Soil Gas and
Groundwater Iavestigations

DATE: October 28, 1987

Preliminary soil gas snd groundwater investigstions were conducted by the Roy P.
Wescon Technical Assiscance Team (TAT) at the Valmont Site in Hazelton, Pennsyl-
vania on October 22 through October 27, 1987. The information gathered during
these investigacions indicates that the source of the contaminacion affectiag
the residential wells is locatsd in the Valmont Industrial Park southwaest of

Benct Pine Road. Chromatex, Inc. is the only potential responsiblse parcy
identified to dats.

METHODS OF INVESTIGATION

The soil gas surveys vare conducted uasing the "ERT Mathod". At each soil gas
sampling station, &4 one half inch diameter hole was createad to & depth of three
to five feet using a slambar. A stainless steel tube wvas insertad into the hole
to act as a sampling probe. Soil gas samples were collected at sach sctation
into one liter Tedlar bags using a vacuum desicator device. The gases wvere
analyzed in a nearby field laboratory using & portable gas chromatography io-
strument (Photovac) operated by & TAT chamist.

The groundvater investigation consisted of the accurate surveying of all accese-
able reasideatial well heads using an infrared theodolite. Surveying was
conducted by George Prince of EPA's fnviroomental Response Taam. 5Static wvater
levels wvare also measured at ell residential wells which vere accesdidle, A
grouadvater contmmination map was produced using comcencrations provided through
sampling and analysis by the Pennsylvania Departsent of Enviroomentsl Resources.

The undergrouad storage tank located at the northwest corner of the Chromatax
facility was sampled on October 26, 1987. Sampling coansieted of a headspace gas
sample collected into a Tedlar bag. and & liquid sample from the top of the cank
(reported capacity: 10,000 gallons). The headspace sample was analyzed in the
field using the Photovac. The liquid sample is to be shipped to a commercial

laboratory for analysis. 300181

Roy F. Weston, Inc.
SPILL PREVENTION & EMERGENCY RESPONSE DIVISION
lo Assaciatian with ICF Technnlawv Ine . C_C, Johnson & Associates, Inc., Resource Applications, lnc.,

umental Toxicology Internadional, Inc.
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Valmont Sice: So0il Gas
Groundwater Iavestigations
October 28, 19587

Page 2

SCIL GAS RESULTS

The soil gas daca is shown in the attached Map 1. Trichloroethylene {(ITCE) was
derected on all sides of the Chromatex facility. Pockets of high TCE
concentration wvere found near the scuthwast corner of tha facility, behind the
facility to the southesst, and in & broad area on the northeast side of the
facility near the affected resideatial wells. High coacantrations of TCE (2.2
ppm) wvere found wvithin 200 feet of the most severely contaminated residential
well.

The soil gas dats indicated that TCE in soil gas does not extend far off the
southwest corner of che facility, and also does not axtend far to the south or
southeast behind the facility, The soil gas data does indicate, however, that
TCE extends in a broad front from the facility in a northeast diraction towards
the affectad residencial wvells.

UNDERGROUND STORAGE TANK

Hegdepace analysis of tha underground storsge tank at the northwest corner of
the facility yislded a TCE coaceatration of 1100 ppm. The liquid in the cank is
s pale blue, milky, and vatary substance. Ar the time of sampling, the tank wvas
filled to within one foot of its top.

RESIDENTIAL WELL CONTAMINATION

A concentration contour map for the residential wells is shown in the attasched
Map 2. The map indicated the presence of a long, linear contaminant plume
extending from the Chromatex facility in a northeas? direction ‘hrough the
vesidential area., The highest residential well contamination is found in the
homes nearest to the Chromatex facility. Coantaminant concentrations decrease at
farcher distances from the facility.

GROUNDWATER LEVEL INVESTIGATION

Groundvater was found to occur at a depth of twenty to cthirty faet beneath the
surface in all residentisl wells. Water level messurements were combined with
the surveyed wall head elevations to provide the elavation of the water in esch
well. These water level alevations vere usad to produce the watar level contour
wap in the attached Map 3.

The wvater level contour map indicates that grouadwater flow is in a northeasc
direction (flow occurrs perpeadicular to coatour lines). The groundwater flow
direction of Map 3 coincides wvith the long dismension of the coataminant plume
shown in Map 2.

Water level measurements deviating from the contours of Map 3 are present.
These deviations are probable due to recent pumping of the wells and/or varying
dapths of the wells intersecting water zonas of different hydraulic presaure.
Map 3 does, however, give a good general direction of groundwater flo

310162
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Valmont Site: Soil Gas
Groundwater Investigations
October 28, 1987

Page 3]

GEOLOGIC CONSIDERATICNS

The Chromatex facility is situated on the top of a knoll vhich forms & surface
water divide, Surface vater on the southwest side of che facility flows to the
southvest, and surface vater on the northeast side of the facility flows to the
asortheast. Groundwatar flow ocften miwics esurfaca topography. 1[f this is the
case at this site, the Chromatex facility is located on s grouadwater divide.

The Valmont Site is underlain by folded beds of conglomerate, sandatona, and
shale of the Pottsville Formation. Bedding measurements of nearby outcrops
indicate that these beds strike 40*-50" to tha northeast snd dip to the
northvest at 15°-2%*. The strike of the beds coincides with the direction of
groundvater flov and aleo the long direction of the contaminant plume. The
geologic information iadicates that groundvater flow is controlled by the
regional strike, either by bedding or by fractures oriented in that direction.

SUMMARY OF FINDINCS

1. TCR is found in soil gas at high concentrations in the nesr vicinicy of the
Chromatex facilicy,

2. Soil gas TCE contamination extends in & northeast directioa tovards the
affected residential wells,

3. The undergrouad storage tank contains high levels of ICE.

Rasidential well contsmination concentrations are highest near the Chromatex
facility and decrease at farther distances from the facility.

S. Groundwater level maasurements indicate that groundvatar flows in & north-
east direction from the Chromatex facility chrough the residencial area.

6. Groundvater flow at the site is controlled by the regionsl strike.

MT/d jt
Attachaantst Map 1 - Soil Gas Survey

Map 2 - Contaminant Concentration Map
Map ) = Groundwater Level Map

330163
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GULF STATES ANALYTICAL, INC,
5450 Nordrwest Cereral Drive, Suite 110

Houston, Texss 77092, (713) 6904444, FAX (713)650-5646
ANALYSIS REPORT

ERM, Inc.
855 Springdale Drive
Exton, PA 19341~

Attn: Jim LaRegina
Project: Continental White

Matrix: 1]
Sample ID: 21387

Analysis

PP Volatiles, Solids
Acrolein

Acrylonitrile

Benzena

Bromoform

Bromomethane

Carbon tetrachloride
Chlorobenzena
Chlorodibromomethane
Chlorcethanes

Chloroform

Chloromethane
2-Chloroethylvinyl ether
Dichlorobromomethanea
1,1-Dichlorcethane
1,2-Dichlorcethane
1,1-Dichloroethylene
1,2-Dichloropropane
1,2-Dichloropropylene
Ethylbenzene

Methylene chloride
1,1,2,2-Tatrachloroethane
Tatrachlorocethylene
Toluene
trans-1,2~-Dichloroethylene
1,1,1-Trichloroaethane
1,1,2-Trichloroethane
Trichloroethylene

Vinyl chloride

Xylenas (Total)

l AR100826

Rasult

as Recaived

GSAI Sample: 3472
GSAI Group: 507
Date Reported: 08/09/89
Discard Date: 09/08/89
Date Submitted: 08/04/89
Collected by: GFM
Purchase Order:
Sales Order:
Project No.:

00402
336020201

Linit of

Units Quantitatic

CEEEEEEEEEEEEEEEEEEEEEEEEEEEE

ug/kg 50
ug/kg 30
ug/kg
ug./kg
ug/kg
ug/kg
ug.'kg
ug/hg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/ kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg
ug/kg

=
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Respectfully Submitted,
Gulf States Analytical, Inc.
Reviewed and Approved by:

ﬁgéégégtygaveSAF

Project Manager
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GULF STATES ANALYTICAL, INC. ; YR
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= 5450 Norchwest Cervral Drive, Suire 110

Houseon, Tes TT092, (713) 6504444, FAX (713) 690-5646 .
ANALYSIS REPORT

ERM, Inc. GSAI Sampla: 3473
855 springdale Drive GSAI Group: 507
Exton, PA 19341~. ‘ Date Reported: 08/09/89
Discard Date: 09/08/89
Attn: Jim LaRegina Date Submitted: 08,/04/85
Project: Continental White Collected by: GFM
Purchasa Ordaer:
Matrix: 80 Sales Order: 00402
sample ID: 21388 Project No.: 336020201
: _ Result , Limit of
test Analysis as Recaived Units Quantitati

Acrolein ND ug/kg 50
Acrylonitrile ND ug/kg 30
Benzens ND ug/kg 5
Bromoform ND ug/kg . -
Bromomethane ND ug/kg 5
Carbon tatrachloride ND ug/kg 5
Chlorobenzaene ND ug/ kg 5
Chlorodibromomethane ND ug/kg 5
Chloroethane ND ug/kg 10
Chloroform ND ug/kg 5
Chloromethane ND ug/kg 5
2-cnloro-thylviggl ether ND ug/kg 5
Dichlorovbromomethane ND ug/kg 5
1l,1-Dichlorocethane ND ug/kg 5
1,2-Dichloroethane ND ug/kg 5
1,1-Dichlorcethylene ND ug/kg 5
1,2-Dichloropropanas ND ug/kg 5
1,2-Dichloropropylane ND ug/kg 5
Ethylbenzene ND ug/kg 5
Methylene chloride ND ug/kg 5
1,1,2,2~Tetrachloroaethana ND ‘ug/kg 5
Tetrachloroethylena ND ug/kg 5
Toluene ND ug/kg 5
trans-1,2-Dichlorcethylene ND ug/kg L1
1,1,1-Trichlorcethane ND ug/kyg -1
1,1,2~-Trichlorosthane ND ug/kg 5
Trichloroethylene ND ug/kg 5
vinyl chloride ND ug/kg 10
Xylenes (Total) ND ug/kg 5

Respectfully Submitted,
Gulf States Analytical, Inc.
Reviewed and Approved by:

@é‘.‘n éaves

AR100827 Project Manager
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i INTRODUCTION

The Continental White Cap facility is located in the Valmont
Industrial Park, Luzerne County, Hazleton, Pennsylvania (see
Figure 1). The plant is a manufacturing facility which produces
various sized metal closures (caps) for glass containers, which
are used in the food industry. In that manufacturing process,
industrial sclvents are stored in underground tanks adjacent to
the building.

During tightness testing of the underground solvent storage
tanks at this facility, Continental white Cap discovered that one
of the tanks did not pass the test and leaked during testing. As
a result, Continental White Cap contracted the sarvices of
Groundwater Technology, Inc. (GTI) to assess the envirommental
impact of this situation and propose a program to address the
recovaery of observed forms of solvent present in scoil and
groundwatar.

During the preliminary investigations conducted at the
Continental White Cap facility, the presence of volatile organics
was reported to occur in scil and groundwater. The following
sections outline the data collected and the recommendations based
cn these data.
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Groundwater Technology, Inc. (GTI) has been retained by
Continental White Cap (CWC) to provide technical and consulting
services to investigate an inadvertent subsurface solvent loss at
their facility in Hazleton, Pa. The loss was discovered when one
of the tanks failed a tightness test during routine integrity
testing of the facility's underground solvent storage vessels.

It is estimated that 50 to 100 gallons of scolvent were lost
before the tank could be partially drained to prevent further
loss. The product lost from this tank was a blend of 70%
xylenes, 15% cyclohexancne, and 15% diacetcne alcohol. It should
be noted that the 70% xXylenes component of the sclvent mixture is
actually a blend with 47.1% m-xylene, 22.0% p-xylene, 17.5% o-
xylenea, 12.6% ethyl benzene, and 0.8% toluene. As a responsible
corporate citizen, Continental White Cap immediately notified the
proper regulatcery authorities (PADER and EPA) and has now
contracted GTI to assess and solve their environmental concerns.

As part of GTI's comprehensive approach to site remediation,
and as part of CWC's program to upgrade this facility, a new
storage facility has been installed at this site. This upgraded
storage facility included 5 new double-walled, cathodically
protected steel underground tanks placed in a new tank pit with a
tertiary containment system (tank pit liner).

Prior to the tank replacement project, GTI was involved in
assessing the impact of the fugitive product. This involved the
installation of six observation wells, a soil gas survey and a
review of historical data. Based on the data provided by these
worksteps, GTI initiated the following workplan:

- Install additicnal wells ocutside,
- install wells inside the CWC facility,
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- sample all wells Rery
- assess so0ils contamination in the area around thae
former "waste tank", and
- assess aquifer characteristics.

The following section describes the methods used in this
assessment, and the information provided.

AR100836
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3.1.1 Mathodeology

On 30 May 1989, four (4) additional wells (OW-=7, 8, 9 and
10) were drilled as depicted on Figure 2. The wells were drilled
using an Ingersol-Rand TR-4 air rotary drill rig to a depth of 40
feet: 4-inch P.V.C. wall screen (0.020-inch slot) was placed from
10 feet helow grade to the bottom of the well, and 4-inch P.V.C.
caging was installed from the surface to 10 feet. The annular
space was filled with #2 morie sand for the complete screened
interval, and a bentonita seal was placed above this. Each well
head is secured with a locking step-down cap under a 1l2-inch
manhole which is grouted to the surface and down to the top of
the bentonite seal. Pigure 3 illustrates the typical well
construction for these wells. Actual geologic logs and
construction details are listed on the drill logs in Appendix I.

On September 13, 1989 the wells waere surveyed for
elevational and horizontal control. This information was
compiled along with the existing elevational data to generate a
liquid level data collection sheet (see Appendix II).
Subsequently, observations were made of the water table
elevations and a water table gradient map has been compiled.

3.1.2 Ssummary of Findings

The information obtained during the installation of these
cbservation wells was interpretad to characterizs the subsurface
material encountered at the facility. A description of the
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gaology is described in the observation well logs depicted in

Appendix I.

In general, the subsurface matearial at the property caonsists
of miscellaneocus occurrences of fill material sporadically
overlying weathered clays and sands of the Pennsylvanian Age
Pottsville Group. The weathered material rests on top of
competent bedrock at depths below grade varying from four to
thirteen feet across the property. The competent bedrock
consists of fine to coarse grained sandstones interbedded with
shale, siltstone and occasional beds of carboniferous material.

2,2 Ipstallation of Well (ipside)
3.2.1 Methodology

During July 1989 several attempts were initiated to install
the proposed wells inside the plant building. A portable Mobile
Minute-Man drill rig was used at these first attempts. The
actual drilling activity tool placs on weekends due to the
possible necessity to shut-down the manufacturing plant had
drilling been scheduled during reqular work hours. These
attempts met with limited success: refusal (the inability to
drill any deeper) was met at approximately 16 feet below grade.

On 22 July 1989, a portable hollow-stem auger/diamond bit
drill rig was brought to this facility to inatall a well inside
the plant. The hole was drilled to a depth of 29 feet, and
finished as a 2-inch observation well (#11). Drill cuttings were
monitored with a photo-ionization device and the results are
listed on the drill log in Appendix I. The well head was
finished under a flush mount 9-inch manhole, which is fixed in
place with concrete. See Figure 2 for location of observation
wells,
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3.2.2 summary of Pindings )

The data provided by this drilling activity confirm the
results of previous drilling. Bedrock was encountered at
approximately 11 feet balow grade and consisted of a well
cemented sandstone and shale of the Pennsylvanian age Pottsville
Group.

During drilling cperations, a diamond studded coring bit
utilizing hollew drill collars was used to extract a core of the
competent basemant rock foramation. Inspection of the core
indicated the presance of soma minor vertical fracturing within
tha sandstone. Additionally, the sandstone contained thin beds
of shale which exhibited deterioration along the bedding planes.
Excluding the above mentioned observations, the rock was very
competent, varying in color and grain size throughout the
vertical profile.

The cuttings from this drilling operation exhibited
considerable contamination based on the photoionization device
readings. Groundwater samples were collected from this point
which quantify the contamination in the groundwater at this well.
Section 3.3 outlines the methods and findings of the groundwater
sampling event.

In addition to revealing the geclogic matrix at this site,
observation wells provide access to the water table aquifer for
liquid level measurements and groundwater sampling. Liquid
levels were observed on 29 August and 20 September 1989 (see
Appendix II). Observation well 11 needed to be daveloped to
remova the formaticn fines, "nud", which was observed on 29
August. Immediately after the development process, free product
was observed on this well, however during the observation of
liquid levels on 20 September, no free product was measured.
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Similarly, free product was cbserved in well #2 on 20 Septamber,
howevar, on 29 August this well had no free product. Apparently,
the presence of phase ssparated product is variable, and possible
ralated to water table fluctuations. A consistent program of
liquid level observations would confirm or deny these findings.

Figures 4 and 5 have been drawn from the liquid levels
observed on 29 August and 20 September raspectively. Both water
table gradient maps indicats a crest or mound on the water table
in the vicinity of well #3, which slopes off to the north , west
and south.

2.3 Groundwater Sampling
3.3.1 MNethodology

Cn 11 September 1989, each well was purged to remove the
standing water in the well, and to facilitata the collection of
representative groundwater samples. After having removed three
well volumes from each well using a submersible pump, the
representative groundwater samples ware collected in a bottom
lecading teflon surface sampler, and placed in 40 ml teflon-septum
vials (VOA bottles). The samples were acidified with hydrochloric
acid to a pH of 2, and were placed on ice to maintain a
temperature of 4° cantigrade. A chain of custedy form was
initiated for these samples which accompanied the samples
throughout the shipping and analytical processes. The chain of
custody is attached to the individual laboratory analyses in
Appendix III.

The submersible pump was decontaminated between each well
and the surface sampler was also decontaminated with a triple
rinse between each sample collection. Each sample was analyzed
for volatile organic compounds by purge and trap gas
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chromatography/masa spectrophotometry (EPA Method 624). The
laboratory results are included under Appendix III.

3.3.2 Summary of Frindings

The laboratory analyses provide a means of identifying the
areal extant of the dissolved plume as defined by tha present
observation wells. The total concentration of volatile organics
which were reported by the laboratory have been totalized and
thesa figure have hbeen used to draft a map of the dissolved
plume. Figqure 6 illustrates the concentrations of total volatile
organic compounds (VOC) as reported in the laboratory analyses.
This figure indicates two areas of significant groundwater
contamination (> 100 parts per million). Thesa two areas are
partially defined as the area arocund wells 2 and 11, and walls 7
and 8. It is unlikely that these two areas are in communication
since wells 1 and 3 are immediately between the two areas and
have less than half of the total concentraticns. The
installation of additiocnal wells would likely help in defining
the possible source area and also the extent of this
contamination (see Section 4).

3.4 Assessing Soil contamination
3.4.1 Methodology

In assessing the soil contamination at this facility, a
sampling program was established around the previous product
storage areas., Particularly, samples were collected from the
arsa whers the waste solvent line was removed. Figure 7
indicates the locations of these samples, and the actual analyses
are included under Appendix IV.

Samples were collected on 25 May 1989 in accordance with



AR100842

ASTM D420~87. This sampling plan was requested by the PA DER in
order to avaluata the soil conditions around the waste solvent
line. Samples wers collected from a depth of approximately 18",
which is the approximata depth of the previcus trench. Tha
samples were collacted into 500 ml amber jars with teflon-lined
lids, placed on ice, and shipped via overnight courier to the
analytical laboratory. cChain-of-custody forms were initiated,
which accompanied tha samples throughout the shipping and
analytical processes. Fach sample was analyzed for volatile
organic constituents and EPA priority pollutant metals: samples 1
and 4 were analyzed for EP TOX metals, and samples 1 and 6 were
analyzed for pH.

It should be noted that samples were collectad from these
same points on February 15, 1989 using the same mathods of
collection and analysis. The laboratory results for this
sampling event are also included under Appendix IV.

3.4.2 8ummary of Frindings

The laboratory analytical results of the more recent
sampling event for volatile organics indicate detectable levels
of 2-Butanone (Methyl Ethyl Ketone), and Acetone. However, these
levels were derived from the actual analytical values, whereby a
blank sample was analyzed and found to contain the same
constituents. In cases such as this, it ls common practice to
subtract out the levels found in the blank sample and report the
remaining quantity. This raises certain questions as toc the
origin of these compounds and the concentrations reported. To
further document the nature of these soils, it is recommended
that additional samples be collacted and possibly split between
two laboratories as a quality control measure (see Section 4).

Of specific concern for these analyses is the sample #6,
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which was to be considered a "background®™ sample for control.
Sample #5 was collected from the grassy slope, approximately 25
feet west of well #7. Although it was not expected that this
sample would show any VOC contamination, there were detectable
levels of both acetone and methyl ethyl ketone. A confirmatory
sampling event is also suggested to verify these results,

The priority pollutant metals analysis reveal levels of
metals which are considered within the normal range for
northeastern soils (see references, Secticn 6, US EPA). The
EP TOX metals analysis was conducted to determine leachable
metals, and whether to classify these soils as hazardous. The
laboratory analyses raeveal that these soils (samples 1 and 4) are
not hazardous hbased on the metal content; and the priority
pollutant metals analyses indicate that it is unlikely that the
other samples would have leachable metals of concern,

Previous laboratory analyses indicate the presence of other
volatile organic compounds, which were not detected in this
sampling event. Particularly toluene, xylenes, and ethyl benzene
ware detectaed in samplesa collected on February 15, 1989 (see
Appendix IV). The absence of thesa ccmpounds in the more recent
sampling event indicate that volatilization has likely occurred.

3.5.1 MNethodelogy

Oon August 28, 1989 a long-term pump test was initiated with
the intent to continue pumping for 72 hours. A water table
depression pump was placed in observation well OW-3, and
continuous data logging instrumentation ~as placed in surrounding
cbservation wells and the pumping well. The pump test was
initiated, however due to insufficient quantities of water, the

10
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pump test was terainated shortly theresafter (approximately 2
hours). In lieu of the long-term pump teast, slug tests were
performed.

On Septamber 20 and 21, 19389 slug tasts were preformed in
obsarvation walls OW=-4, OW-§, OW-8 and OW-20 in order the
estimate the hydraulic characteristics of the formation. The
slug tests parformed involved the rapid introduction of a known
volume of distilled water into each well to raise the lavel of
water above that measured at static conditions. Following
introduction of the slug, the rate at which the water level
returned to static conditions was observed by measuring the drep
in water level in each well at pre-detarmined time intervals, and
recording the time relative to the introduction of the slug.

Slug test data was recorded using an electronic data logger
equipped with a pressure transducer. As the initial contreol
point, the static water level was measured and recorded for each
wall prior to the initiation of the tests. The transducers
electronically measured the change in head in each well every
fifteen seconds for the first ten minutes, every one minute for
the next one hundred twenty minutes, and every five minutes to
the conclusion of the slug tests. The data stored in the digital
logger was printed on paper with a portable field printer.

The information provided by the slug tests performed on
obgervation wells OW-4, OW-6, OW-3, and OW=20 was then reduced to
estimate the hydraulic characteristics of the water bearing
formation. A discussion of the interprestation of the slug test
data is presented in Section 3.5.2 below. The slug test data,
including graphical reduction of the results is presented in
Appendix V.

11
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3.5.2 gummary of Findings

Groundwater elevaticnal measurements were taken from the
cbservation wells on varicus occasions; this is to determine and
confirm the direction of groundwater flow across thae property,
Groundwater elevational data is included in Appendix II. These
data include depth to water, alevation datum for each cbservation
well, as well as water level elevations relative to sea level.
Groundwater elevational contour maps depicting the water table
gradient of the water table aquifer are included as figures
4 and 5.

The observation well elevational data indicates there is
considerable variability in the groundwater flow direction across
the property. Groundwater flow across the eastern geographical
portion of the property trends scuthwest to northeast under an
estimated hydraulic gradient of 0.018 feet per feet. Groundwater
flow across the weastern gecgraphical portion of the property
trends east to west under an estimated hydraulic gradient of 0.10
feet per feet. The hydraulic divide appears to be ocriented
northwast to southeast with its axis cutting through the former
underground storage tank area. The estimated orientation of the
groundwater divide is depicted on figure 4. Groundwater flow
east of the divide appears trend northeast; groundwater flow west

of the divide appears to trend west.

The hydraulic characteristics of the water bearing formaticn
at Ccontinental White Cap were evaluated based upon the results of
the slug tests performed in observation wells OW-4, OW-6, OW-8
and OW=20. The reduction of the slug test data is presented in
Appendix V.

The data compiled during the slug tasts was reduced and
analyzed using the methods of Hvorslev (19%51) and Cocper, et at.

12
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(1967). Using these nmethods, the properties which describe the
ability of the aquifer to transmit and yield water vere
estimated. Hydraulic conductivity (K) is a conatant of
proportionality describing the rate at which water can move
through a porous medium. Transmissivity (T) can be described as
the rate at which water can move through a unit width of aquifer
or confirming bed under a unit hydraulic gradient. In general,
hydraulic conductivity varies with particle size for
uncensolidated porous media; silty or clayey materials exhibit
low values of hydraulic conducting, whereas sands and gravels
exhibit higher values. Transaisivity varies with the saturated
thickness of the aquifer, exhibiting low values for thin zcones of
saturated thickness and higher values for thicker zones. The
estimated values of hydraulic ceonductivity and transmisivity for
Continental white Cap are listed below according to well
location.

Observation gydraulic conduftivity Transaisivity
¥ell ¢ qal/day/ £l gal/day/te?
OW-4 0.013 0.259
OW=-6 0.726 33.84
OW=-8 0.623 31.40
OW=-20 0.279 10.64

The hydraulic parameters estimated for the agquifer indicate
there is considerable variability in the ability of the aquifer
to transmit water within different geographical portions of the
property. In order to explain this difference, one must look to
the observation well descriptive logs presented in Appendix I.
Based upon the lithelogical descriptions presented in that
section, it is evident that observation wells OW-6, OW-8 and
OW=-20 exhibit a coarse grained texture while observation well OW-
4 exhibits a fine grained texture. Correlating this informaticn
with published data concerning the permeability of such material,
it is clear the K values reported for wells OW-4, OW~6, OW-8, and
OW-20 are consistent with expected values listed in the

13



literature (Groundwater Manual, U.S. Department of the Interior,
page 29.)

The saturatad thickness (b) of the water bearing formation
at the location of the cbservation wells can also be estimated
using the values of T and K from the slug test data. This is
accomplished through the following relationship:

T=KXDb

The calculated values are estimated below according to well

location:
Observation Saturated thickness of
¥Well ¢ agquifer jip feet.
OW=4 19.90
OW=-6 46.60
OwW-8 50.40
OW-20 38.10

These calculated values indicate the apparent saturated
thickness of the aquifer is greatest on the western portion of
the facility where the T values are the greatest. The saturated
thickness estimated for well OW-4 correlates with the predicted
groundwater divide possibly associated with the thinning of the
water bearing formation in the vicinity of this well. Therefore,
the calculated values of the apparent saturated thickness of the
agquifer at these locations are considered good approximations for
the thickness of the aquifer material in the immediate vicinity
of the cbservation wells.

The storativity of an aquifer can be defined as the volume
of water an aquifer releases from storage due to a decline in
head. Generally, these values are high for water table aquifer
conditions and low for semi-confined and confined aquifer

14
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conditions. The estimated values of storativity are listed below
according to waell locations:

Observation Storativity
well ¢ {unitless)
OW=4 1.42 x 10°°
ow=6 1.08 x 107}
OW=-8 8.5 x 107
OW=20 1.08 x 10

Based upon these storativity values, it is fair to assume
that the aguifer exhibits semi-confined to confirmed conditions.
It should be noted that storativity values derived by the Ccoper
method can only be considered gross approximations for this
hydraulic parameter., Better approximations are estimated
utilizing information derived from a long term pump test.

The average groundwater seepage velocity can be calculated
for each well based upcn the hydraulic parameters estimated from
the slug taest data. Specifically, the hydraulic conductivity can
be used to calculate the average seepage velocity (Vs), based
upon the following relationship:

Vs = Ki/n

where (i) is the calculated hydraulic gradient, and (n) is the
effective porosity estimated for each well bore.

The hydraulic conductivity was estimated from the slug
tests, the hydraulic gradient was estimated from the groundwater
contour maps, and the porosity was estimated based upon the
geologic description presented in the drill legs in Appendix I.
Based upon these estimated values, tha average seepage velocity
for each well bore was estimated according to each well location;

15
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Observation Groundvater Sespage Velocity

—Nell ¢ —(¥8) eatimated zange
.J&Lill " i1%/3vear
OW-4 1x10°° to 6.3x10 0,038 to 0.23
OW=6 3.1x10% to 1.9x%x10" 11.89 to 71.2
OW-8 5.4x10° to 3.2x10° 1.97 to 11.68
OW=-20 2.4x10° to 1.4x107° 0.88 to 5.11

The groundwater seepage velocity calculations are included
in Appendix V.

Based upon the calculated groundwater seepage velocities, it
is apparent that the estimated flow velocities vary ccnsiderably
across the property. For clarity, groundwater velocity
calculations are subdivided into three hydraulic zones which
include characteristics of the agquifer east of the divide
{observation well OW-20), west of the divide (observation wells
OW=-6 and OW~8) and within the divide itself (observation well OW-
4). Groundwater flow velocity values calculated for well OW=20
located east of the divide indicate an estimated range from 0.88
to 5.1 feet per year. Groundwater flow velocity values
calculated for observation wells OW-6 and OW-8 located west of
the divide indicate an estimated range from 1.97 to 71.2 feet per
year. Groundwater flow velocity within the groundwater divide,
as indicated by observation well OW-4, i3 extremely low and
practically negligable. Groundwater flow in this immediate area
is on the order of 10's of feet per 100 years. This data is
extremely important as it confirms the existence of a groundwater
divide at the facility. Overall, the possible values of
groundwater flow velocity at the property range from .0038 to
71.2 feet per year with the lowest values associated with the
groundwater divide area.

It should be noted that the hydraulic parameters estimated
at the property are provided from slug tests whose duration is
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very short. Subsequantly, of the hydraulic parametars estimated[
only the hydraulic conductivity values calculated for each well
can be reported as absolute vales representative of the water
bearing material close to the well. The calculated values of
other aquifer parameters derived from the slug test data include
intuitive interpretaticns of site specific hydrogeologic
conditions to determine thae accuracy of the values reported.
Therefore, these values should be considered with subjectivity.
Additionally, the introduction of a slug inte an observation well
only estimates the water bearing characteristics of the material
close to the well bore. Therefore, an assumption should not be
made that the hydraulic parameters reported are representative of
the aquifer conditions as a whole.

1?7
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4, CONCLUSIONG AND RECOMMENDATIONS

The data provided by this investigation predicate the
following conclusions:

- Organic compounds are present in an adsorbed phase on
the geolecgic matrix.

- Organic compeunds are present in a dissolved phase in
the water table aquifer at concentrations ranging from
89 parts per billion (ppb) to 153,600 ppb.

- FPhase separated (free preduct) organics are present at
times in some of the groundwater observation wells.

- The water table gradient is highly variable across the
site with general conditions sloping away from OW=3 in
northerly, westerly and southerly directions.

- Aquifaer characteristics (in the shallow water table)
indicate minor amounts of water would be available for
pumping.

(=] c sred

Based on the data provided by this and previcus
investigations, Groundwater Technology, Inc. has evaluated the
following technologies in order to address the contamination at
this facility:

4.1.1 8oil Venting Technology

This technology utilizes vapor extraction points which
penetrate the vadose zone and facilitate the withdrawal of
gaseous vapors out of the subsurface matrix. A pump which
creates a high vacuum is used to draw the vapors out of the
ground; some form of treatment would likely be required for the
air discharge.

4.1.2 Dissolved Groundwater Containment
Through the use of strategically placed recovery wvells,
groundwater control can be maintained to prevent further

migration of the dissolved contaminants. Although the outer
fringes of the dissolved plume have not been defined by the

18
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present observation well network, initiating water table
depression and groundwater control in the plume core area will
help to mitigate the continuing source of dissolved contaminants.

4.1.3 Tresatment of Disaolved Contaminants
4.1.3.1 Air stripping Technology

This technology utilizes a tall (approximately 15') tube
which is packed with a plastic material with a high degree of
surface area to provide maximum air to water contact.
Contaminated water is pumped to the top of the air stripper and
is directed downward through a spray nozzle which atomizes the
flow. Air is pumped from the bottom of the air stripper and is
directed upward against the downward flow of water. This
counter~current water/air flow transfers the contaminants from a
dissolved state into the air stream. Treatment of the air
discharge would likely be required for this applicaticn.

4.1.3.2 Activated Carbon

This process utilizes activated carbon contained in a vessel
{(usually a 55 galleon drum), which removes the volatile
contaminants from a waste stream, liquid or gaseous. The
absorptive capacity of the carbon is a finite quantity, which can
bea calculated and replaced accordingly. The spent carbon may
sometimes pose a concern in regards to its disposal. Some carbon
generators may accept the spent carbon for regeneration, but only
in large (200Q1b) quantities.

4.1,3.3 Above-ground Biological Reduction

Through the use of an above ground bio-reactor, hydrccarbon
contaminants can be effectively reduced to carbon dioxide (CO)
and water. Living conditions are enhanced to provide indigenous
bacteria with all the nutrients (oxygen, nitrogen and phosphorus)
needed for complate reduction from contaminant to co’ and water.
The bacteria thrive on any carbon source (contaminant), however
the typical environment is nutrient deficient (usually oxygen
deficient), and as such, the bacterial numbers are limited. By
adding these nutrients at optimal concentrations, bacterial
activity is enhanced and controlled.

4.1.4 Purther Definition of Plume Fringe

The dissolved contaminants in the water table aquifer are
not completely defined as to their horizontal extent. Through
the installation of additiocnal observation wells and subsequent
sampling, plume dimensions can be further assessed. This is
critical in determining the full impact of the contamination.
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4.1.% Treatmant of Alr Discharge

For the treaatment of any air stream which contains the known
contaminants at this facility, the use of the existing catalytic
incinerator at the Hazleton facility would be considered. It is
highly probable that this unit could be modified slightly to
receive the air diacharge from either the scil venting system cor
an air stripper, if either of these tachnologies are used.

Recoamend w co

After evaluating these options, GTI propcses the following
workscope for this facility.

- Conduct a confirmatory soil sampling event at the same
locations as sampled previcsly (see figure 7) in order
to confirm or deny the VOC concentrations reported.

- Conduct a vapor extraction pump test to specify
extracticn removal rates, soil gas contaminant loads,
discharge characteristic¢s and optimal spacing for vapor
extraction points.

- Install specified number of vapor extraction points and
one vapor extraction pump.

- Install a water table depression pump in observation
wall #2 to begin recovering some dissolved
contamination.

- Install two 55-gallon carbon tanks for the removal of
dissolved organic contaminants, and coordinate for the
discharge to be received by the Greater Hazleton Sawer

Authority.

- Install additional observation wells as depicted on
Figqure 8.

~ Initiate a one year program of maintenance and

monitoring including monthly groundwater samples for
treatment system evaluations, quarterly groundwater
samples from 15 observation wells, weekly site visits
for liquid level measurements and equipment
adjustments.

This workscope will address the vapor phase contamination,
partially address the adsorbed contamination, (which is most
likely the phase which represents the largest percentage of
contamination), begin to address the dissolved contamination,

20



AR100854

URIGINAL

, . Reg)
further assess the horizontal extent of contamination, and [7%

provide a scund data base from which to base furthear remedial

measures or closure negotiations.

Although it may be slightly premature to begin water table
depression before having the plume fully defined, it is strongly
recommended to gain control of the fugitive product and the

dissolved plunme.
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2. COST RITIMATE

The following costs have been estimated for the proposed
workscope and are presentad as not to exceed figqures without
change order procedures.

Conduct Confirmatory Soil Sampling......... $ 3,100.00

To include professicnal services to
cbtain 6 representative scil samples as
before, necessary health and safety
equipment, overnight courier charges,
laboratory fees, and miscellaneous expenses.

Conduct Vapor Extraction Pump Test......... $11,800.00

Includes professional services necessary
to schaedule and install 5 vapor extraction
points (VEP's) for the purpose of conducting
a pump test, and conducting the actual pump
test along with air sampling and
interpretations. These costs alsc include
subcontractual costs for a qualified drilling
crew to install the VEP's, equipment rental
fees to rent the vapor extractiocn pump,
laboratory analytical fees for analysis of
two air samples for industrial hygiene
solvent screen, and miscellaneous expernses.

Install VEP's as specified................. $34,300.0C0

Includes professional sarvicas to
schedule and install 10 additional VEP's, %o
trench between all VEP's, install a cne
horsepover vapor extraction pump, obtain
neccessary permits and tie into existing
catalytic incinerator. These costs also
include subcontractual cocsts for drilling the
points, equipment purchases for the air pump,
P.V.C. for the vapor extraction points, along
with ball valves, gravel pack and bentonite,
rental equipment for the trenching and
subcontractual costs for blacktop
replacement.
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Install a Water Table Depression Pump ...... $14,600.00

Includes professional services to
speclfy, purchase and install a standard 1/2
H.P. water table depression pump with
sglvent-compatible seals in observation well
#2. This cost assumes an electrical supply
(110 V., 20 amp) is available within 100 feet
of OW-2 outside.

Install Activated Carbon Treatment Unit....$ 4,000.00

Includes the purchasa of, and the
profasaicnal services to install two 55~
gallon activated carbon tanks and associated
plumbing., Also includes limited negotiations
with the Greater Hazleton Sewer Authority for
the discharge of this treated water.

Note: Assumes that a physical connection to the
sanitary sewver is easily obtainable.

Install Additional Observation Wells....... $24,800.00

Includes professional services necessary
to install seven (7) additional ocbsaervation
wells as depicted on figqure 8 in a manner
similar to previous installations (ie., 4-
inch air rotary cutside, 2-inch pneumatic
inside) walls outside will be constructed of
4=-inch P.V.C. well screen (0.020") from 10
to 40' below grade and 4-inch P.V.C. casing
from the surface to 10 feet. Wells inside
will be constructed of 2~-inch P.V.C. well
screen from 10' to 30', and 2-inch P.V.C.
well casing from the surface to 10 feet. The
walls will be gravel packed over the screened
internal with a bentonite seal above this and
grout to the surface.

One Year Program of Maintenance/Monitoring..$66,000.00
Includes the Following Worksteps:

o Weekly site visits for liquid level
measurements and equipment calibrations/
adjustments.
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In summary,

Sample treatment system influent/effluent
waekly for one month and monthly thereafter
for one year to document removal efficiency.
Sample 15 observation wells guarterly for
one-year to illustrate long-term trends in
dissolved plume dimensions.

Prepare quarterly update reports with
laboratory analyses and field data collected
during that period.

the costs ara cutlined as follows:

Conduct Confirmatory Sampling............... $ 3,100.00
Conduct Vapor Extraction Pump Test.......... $11,800.00
Install VEP's as specified.................. $34,300.00
Install a Water Table Depression Pump....... $14,600.00
Install Activited Carbon Treatment.......... 3 4,000.00
Install Addition Observation Wells.......... $24,800.00
One year program of Maint./Monitoring....... $66,000.00
Total. . i vininoceensns $158,600.00
24
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3SERVATION WELLS

LIQUID LEVEL KEASUREMENTS
CLIENT: Coptinental White cCap

LOCATION: _Hazlaton, PA
2% Auqust 1989

DATE:

NO. DTW DTP T PT ELEV. | BLEV-W | ELEV~P COMMENTS |
1 21.70 1537.07| 1515.37 |
2 | 21.97 1537.34| 1515.37 |

3 1 1a.ss 1536.18| 1522.59
] 4 20.36 1537.29! 1516.93 f
s | 18.69% 1534.33| 1515.64 |
6 22.136 1531.66| 1509.30 1
7 18.69 1533.59| 1514.90 }
- 17.82 1533.55| 1515.73 ]
9 26.86 1535.77] 1s508.91 }
10 18.39 1534.95| 1516.56 5

11 1539.04 TOO MUDDY

20 21.81 1538.47(1516.66
|
.

‘OMMENTS :

DATA RECORDED BY:

Doh Corgcaoran
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BSERVAT N WELLS

LOCATION:

LIQUID LEVEL MEASUREMENTS

CLIENT: _Continental White Cap
Hazleton,

Pa.

DATE: _20 September 1989

No. | DTW DTP PT ELEV. | ELEV-W | ELEV-P COMMENTS |
1| 2438 1537.07] 1512.71 |
2 | 24.01 23.96 .08 1537.34] 1513.33 |
) 3| 3.3 1536.18| 1$22.79 |
s« | 21.26 1537.29( 1516.03
5 ]‘ 26.92 1534.33| 1507.41
] s 27.36 1531.66| 1504.30
7 I 19,68 1833.59| 1813.91 |
8 21.99 1533.55| 1511.56 i
9 | 28.18 1535.77| 1507.61 i
10 & 22.36 1534.95| 1512.59 |
) 11 24.12 1539.04| 1514.92 {
20 20,43 1538.47| 1514.04 |
|
| L
|
- |
!
JOMMENTS :

DATA RECORDED BY:J. lLaBSarkar:
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AR100878

G I E I Report No.
302-000-84384

ENVIRONMENTAL

WP . .r0rRATORIES. INC. Work Order No.

Northeast Region M9-09-502

Meadowbrook Industriai Park
Milfaed, NH 03055

{6031 672.4835

(607) 673-8105 (FAX)

10/9/89

Submitted to: Ray Fenstermacher
Groundwater Technology
U.S. Route 1, Concord Building
Chadds Ford, PA 19317

Sample Identification:
The attached report covers 1 water sample taken on 9/21/89 at
site # 302-000-8484, Hazelton, Pennsylvania.

Method:
Analysis was performed for volatile corganics by purge and trap
GC/MS as per EPA Method 624. Detection limits are listed on the

repocrt. Samples that are diluted in order to maintain the
calibrated range of the instrument are indicated by a footnote
giving the factor by which the MDL is raised.

Sampling and sample handling and presarvation are specified by
this laboratory to be as per EPA Method 624.

Results: -
Results are reported in ug/L (ppb).

Respectfully submitted,

s

.Dave Reese CC: Joe McCarthy
Extractable Organics Manager Groundwater Technology
DRR/CH 486 South Mt Bvld

MT Top, PA 18707



AR100879

Sample No. o1l

ID WELL 411
Date Sampled 9/21/89%
Date Analyzed 10/2/89
Parameter Concentration
Chlcromethane ND
Bromomethane ND
vinyl Chloride ND
Chloroethane ND
Methylene Chloride ND
Trichloreflucromethane ND
1,1l-Dichlorcethene ND
l,1-Dichlorcethane ND
Trans=-1,2-Dichloroethene ND
Chloroform ND
1,2-Dichloroethane ND
1,1,1-Trichlorcethane ND
Carbon Tetrachloride ND
Bromodichloromethane ND
1l,2-Dichloropropane ND
Cis-1,3-Dichlorcpropene ND
Trichloroethene 1200
Benzene ND
Dibromochloromethane ND
Trans-1,3l-Dichloropropene ND
1,1,2-Trichlorcethane ND
Ethylene Dibromide ND
2-Chlorocethylvinylether ND
Bromoform ND
Tetrachlorcethene ND
1,1,2,2,~Tetrachlorcethane ND
Tocluene 4400
Chlorobenzene ND
Ethylbenzene 28000
Total-Xylene 120000
M-Dichlorchenzene ND
Q&P-Dichlorobenzene ND
Cyclohexanone ND
Diacetone Alcchol ND

Notes: ND = Not Detected
* = Sample diluted by a factor of 100.

Volatile Organics Analysis

*

Repaort No.
302-000-8484

Work Order No.
M9-09-302

Detection
Limit
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AR100881

Volatile Organics Analysis

Sample No. 03
ID WELL 33
Date Sampled 9/11/89
Date Analyzed 9/20/83
Parametear Concentration
Chloromethane ND
Bromomethane ND
Vinyl Chloride ND
Chlorcethane ND
Methylene Chloride ND
Trichlorofluorcomethane ND
1,l-Dichlcrcethene ND
l,1-Dichlorcethane ND
Trans-1,2-Dichlorocethene ND
Chloroform 360
1,2-Dichlorocethane ND
1,1,1-Trichlorcethane ND
Carbon Tetrachleride ND
Bromodichloromethane ND
l1,2-Dichloropropane ND
Cis=-1,3=-Dichloropropene ND
Trichlorocethene ND
Benzene ND-
Dibremochloronrethane ND
Trans-1,3-Dichloropropene ND
1,1,2-Trichloroethane ND
Ethylene Dibromide ND
2-Chlorcethylvinylether ND
Bronocform ND
Tetrachloroethene ND
1,1,2,2,~-Tetrachloroaethane ND
Toluene 364
Chlorcbenzene ND
Ethylbenzene 6000
Total-Xylene 28000
M=Dichlorcbenzene ND
Q&P-Dichlorobenzene ND
Cyclohaexancone ND
Diacetone Alcohol ND
*]

Notes: ND = Not Detected

*1 = Sample diluted by a factor of 100.

LRICINAL

Report No. {Red}
302-000-8434

Work Order Nao.

M9-09-239

Detectiaon
Limit
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AR100882

Velatile Organics Analysis

Sample No. 04

ID WELL #4
Date Sampled 9/11/89
Date Analyzed 3/20/89
Parameter Concentration
Chleocromethane ND
Bromomethane ND
Vinyl Chloride ND
Chlecroethane ND
Methylene Chloride ND
Trichlorofluoromethane ND
1,1-Dichlorcethene ND
l,1-Dichlorocethane ND
Trans-1,2-Dichlorcethene ND
Chleroferm ND
1,2-Dichloroethane ND
1,1,1-Trichlorocethane ND
Carbon Tetrachloride ND
Bromodichloromethane ND
1,2-Dichloropropane ND
Cis-1,3-Dichlorupropene ND
Trichlorcethene ND
Benzene ND-
Dibromochloromethane ND
Trans-~1,3~Dichloropropene ND
1,1,2-Trichlorcethane ND
Ethylene Dibromide ND
2-Chlorcethylvinylether ND-
Bremeform ND
Tetrachlorcethene ND
1,1,2,2,-Tetrachlorocethane ND
Tolyene 9.2
Chlorobenzerne ND
Ethylbenzene 75
Total-Xylena 460
M=Dichlorobenzene ND
0&P-Dichlorobenzene ND
Cyclohexanone ND
Diacetone Alcchol ND

Notes: ND = Not Detected

TRGINAL
fRed!
Report No.
3102-000-8484

Work Order No.

M9-09-239

Detecticn
Limit
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AR100883

Report No.

302-000-8484
Work Order No.
M9-09-239
Volatile Organics Analysis
Sample No. 05
ID WELL #5S
Date Sampled 3/11/89
Date Analyzed 9/20/89
Detection

Parameter Concentration ug/L Limit
Chloromethane ND 5.0
Bromomethane ND 1.7
vinyl chloride ND 1.8
Chlorcethane ND 1.2
Methylene Chloride ND 2.2
Trichlorofluoromethane ND 0.7
l1,1-Dichlorcethene ND 1.1
1,1-Dichloroethane ND 4.5
Trans~-1,2-Dichlorcethene ND 1.6
Chloroform 350 1.8
1,2-Dichlorcethane ND 1.6
1,1,1~-Trichloroethane ND 2.6
Carbon Tetrachloride ND 2.1
Bromodichloromethane ND 2.1
l,2-0ichloropropane ND 2.8
Cis-1,3-Dichloropropene ND 5.0
Trichloroethene ND 1.9
Benzene ND- 1.7
Dibromochlercmethane ND 3.1
Trans-1,3-Dichloropropene ND 2.4
1,1,2-Trichloroethane ND 1.9
Ethylene Dibromide ND 7.3
2-Chlorcethylvinylether ND 2.7
Broncform ND 5.7
Tetrachlorcethene ND 2.2
1,1,2,2,-Tetrachloxroethane ND §.0
Toluene 610 2.1
Chlorobenzene ND 3.0
Ethylbenzene 9300 4.8
Total-Xylene 51000 4.0
M-Dichlorcbenzene ND 6.5
0&P-Dichlorobenzene ND 7.1
Cyclohexanone ND 5.0
Diacetone Alcohol ND 40.0

*] -

Notes: ND = Not Detected
*] = Sample diluted by a factor of 100.
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AR100884
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Report Na.
302-000-8484

Work Order No.

M9=-09-239
Volatile Organics Analysis
Sample No. a6
iD WELL #6
Date Sampled 9/11/89
Date Analyzed 9/20/89
Detection
Parameter Concentraticn  ug/L Limit
Chloromethane ND 5.0
Bromomethane ND 1.7
Vinyl Chloride ND 1.8
Chlorcethane ND 1.2
Methylene Chloride ND 2.2
Trichloroflucromethane ND 0.7
1,1~Dichlorocethene ND 1.1
1,1~Dichlorcethane ND 4.5
Trans-1,2~-Dichlcroethene ND 1.6
Chleroform k] 1.6
1,2~Dichlorcethane ND 1.6
1,1,1-Trichloroethane ND 2.6
Carbon Tetrachloride ND 2.1
Bromodichloromethane ND 2.1
1,2-Dichloropropane ND 2.8
Cis-1,3~Dichloreopropene ND | 5.0
Trichloroethene 250 1.9
Benzene ND 1.7
Dibromechloromethane ND 3.1
Trans-1,3-Dichlorcopropene ND 2.4
1,1,2-Trichlorcethane ND 1.9
Ethylene Dibromide ND 7.3
2-Chloroethylvinylether ND 2.7
Bromoform ND 5.7
Tetrachlorcethene ND 2.2
1,1,2,2,-Tetrachloroethane ND 6.0
Tecluene 610 2.1
Chlorobenzene ND 3.0
Ethylbenzena 1800 4.5
Total-Xylene 8000 4.0
M-Dichlorobenzene ND 6.5
0&P-Dichlorobenzene ND 7.1
Cyclochexancne ND 5.0
Diacetone Alcohol ND 40-9
*2

Notes: ND = Not LCetected
*2 = Sample diluted

by a facter of 1l0.
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AR100885

Sample No. a7
ID WELL %7
Date Sampled 3/11/89
Datea Analyzed 9/20/89
Parameter Concentration
Chlorcmethane ND
Bromomethane ND
Vinyl Chloride ND
Chloroethane ND
Methylene Chloride ND
Trichloroflucromethane ND
1,1~Dichlorocethene ND
1l,1l~Dichlorcethane ND
Trans=-1, 2-Dichlorcethene ND
Chlorcform 420
l1,2~Dichloroethane ND
1,1,1-Trichlorcethane ND
Carbon Tetrachloride ND
Bromodichloromethane ND
1,2-Dichloropropane ND
Cis=-1,3~Dichloropropene ND
Trichlorcethene ND
Benzene ND_
Dibrcmochloromethane ND
Trans-1,3-Dichlcropropene ND
1,1,2-Trichloroethane ND
Ethylene Dibromide ND
2-Chloroethylvinylether ND
Bromoform ND
Tetrachloroethene ND
1,1,2,2,~Tetrachloroethana ND
Toluene 4700
Chlorobenzene ND
Ethylbenzene 219000
Total-Xylene 120000
M-Dichlorobenzene ND
O&P-Dichlorobenzene ND
Cyclohexanone ND
Diacetone Alcchol ND
*1

Notes: ND = Not Detected

*] = Sample diluted by a factor of 100.

Valatile Crganics Analysis

Report No.
302-000-8484

Work Order No.

M9-09-239

Detecticn
Limit
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AR100886

Report No. S

302-000-8484

Work Order No.

M8-09-239
Volatile Organics Analysis
Sample No. 08
ID WELL #8
Date Sampled 3/11/89
Date Analyzed 3/20/89
Detection

Parameter Concentration  ug/L Limi%
Chlorocmethane ND 5.0
Bromomethane ND 1.7
vinyl Chloride ND 1.8
Chlcocroethane ND 1.2
Methylene Chloride ND 2.2
Trichlorofluorcmethane ND 0.7
l,1-Dichlorcetheane ND 1.1
1,1-Dichlorcethane ND 4.5
Trans~-1,2-Dichloroethene ND 1.6
Chloroform 31 1.6
1,2=-Dichlorcethane ND 1.6
1,1,1-Trichlorocethane BDL 2.6
Carbon Tetrachloride ND 2.1
Bromodichloromethane ND 2.1
1,2-Dichlorepropane ND 2.8
Cis-1,3-Dichloropropene ND 5.0
Trichlorcethene 2600 1.3
Benzene ND_ 1.7
Dibromochloromethane ND 3.1
Trans=-1,3-Dichloropropene ND 2.4
1,1,2-Trichlorovethane ND 1.9
Ethylene Dibromide ND 7.3
2-Chloroethylvinylether ND- 2.7
Bromocform ND 5.7
Tetrachlorcethane ND 2.2
1,1,2,2,-Tetrachloroethane ND 6.0
Toluene 4800 2.1
Chlorobenzene ND 3.0
Ethylbenzene 23000 4.5
Total-Xylene 110000 4.0
M-Dichlorobenzene ND 6.5
C&P-Dichlorcbenzene ND 7.1
Cyclohexancne ND 5.0
Diacetone Alcochol ND 40.0

*2 -

Notes: ND = Not Detected

BDL= Below Detection Limit

*2 = Sample diluted by a factor of 10.

WP (craroenty

GTEL

Eev i O MMt AL

L



AR100887

Velatile Organics Analysis

Sample No. 09

ID WELL #9
Date Sampled 9/11/89
Date Analyzed 3/20/89
Parameter Concentration
Chloromethane ND
Bromomethane ND
Vinyl Chloride ND
Chlorcethane ND
Methylene Chloride ND
Trichlorofluorcomethane ND
1,1-Dichloroethene ND
1,1-Dichlorcethane ND
Trans-1,2-Dichloroethene ND
Chlorcform ND
l,2=-Dichloroethane ND
l1,1,1-Trichlcroethane ND
Carbon Tetrachloride ND
Bromodichloromethane ND
1,2-Dichloropropane ND
Cis=-1,3-Dichleropropene ND
Trichlorocethene 83
Benzene ND
Dibromochloromethane ND
Trans-1,3-Dichloropropene ND
1,1,2-Trichloroethane ND
Ethylene Dibromide ND.
2=Chlorcethylvinylether ND
Bromoform ND
Tetrachloroethene ND
1,1,2,2,-Tetrachloroethane ND
Toluene ND
Chlorobenzene ND
Ethylbenzene ND
Total-Xylene 5.9
M=-Dichlorobenzene ND
O&P-Dichlorcbenzene ND
Cyclohexanone ND
Diacetone Alcohel ND

Notes: ND = Not Detected

Report Na.
3J02-000~-8484

Work Qrder No.
M9-09- 39

Detecticn
Limit
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AR100888

Volatile Organics Analysis

Sample No. 10

ID WELL #10
Date Sampled 9/11/89
Date Analyzed 9/20/89
Paraneter Concentration
Chloromethane ND
Bromomethane ND
Vinyl Chloride ND
Chlorcethane ND
Methylene Chloride ND
Trichloroflucromethane ND
1l,i-Dichlorcethene ND
1,1-Dichloroethane ND
Trans-1,2-Dichlorcethene ND
Chloroform ND
1l,2-Dichloroethane ND
1,1,1-Trichleroethane 47
Carbon Tetrachloride ND
Bromodichloromethane ND
1,2-Dichloropropane ND
Cis-l,3-Dichloropropene ND
Trichloroethene 180
Benzene ND
Dibromochloromethane ND
Trans=1,3-Dichloropropene ND
1,1,2-Trichlorcethane ND
Ethylene Dibromide ND.
2-Chlorocethylvinylether ND
Bromoform ND
Tetrachlorcethene ND
1,1,2,2,-Tetrachlorcethane ND
Toluene 4,4
Chlorobenzene ND
Ethylbenzene 34
Total-Xylena 250
M-Dichlorobenzene ND
0&P-Dichlorobenzene ND
Cyclohexanone ND
Diacetone Alcchol ND

Notes: ND = Not Detected

Report No.
J02-000-8484

Work Order No.
M9-09-239

Cetecticon
Limit
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AR100891

Report No.
302-000-8684-7

ENVIRONMENTAL

WP . .:30RATORIES. INC.

MNortheast Region
Megdoworaok Industrial Park
Milford, NH Q1055

1402) 472.4825

[603) 673.8105 (FAX)

3/22/89

Submitted to: Peter C. Borst
Groundwater Technology
U.S5. Route 1
Concord Building
Chadds Ford, PA 19317

This report previously dated 2/28/89, is a reissue.

Sample Identification:

The attached report covers soil samples # 93360~-93364 taken on
2/15/89 at site # 302-000-8684, Hazelton, Pennsylvania.

Methed:

Analysis was performed for volatile organics by purge and trap
GC/MS as per EPA Method 8240. Detection limits are listed on the
report. Samples that were diluted in order to maintain the
calibrated range of the instrument are indicated by a footnote
giving the factor by which the MDL is raised.

Sampling and sample handling and preservation are specified by
this laboratory to be as per EPA Method 8240.

Results:
Results are reported in ug/Kg {rpb.).

Prepared by:

%ygﬁw\f\ P

Dave Reese Lois Luniewicz’
Extractable Organics Manager QA Liaison
DRR/CH

cc: Joe McCarthy
Groundwater Technology
486 South Mt. Top Blvd.
Mt. Top, PA 18707



AR100892

Volatile Organics Analysis

Sample No. 93360
1D WASTE LINE 1
Date Sampled 2/15/89
Date Analyzed 2/21/89
Parameter Concentration
Diacetone aAlcohol ND
Chloromethane ND
Bromomethane ND
Vinyl Chloride ND
Chlorocethane ND
Methylene chloride ND
Acetone 13
Carbon Disulfide ND
Trichlorofluoromethane ND
l,1-Dichlorcethene ND
l,1-Dichloroethane ND
Trans~1,2-Dichlcorcethena ND
Chloroform ND
l,2-Dichlorocethane ND
2-Butancne ND
1,1,1-Trichlorcethane ND
Carbon Tetrachloride ND
Vinyl Acetate ND
Bromodichloromethane ND
1,2~Dichloropropane ND
Cis-1,3-Dichloropropene ND
Trichlorocethene ND
Benzene ND
Dibromochloromethane ND
Trans=-1,J-Dichloropropene ND
1,1,2~Trichlorcethane ND
Ethylene Dibromide ND
2-Chlorcethylvinylether ND
Bromoform ND
4-Methyl-2-Pentancone ND
2=-Hexarione ND
Tetrachloroethene ND
1,1,2,2,-Tetrachlorcethane ND
Toluene ND
Chlorobenzene ND
Ethylbenzene ND
Styrene ND
Total-Xylene ND
M=Dichlorocbenzene ND
O&P-Dichlorobenzene ND
Cyclohexanone ND

Netes: ND = Not Detected

Report No.
102-000-8684-7

Detection
Limit
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Report No.
302-000-8684-7
Volatile Organics Analysis

Sample No. 93361
ID WASTE LINE 2
Date Sampled 2/15/89
Date Analyzed 2/21/89

Detection
Parameter Concentration ug/Kg Limit
Diacetone Alcohol ND 40
Chlorcmethane ND 5.0
Bromomethane ND 1.7
vinyl Chloride ND 1.8
Chlorocethane ND 1.2
Mathylene Chloride ND 2.2
Acetone 110 6.7
Carbon Disulfide ND 4.5
Trichloroflucromethane ND 0.7
1,1-Dichloroethene ND 1.1
1,1-Dichlocroethane ND 4.5
Trans~1l,2-Dichlorcethena ND 1.6
Chloroform ND 1.6
l1,2-Dichlorcethane ND 1.6
2~=Butancne ND 15.0
1,1,1~Trichlorcethane ND 2.6
Carbon Tetrachloride ND 2.1
vinyl Acetate ND 3.6
Bromodichlorcomethane ND 2.1
1,2-Dichloropropane ND 2.8
Cis~1,3=-Dichloropropene ND 5.0
Trichlorcethene ND 1.9
Benzene ND 1.7
Dibromochloromethane ND 3.1
Trans-1,3-Dichloropropene ND 2.4
1,1,2-Trichlerocethane ND 1.9
Ethylene Dibromide ND 7.3
2-Chlorcethylvinylether ND 2.7
Bromoform ND 5.7
4~Methyl-2-Pentanone ND 7.3
2~Hexanone ND 9.2
Tetrachlorcethene ND 2.2
1,1,2,2,~Tetrachloroethane ND 6.0
Toluene ND 2.1
Chlorohenzene ND 3.0
Ethylbenzene BDL 4.5
Styrene ND 4.0
Total~-Xylene 17 4.0
M-Dichlorcbenzene ND 6.5
O&P-Dichlorobenzene ND 7.1
Cyclohexancne ND 5.0

Notes: ND = Not Detected

BDL = Below Detection Limit . GTE I-

Fav BQNmMENT Ay
LABQRATOTRIES ~G
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AR100894

Sample No. 23362
ID WASTE LINE 3
Date Sampled 2/15/89
Date Analyzed 2/22/89
Parameter Concentration
Diacetone Alcohol ND
Chloromethane ND
Bromomethane ND
vinyl Chloride ND
Chloroethane ND
Methylene Chloride ND
Acetone ND
Carbon disulfide ND
Trichlorofluocromethane ND
l,1-Dichlorcethene ND
1,1-Dichloroethane ND
Trans-1,2-Dichlorcethene ND
Chloroform ND
1,2-Dichlorcethane ND
2=-Butanone ND
1,1,1-Trichloroethane ND
Carbon Tetrachloride ND
Vinyl acetate ND
Bremodichloromethane ND
1,2-Dichloropropane ND
Cis-1,2-Dichloreprepene ND
Trichloroethene ND
Benzene ND
Dibromochloromethane ND
Trans-1,3-Dichloropropene ND
1,1,2-Trichlocroethane ND
Ethylene Dibromide ND
2-Chlorcethylvinylether ND
Bromoform ND
4-Methyl-2~-Pentanone ND
2-Hexanone ND
Tetrachloroethene ND
1,1,2,2,-Tetrachloroethane ND
Toluene BDL
Chlorobenzene ND
Ethylbenzene 11000
Styrene ND
Tctal-Xylene 87000
M-Dichlorcbenzene ND
Q&P-Dichlorobenzene ND
Cyclohexanone ND

Notas: ND = Not Detected
BDOL= Below Detection Limit

Report No.
102-000~-8684-7
Volatile Organics Analysis

Detection
Limitc

3300
1000
1000
1000
1000
5300
1000
200
500
500
300
500
500
500
10G0
500
500
1000
500
500
500
500
500
500
500
500
500
1000
500
10090
1000
500
500
500
500
S00
500
500
500
500
500
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Report No.
302-000=8684~7
Volatile Crganics Analysis

Sample No. 93363
ID WASTE LINE 4
Date Sampled 2/15/89
Date Analyzed 2/22/89
Detecticn

Parameter Concentraticn ug/Kg Limit
Diacetone Alcchol ND 1500
Chloromethane ND 1000
Bromomethane ND 1000
Vinyl Chloride ND 1000
Chlorcethane ND 1000
Methylene Chloride ND 500
Acetone ND 1000
Carbon disulfide ND 500
Trichlorofluoromethane ND 500
l,1-Dichlorcethene ND 5Q0
1,1-Dichlorcethane ND S00
Trans-1,2-Dichlorocethene ND 500
Chloroform ND SQ0
1l,2-Dichlorcethane ND 500
2-Butanone ND 1000
1,1,1-Trichlorcethane ND 5Q0
Carbon Tetrachloride ND 500
Vinyl acetate ND 1000
Bromodichloromethane ND 500
1l,2-Dichloropropane ND 500
Cis=-1,2-Dichloropropene ND 500
Trichlorcethene ND 500
Benzene ND 500
Dibromochloromethane ND 500
Trans-1,3-Dichloropropene ND 500
1,1,2-Trichlorocethane ND 500
Ethylene Dibromide ND 500
2-Chlorcethylvinylether ND 1000
Bromoform ND 500
4=-Methyl-2-Pentanone ND 1000
2-Hexanone ND 1000
Tetrachlcocroethene ND 500
1,1,2,2,-Tetrachlorocethane ND 500
Toluene BDL 5Q0
Chlorobenzene ND 500
Ethylbenzene 22000 500
Styrene ND 500
Total~-Xylene 179000 500
M-Dichlcrobenzene ND 500
0&P-Dichlorcobenzene ND 5¢Q0
Cyclohexancne ND 500

*]

Notes: ND = Not Detected
EDL= Below Detection Limit

*] = SAmple diluted by a factor of 10. .GTE L

inv<l0uu{qr4;
LARGRATISH ~C
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AR100896

Volatile Organics Analysis

Sample No. 93364
ID WASTE LINE S
Date Sampled 2/15/89
Date Analyzed 2/22/89
Parameter Concentration
Diacetone Alcohel ND
Chloromethane ND
Bromomethane ND
Vvinyl Chloride ND
Chlorocethane ND
Methylene Chloride ND
Acetone 11l
Carbon Disulfide ND
Trichloreofluoromethane ND
l,1-Dichlorcethene ND
l,1-Dichlorcethane ND
Trans-1,2-Dichloroethene ND
Chloroform ND
1,2-Dichlorocethane ND
2-Butanone ND
1,1,1-Trichlorocethane ND
Carbon Tetrachloride ND
Vinyl Acetate ND
Bremodichloromethane ND
1,2-Dichlorcpropane ND
Cis-1,3~Dichloropropene ND
Trichloroethene ND
Benzene ND
Dibromochloromethane ND
Trans-1,3~-Dichloropropene ND
1,1,2~Trichlorocethane ND
Ethylene Dibromide ND
2-Chlorcethylvinylether ND
Bromcform ND
4-Methyl-2-Pentanone ND
2~Hexanone ND
Tetrachloroethene ND
1,1,2,2,-Tetrachlorcethane ND
Toluene 2.4
Chlorchenzene ND
Ethylbenzene 160
Styrene ND
Total-Xylene 1400
M=-Dichlorobenzene ND
O&P=Dichlorobenzene ND
Cyclohexanone ND

Notes: ND = Not Detected

Report MNo.
102-000-8684~-7

Detection
Limit
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G I E I Reaport No.
302-000-~-8684

ENVIRONMENTAL

WY ::o0rATORIES, INC Wwork Order No.

AR100897

Northeast Region M9-05-641
Mecdowbrook Industrigh Park

Milford, NH Q3055

(603 672.4835

{603} 673-8105 (FAX)

6/19/89

Submitted to: Ray Fenstermacher
Groundwater Technology
U.S. Route 1
Chadds Ford, PA 19317

Sample Identificatioen:
The attached report covers soil samples taken on 5/25/89 at site
$ 302-000-8684-{04), Hazelton, Pennsylvania.

Method:

Analysis was performed for veolatile organics by purge and trap
GC/MS as per EPA Method 5030/8240. Detection limits are listed
on the report. Samples are diluted in order to maintain the
calibrated range of the instrument and so indicated by a focotnote
giving the factor by which the MDL is raised.

Sampling and sample handling and preservation are specified by
this laboratory toc be as per EPA Method 8240.

Results: .
Results are reported in mg/kg (ppm) .’

Prepared by:

Ve flee——

Dave Reese
Extractable Organics Manager
DRR/CH

cc: Joe MceCarthy
Groundwater Tachnology
486 South Mt. Blvd.
Mt. Top, PA 18707



AR100898

Volatile Organics Analysis

Sample No. Ol
ID Waste Line PT1
Date Sampled 5/25/89
Date Analyzed 6/08/89
Parameter Concentration
Cyclchexanone ND
Chloromethane ND
Bromeomethane ND
Vinyl Chloride ND
Chlorcethane ND
Methylene Chloride ND
Acetone ND
Carbon disulfide ND
Trichlorofluorcmethane ND
1,1-Dichlorcethene ND
l,1-Dichlorcethane ND
Trans~1,2-Dichlorcethene ND
Chloroform ND
1,2-Dichlorcethane ND
2-Butanone 5.9
1,1,1-Trichlorcethane ND
Carbon Tetrachloride ND
Vinyl acetate ND
Bromodichloromethane ND
1l,2-Dichloropropane ND
Cis-1,2-Dichloropropene ND
Trichloroethene ND
Benzene ND
Dibreoemechlorcomethane ND
Trans-1,3-Dichloropropene ND
1,1,2=-Trichlorocethane ND
Ethylene Dibromide ND
2-Chloroethylvinylether ND
Bromoform ND
4-Methyl-2-Pentanone ND
2-Hexanone ND
Tetrachlorocethene ND
1,1,2,2,-Tetrachloroethane ND
Toluene ND
Chlorobenzene ND
Ethylbenzensa ND
Styrene ND
Total-Xylene ND
M=~Dichlorobhenzene ND
Q&4P-Dichlorchenzene ND
Diacetone Alcohol ND

Note: ND = Not Detected

ng/kg

Report No.
302-~000-8684

Work Order Na.
M9~05-641

Detection
Limit
1.
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AR100899

Sample No.
I.D.

Date Sampled
Date Analyzed

Compound Name

None Detected

Repeort No.
302-000-8684

Work Order Na.
M9-05~641

VOLATILE ORGANICS ANALYSIS

TENTATIVELY IDENTIFIED COMPOUNDS

01

Wwaste Line PT1
5/25/89
6/08/89

£stimated Conc. mg/kg

BGTEL
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AR100900

Volatile Organics Analysis

Sample No. 02
i) Wwaste Line PT2
Date Sampled 5/25/89
Date Analyzed 6/08/89
Parameter Concentration
Cyclohexanone ND
Chloromethane ND
Bromomethane ND
vinyl Chloride ND
Chloroethane ND
Methylene Chloride ND
Acetone ND
Carbon disulfide ND
Trichlorofluorcmethane ND
1,l-Dichlorcethene ND
1,1-Dichlorcethane ND
Trans-1,2-Dichlorcethene ND
Chloroform ND
1,2-Dichlorcethane ND
2-Butanone 6.7
1,1,1-Trichleoroethane ND
Carbon Tetrachloride ND
Vinyl acetate ND
Bromodichloromethane ND
l,2-Dichloropropane ND_
Cis~1,2-Dichlorcpropene ND
Trichlorcethene ND
Benzene ND
Dibremochloromethane ND
Trans-1, 3-Dichloropropene ND.
1,1,2-Trichlorcethane ND
Ethylene Dibromide ND
2-Chlorgethylvinylether ND
Bromoform ND
4-Methyl-2-Pentanone ND
2-Hexanone ND
Tetrachlioroethene ND
1,1,2,2,-Tetrachloroethane ND
Toluene ND
Chlorobenzene ND
Ethylbenzene ND
Styrene ND
Total-Xylene ND
M-Dichlorobenzene ND
Q&P-Dichlorobenzene ND
Diacetone Alcohol ND

Nota: ND = Not Detected

ng/kg

Report Na.
302-000-8684

Work QOrder No.
M9-05S~641

Detecticn
Limit
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Sample No.
1.D.

Date Sampled
Date Analyzed
Compound Name

None Detected

AR100901

Report Neo.
302~000-8684

Work Order No.
M9-05-641

VOLATILE ORGANICS ANALYSIS

TENTATIVELY IDENTIFIED COMPOUNDS

02

Waste Line PT2
5/25/89
6/08/89

Estimated Conc. mg/kg

BGTEL
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Report lo.
302-000~8684

Work Order No.

M9-05-641
Volatile Organics Analysis

Sample Na. Q3

ID waste Line PT3

Date Sanmpled . 5/25/89

Date Analyzed 6/08/89

Detection

Parameter Concentration mg/kg Limit
Cyclohexanone ND 1.0
Chloromethane ND 1.0
Bromomethane ND 1.0
Vinyl Chloride ND 1.0
Chloroethane ND 1.0
Methylene Chloride ND 0.5
Acetone ND 1.0
Carbon disulfide ND 0.5
Trichlorofluoromethane ND 0.5
1,1-Dichlorcethene ND q.5
i,l-Dichloroethane ND 0.5
Trans-1,2-Dichlorcethene ND Q0.5
Chloroform ND 0.5
1,2~Dichlorocethane ND 0.5
2-Butanone 7.5 1.0
1,1,1- Trlchloroethane ND 0.5
Carbon Tetrachlaoride ND 0.5
Vinyl acetate ND 1.0
Bromedichloromethane ND - 0.5
1,2-Dichloropropane "ND Q.5
Cis-1,2-Dichloropropene ND 0.5
Trichlorcethene ND 0.%
Benzene ND Q.5
Dibromochloromethane ND Q.5
Trans-1,3-Dichloropropene ND 0.5
1,1,2~Trichlorocethane ND 9.5
Ethylene Dibromide ND 0.5
2-Chlorcethylvinylether ND 1.0
Bromoform ND Q.5
4-Methyl-2-Pentancne ND 1.0
2-Hexanone ND 1.0
Tetrachloroethene ND 0.5
1,1,2,2,-Tetrachloroethane ND 0.5
Toluene ND 0.%
Chlorobenzene ND 0.5
Ethylbenzene ND 0.5
Styrene ND 0.5
Total~Xylene ND 0.3
M-Dichlorohenzene ND 0.5
0&P-Dichlorcbenzene ND 0.5
Diacetone Alcohol ND 1.0

Note: ND = Not Detected

GTEL
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Sample No.
I.D.

Date Sampled
Date Analyzed
Compound Nanme

None Detected

AR100903

Report No.
302-000-8684

Work Order No.
M9-05-641

.VOLATILE ORGANICS ANALYSIS

TENTATIVELY IDENTIFIED COMPOUNDS

03

Waste Line PT3
5/25/89
6/08/89

Estimated Conc. mg/Xg

BGTEL
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AR100904

Volatile Organics Analysis

Sample No. 04
ID Waste Line PT4
DCate Sampled . 5/25/89
Date Analyzed 6/08/89
Parameter Concentration ng/kg
Cyclohexancone ND
Chleromethane ND
Bromomethane ND
vinyl Chloride ND
Chlecrcethane ND
Methylene Chleoride ND
Acetone ND
Carbon disulfide ND
Trichlorofluoromethane ND
1,1-Dichlorcethene ND
1,1-Dichlorcethane ND
Trans-1,2-Dichlorocethene ND
Chleoroform ND
1,2-Dichlorcethane ND
2-Butanone 7.7
1,1,1-Trichlecrcocethane ND
Carbon Tetrachloride ND
Vvinyl acetate ND
Bromedichloromethane ND
1,2-Dichloropropane ND
Cis-1l,2-Dichlorocpropene ND-
Trichloroethene ND
Benzene ND
Dibromochloromethane ND
Trans-1,3-Dichloropropene ND
1,1,2-Trichlorcethane ND
Ethylene Dibromide ND
2-Chlorcethylvinylether ND
Bromsasform ND
4-Methyl-2-Pentanone ND
Z2-Hexanone ND
Tetrachlorcethene ND
1,1,2,2,-Tetrachlorocethane ND
Teluene ND
Chlorobenzene ND
Ethylbenzene ND
Styrene ND
Total-Xylene ND
M=-Dichlorocbenzene ND
O&P-Dichlorobenzene ND
Diacetohe Alcohol ND

Note: ND = Not Detected

Report No.
302-000-8684

Work Order No.
M9-05-641

Detection
Limit
1.
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Sample No.
I.D.

Date Sampled
Date Analyzed

Compound Name

None Detected

AR100905

Report No.
302-000-8684

Work Order No.
M9-05-641

" VOLATILE ORGANIGCS ANALYSIS

TENTATIVELY IDENTIFIED COMPOUNDS

04

waste Line PT4
5/25/89
6/08/89

Estimated Con¢. mg/kg

BGTEL
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AR100906

Volatile Organics Analysis

Sample Na. Qs
ID Wwaste Line PTS
Date Sampled . 5/25/89
Date Analyzed 6/08/89
Parameter Concentration
Cyclohexanone ND
Chloromethane ND
Bremomethane ND
Vinyl Chloride ND
Chlorcethane ND
Methylene Chloride ND
Acetone 2.8
Carbon disulfide ND
Trichlorofiucromethane ND
l,1-Dichloroethene ND
1,1-Dichlorcethane ND
Trans=-1,2-Dichlorcethene ND
Zhleroform ND
1,2-Dichloroethane ND
2=-Butanone 6.9
1,1,1-Trichlorcethane ND
Carbon Tetrachloride ND
vVinyl acetate ND
Bromodichloromethane ND
1,2-Dichlorcpropane ND
Cis~1,2=-Dichlorecpropene ND
Trichloroetherne ND
Benzene ND
Dibromochloromethane ND
Trans-1,3-Dichloropropene ND
1,1,2-Trichlorcethane ND
Ethylene Dibromide ND
Z2-Chlorcethylvinylether ND
Bromoform ND
4-Methyl-2-Pentanone ND
2-Hexanone ND
Tetrachlorcethene ND
1,1,2,2,-Tetrachlorcethane ND
Toluene ND
Chlorobenzene ND
Ethylbenzene ND
Styrene ND
Total~Xylene ND
M=-Dichlorcbhenzene ND
Q&P=-Dichlorobenzene ND
Diacetone Alcohol ND

Note: ND = Not Detected

ng/ kg

R T
Report Ne.. -
302—000-&@&’&

Work Order No.

M9-05-6

Detect
Limi
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Sample No.
I.D.

Date Sampled
Date Analyzed
Compound Name

None Detected

AR100907

Report lec.
3102-000-B684/

Work Order No.!‘
M9~-05-641

" VOLATILE ORGANICS ANALYSIS

TENTATIVELY IDENTIFIED COMPOUNDS

05

Wwaste Line PTS
5/25/89
6/08/89

Estimated Conc. ng/kg

BGTEL
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AR100908

Sample No. o6
ID Waste Line PT6
Date Sampled 5/25/89
Date Analyzed 6/08/89
Parameter Concentration
Cyclohexanone ND
Chlorcmethane ND
Bromomethane ND
vinyl cChloride ND
Chlorcethane ND
Methylene Chloride ND
Acetone 6.0
Carbon disulfide ND
Trichloroflucoromethane ND
l,1l-Dichloroethene ND
l,1-Dichloroethane ND
Trans-1,2~-Dichlorcethene ND
Chloroform ND
1,2-Dichlorcethane ND
2-Butancne 2.2
1,1,1-Trichloroethane ND
Carkton Tetrachloride ND
Vinyl acetate ND
Bromodichloromethane ND
1,2-Dichloropropane ND
Cis-~1,2-Dichloropropene ND
Trichlorocethene ND
Benzene ND
Dibrocmochloromethane ND
Trans=~1,3-Dichloropropene ND
1,1,2-Trichlorcethane ND.
Ethylene Dibromide ND
2-Chloroethylvinylether ND
Bromoform ND
4-Methyl-2-Pentanone ND
2-Hexanone ND
Tetrachlorcethene ND
1,1,2,2,-Tetrachlorcethane ND
Toluene ND
Chlorcbenzene ND
Ethylbenzene ND
Styrene ND
Total-Xylene ND
M-Dichlorobenzene ND
Q0&P~-Dichlorcbenzene ND
Diacetone Alcohaol ND

Yolatile Organics Analysis

Note: ND = Not Detected

ng/kg

Raport No.
3102-000-8684

Work Order No.
M9-05-641

Detection
Limit
.0
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Sample No.
I.D.

Date Sampled
Date Analyzed
Compound Name

None Detected

AR100909

Report No.
3102-000C-8684

Work Order Na.
M9-05-641

" VOLATILE ORGANICS ANALYSIS

TENTATIVELY IDENTIFIED CCMPQUNDS

Q6

Waste Line PT6
5/25/89
6/08/89

Estimated Conc. mg/kg

BGTEL
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BGTEL

ENVIRONMENTAL

W _.30RATOR!IES. INC.

AR100910

Marrheas Reglan
Meodowbrook indusirial Park
Milford, NH 03055

(403} 672.4835

(603) 873-0105 [FAX)

TO: My. Ray Fenstermacher
Project Manager, GTJ] Chadds Ford
FROM: Lois Luniewicz Y%
QA Liaison, GTEL Milford
DATE November 17, 1389
RE: 302-000-8684
M9-05-641

The time in which thege tuc analyses occurred was one in which
ctocks of methanol, the extraction fluid for 8240 goils analyrim, were
frequently contaminated with 2-butanone. Although this is not
unusual, the levela found were uncommonly high. After a period of
investigation, we began purcharing solvents from a new supplier.
Theaa stocka have been virtually fr__e;e of 2-butancne contaminaticno.

Due to the fact that these contaminants 40 commonly appear and
need to be accounted for in a standard analytical report, it is GTEL's
pollcy to blank subtract the contaminants found in the methed blank
from all the asasociated samples. Typically there is scme variation in
the analysls from day %o day and from sample to sample such that the
samples will not have the same value as the blank, but the levels wil
not differ significantly. After hlank subtraction the net blank con-
rributicn of common contaminants is negligible.

These zapples show this typical variation. However, due to the
magnitude of the contamination problem at the time, <the residual
ganple amount after bhlank aubtraction isa large enough to be quanti-
tated.



AR100911

G l I I Repert No.
3J02-000-8684

ENVIRONMENTAL
LABORATOQRIES, INC. Work Order No.

Nartheast Region M9-05~-6413

feadowbrook industrial Park
Miitard, NH 03055

{603 672-48135

[603) 673-8105 (FAX]

Laboratory Test Results

§/09/89

Submitted To: Ray Fenstermacher
Groundwater Technology
U.S. Route 1
Concord Building
Chadds Ford, PA 19317

sample Identification:

The attached report covers 6 scil samples collected by J.M. on
5/25/89 from site # 302-000-868B4~(04), Hazelton, Pennsylvania.

Analyst:

Samples were analyzed by A. Naber, S. Theriault, and R. Bosshart.

Method: ..
The samples were prepared and analyzed for heavy metals by ICP
emission spectrosceopy, EPA Method 6010, and for Mercury by cold
vapor AA, EPA Method 7470. Arsenic and Selenium were determined
by graphite furnace AA spectrophotometry, EPA Methods 7060 and
7740, respectively.

Method Reference: Test Methods for Evaluating Solid Waste, SW-
846, 3rd edition, November 1986,

Results:

The results are reported in mg/kg (ppm) on a dry basis and are
shown in Table 1.

Respectfully submitted,

L«nm,(-ukz' QC: Joe McCarthny

Susan C. Uhler 486 S. Mt. Blvd.
Laboratory Director Mt. Top, PA 18707



Report No.
302-000~-8634

Work Order No,
M9-05-643

Table 1
INORGANIC ANALYTICAL RESULTS

Priority Pollutant Metals in Soil, mg/kg

GTEL No. 04 a5 06 Detection
Client ID. WASTELINE WASTELINE WASTELINE Limit
POINT 4 POINT 5 PQINT 6
Element
Antimony < 24 < 24 < 24 24
Arsenic 2.4 2.6 1.4 1.0
Beryllium < 1,0 < 1.0 < 1,0 1.0
Cadmium < 1,2 < 1.2 < 1.2 1.2
Chromium 8.1 13 8.8 2.8
Copper 15 15 5.7 2.5
Lead 28 ‘30 25 24
Mercury 0.06 0.06 < 0.05 0.05
Nickel 13 17 9.9 : 4.0
Selenium < 1.0 < 1.0 < 1.0 1.2
Silver < 1.0 < 1.0 < 1.0 1.0
Thallium < 36 < 36 < 36 _ 36
Zinc 84 280 23 2.¢C

@A GTEL

[ S AN N=EL IV B I S

L BT RS

AR100912 !



AR100913

G I E I Report No,
302-000-8684

ENVIRONMENTAL

WP ..:0rATORIES, INC. Work Crder No.

M9-035-642
Nartheast Region
Meadowbrook Industrial Park
Milford, NH Q3055
1603) 472.48358

[603) 673-8105 (FAX] . Laboratory Test Results
6/20/89
Submitted Tao: Ray Fenstermacher

Groundwater Technolegy
U.S5. Route 1

Concord Building
Chadds Ford, PA 19317

Sample Identification:

The attached report covers 2 soil samples collected by J.P.M., ¢n
5/25/89 from site # 302-000-8684-(04), Hazelten, Pennslyvania.
setts.

Analysts:

Samples were extracted by C. Berry and analyzed by A. Naber, R.
Bosshart and S. Theriault.

Methed:

The samples were extracted for Extraction Procedure Toxicity (EP
TOX) as per EPA Method 1310. The extract was prepared and
analyzed for heavy metals by ICP emission spectroscopy, EPA
Method 6010, and for mercury by ccld vapor AA, EPA Method 7470.
Arsenic and Selenium were determined by graphite furnace AA
spectrophotometry, EPA Methods 7060 and 7740, respectively.

Method Reference: Test Methods for Evaluating Solid Waste, SW-
846, 3rd edition, November 1986.

Rasults:
The results are reported in mg/L (ppm) in the extract and are

shown in Table 1.

Respectfully submitted,

Susan C..Uhler CC: Joe McCarthy

Laboratery Directer 486 Scuth Mt. Blvd.
Mt. Top, PA 18707



Report No. i
302-000-8684

Work Order No.

M9-05-642
Table 1
Metals in EP Toxicity Extract, mg/L
GTEL WNo. 01 02 Reporting
Client ID. WASTE LINE WASTE LINE Limits
POINT 1 POINT 4

Element
Arsenic < 0.005 < 0.005 0.005
Barium < 40 < 40 40
Cadmium < 0.40 < 0.40 0.40
Chromium < 2.0 , < 2.0 2.0
Lead < 2.0 < 2.0 2.0
Mercury < 0.0005 < 0.0005 0.40005
Selenium < 0.005 < 0.00S 0.00%
Silver < 2.0 ‘ < 2.0 2.0

IR RAR E-R R R NN
LABQRATORIEY inmC

JGTEL

AR100914 )



AR100915

WP (Ae0RATORIES, INC.

ENVIRONMENTAL

Northaast Region
teadawbrook Indurtrial Park
Milford, NH 0055

(603} &72.4835

(6Q3) 671.8105 {FAX)

5/31/89

Submitted To: Ray Fenstermacher
Groundwater Technology
U.S. Route 1
Concord Building
Chadds Feord, PA 19317

Sample Identjification:

The attached report covers 2 soll samples collected by J.P.M.

5/25/89 from site # 302-000-8684, Hazelton, Pennsylvania.
Analyst:

Analyses were performed by A. Naber on 5/26/89.

Method:

The samples were analyzed for pH using EPA Method 9045.

Method Reference: Test Methods for Evaluating Solid Waste,
846, 3rd Edition, November 1386.

Kesults:

The results are reported in pH units and are shown in Table 1.

Respectfully submitted,

VTG PY-YPeg
Aatgon CoaaA
susan C. Uhler

Laboratory Director

cc: Joe McCarthy
GTI

486 5. Mt. Blvd. -

Mt. Top, PA 18707

G I E I Report No.
302-000~-8634

Work Order No.
M9-05-632

cn

SW-



Report No.
302-000-8684

Work Order No.
M9-05-632

Table 1
pH
GTEL Client pH

Sample No. I.D. (pH units)
21 WASTE LINE 6.9

POINT 3
02 WASTE LINE 6.1

PQINT 6

IMYIRONMENT S
LANQRATORIES 1wC.

gGTEL

AR100916
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GERQIUNDWATER CLIENT: ( : L4 %
TECHNOLOGY LOCATION. ; S o T
COMSULNING GAQUAMOWATER GEOLCIISTS ’ Y

DATE: _R0-2/ Se=r /959
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ORIty
{Pnd)

@ DRILLING ILOG WELL NUMBER: MW 1
——-‘——} .GROUNDWATER Continenta)l White Cap|TOTAL DEPTH:_ 41 feet
| TECHNOLOGY, INC. CLIENT
. ILOGGED BY:J. lLaBarbera
West Hazelton, Pa
LOCATION DRILLER:Mover Drill Co.
WELL CONSTRUCTION:
DRILL RIG: T4wW
CASED FROM__Q' To _5¢ WITH 4" Galvanized

SCREENED FROM_5' TO_41' WITH.020" Slot 4" Galv DRILL METHOD:Air Rotary
WELL DIAMETER_6"-Gravel 41'-3', Bentonite 3'-2°'

OTHER__ Grout 2'-0! DATE DRILLED:12/7/87
LITHCLOGICAL DESCRIPTION REMARKS PID
- 0
— Brown, sandy CLAY with gravels —
0 ]
— b
—| Brown to gray, clayey SAND .50 —

J - 10

— Bedrock at 11' cut-1+—
— 1 tings—
— Gray, small grained SANDSTONE _ too —

- wet [—

"N — to pP——20
— read —
—Coal seam to red silty o -

0 —{Red, argillaceous, unconsolidated 3C
—{ SILTSTONE -

48
—Gray, argillaceous, unconsolidated Strong product S
— SILTSTONE . odor at 35° 1
.'O D -——a(
—
—
_T O
— -
_ L
-~ -
] —
_ L
.,_- -
— L
| -
] I
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C1orm

DRILLING LOG

@ GROUNDWATER

Continental White Cap

CLIENT

[ TECHNOLOGY, INC.

West Hazelton,

PA

LOCATICHN
WELL CONSTRUCTION:

CASED FROM__G!' TG _5&! WITH _4" Galvanized

SCREENED FROM_S' TO_41' WITH.Q20" Slot 4"

Galy

WELL DIAMETER_6"-Gravel 41'-1', Bentonite 1

F_.St

WELL NUMBER: MW 2

TOTAL DEPTH:__ 41 feet

LOGGED BY:J. LaBarbera

DRILLER:Mover Drill Co.

DRILL RIG: T4W

DRILL METHOD:Air Rotary

MReg

AR100954

OTHER__ Grout .S5'=0! DATE DRILLED:12/7/87
LITHOLOGICAL DESCRIPTION REMARKS .
P e 0
— Red to brown/tan, sandy CLAY . —
Bedrock at 4! —
— 0 P
— Gray, medium grained, friable SANDSTONE —
_ _ —10
— 1
—Tan to gray; small grained SANDSTONE —
~—— .50 (—20
— —
—Dark gray, friable SILTSTONE —
] Strong preduct 63
— odor at 27! 30
— 38 -
— 5.50 —
—Gray to red, clayey SANDSTONE —40
- -
] L
1 I~
_ L
1 "
__] -
— -
. )



grecimny

{(1 &

@ DRILLING LCG WELL NUMBER: MW 3
L——i‘—j GROUNDWATER Continental White Cap|TOTAL DEPTH: 41 feet
L) TECHNOLOGY,INC.  ctrewT cED Brr mas
S R :J. LaBarbera

West Hagzelton, PA
LOCATION DRILLER:Mover Drill Cag.

WELL CONSTRUCTION:
DRILL RIG: T4W

CASED FROM_ ¢' TO _5! WITH _4" Galvanized

SCREENED FROM_S5' TO_41' WITH.Q2Q" Slot 4" Galv DRILL METHOD:Air Rotary
WELL DIAMETER 6"-Gravel 41'-3', Bentonite 3'-2'
OTHER__Grout 2'-0g! DATE DRILLED:12/7/87
LITHOLOGICAL DESCRIPTION REMARKS . ,
— Red to brown/tan, sandy CLAY -
o |
— -
—1 .40
— Brown to light gray, cuartzose 10
—  SANDSTONE -
- 160
- [
— Strong product 130 —
— odor at 18°¢ . 20
- —
- Bedrock at 23! 120 p—
—iLight gray, small grained SANDSTONE E
~ 15
- 30
N -
—coal seam —
— o
— —
_ o
] L
|
] _
- -

AR100955



O2igin

l i [@“ g CRILLING LOG. Lwerz vunser:_ 1/ A0
‘ l u GROUNDWATER  Centuunda ] Wide Lap [TOTALDERTH: LY Luaf l
=2 TECHNOLOGY CLIENT L6620 8Y:T; LaBarhare
CONSULTING GAOUNCWATE GELOGISTS ), [o at Hozelbn  Po, | DRILLER: Vlage - Neoll s
WELL CONSTRUCTION: LOCATION DRILL RIG: 7K |/
casen FRo®_ ()" To. S, & Witk 4 " (Ca.fza_hjl;d’ | ORILL HETHOD: L,  Dateirv
SCREENED FRON ST.5°° TO X3 WITH.09n “slot 4 TGelvan. i 7
WELL DIAMETER 2 547« Gravel 3= 7° Novbpile 4% | PATE DRILLED: ‘?:/9 gﬁzi/
OTHER Corr® 1 =0
LITHOLOGICAL DESCRIPTION REMARKS ‘
BTN
A_f_plu- H'r %LLV? [¢}JJL )
-1 Read 4> brvwon sendy CLAY with rck Fya.}s. / [
- Biowdte ho yQ.”ou . 5113\;\;{‘17 Sc_;\dr QL,L.])/ 2 .—
- withs vary Smadl semdstens recic 1
- -Fr*c..:ud-.h.’i') . bl
) T Brown, slightly sandy CRAY il Jargor FO
- o ek ‘Fr-c_.'j'ru.“-‘h -
- . No PID Riaidings btcass |30
oy SHIUDSTON & '
Gr 4 et addire weFi~ Fi Cortral =
Jd Drown, 51:3LH}' e pry SHUDSTLNE | | suxt n
] Badrock ot /87 —
- G‘"“-}’; 5“3\\‘}'[}' g\r‘o..c_‘h.ﬂ-‘-d’ S/‘&UBS:T‘C{IUE -
- k-
D — 2567 bit broke = chosucd o L
_ la ¥ Lt «f 30 ’ L
o bt qre B
o AtaE 8T -
_| - -
- Groy l—
: -
- .
- L.
2 = I
& -~
T Sj-
.
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- L2500
L [ C@l | DRILLING LOG. TWELL NuusER: o0 <TRed)
Al [ | GROUNDWATER  Cosbustelii/bide Cap TOTAL 0EPTH: _ A [ faf
| . TECHNOLOGY CLIENT L0GGED BY: T, [ Rarlora
COMSULTING GAOUNOWATEA GEOLOGISTS West Hazalinn Q‘, ORILLER: I sy MNoifl. Co.
WELL CONSTRUCTION: LOCATION ORILL RIG: T4/ 1./
caszo From__Q To_& ' witH_x 7 PVC DRILL METHOO: i Patory
SCREENED FROM 5 TO +p” WITH,o90” Sla-4” Pyc. - J
WELL DIAMETER = 22 — (3rowel 40 -8 °  Dend o 2% DATE DRILLED: é‘/o'{sj/é’f/
OTHER Ff?‘uu*’ 1"D_' .
LITHOLOGICAL DESCRIPTION . REMARKS 1
; prh | |
Asohatt, sraved  T/] k
Orourm cloyey SAND with sosrdsfors, rocdk #roemanty
' Q
—_ BI—OL..H\-, ja.hd.)/ C/LA)/ l_
— QJ_A; Sl.ajL.”-y SIH')II mucocloes LAY A -
-} F—a
-1 Browan,, ;Slljl»fly SLH',V CLAY with somu —~
- rock $rogmants Q0 W
CaAL -
Shelt store ot /87
- Tan b red, sloltly sty CLAY st s -
[ //O e
_ HAL }
Padrock ot 987 -
o —. _ /7 =
_, e -
ijLi grey, Saserkd 3r‘c...:m_;cz _
- - SAMNDSTOME Al
- ' =
‘g — - <D }__
— —
—~ |
— o
_ -
’.-1 F
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| }:D@‘ . DRILLING LOG.

TECHMNOLOGY CLIENT

CSMSULTING GAGUNCHATER GESLEGISTS A
WELL CONSTRUCTICN: LOCATION
caseo Frou__ ' TO < wrte AT PIC,

}Ul GROUNDWATER (' TR YA {I $o Cap | TOTAL DERTH: M Lagt

£in, i
Un.”‘__‘,")‘. -’}i l

| wELL vuseER: 1) et

LoGeED BY: T A e dprn |
DRILLER: Mayuy BN/ On
i

DRILL RIC: 7M1 S

SCREENED FROM <~° To 407 WITH.O030” s/t 4~ PUC

ORILL HETHOD: L Potervr

WELL DIAMETER_2 T4 “ - Gro el #07-3 7 Rondnpide 2211 DATE DRILLED: ¢/‘2-5,-/t5/

OTHER gt F - O

LITHOLOGICAL DESCRIPTION

REMARKS

PLD

HegheH jq_mv{.ﬁ-ﬁ”
- Gmul‘\., .S[ijkf/‘/ Su.h.ef)/ CLA)’ o L.
- -
— Bs—-m_:h.., 'SI‘J\‘T.”)’ QIL‘)’LY' I,Q_,..})“ 3&,% Sllj)d mature. ot 9 o
SAMND
~ . At 147 hens of Tan o i
L;rj)fd ey SANDSTOME o a1 Jr-t'-.lj.d .30
7 SANDSTONE itk somd
— .C!a.y ’ "
e L b
T TO grey Sreadl grasvas SHANDSTOMNZ
= L-JIJ':L-' Sanaa. C.’f'-.}’ e
Barfr o ot FH47 -
- Grq_a)/ SHNDSTOMNE MO B
- B*‘OMQI—\,I. .l_
Gy .20 L
2 T ‘D.-o\.{h. - }“-“‘j"- 3N-w:.cf
_‘ G- ey =S 'lj)-\.‘Hy ‘?i'uc.‘{'ubtc{ . Jo
- f?_q_d- - {q.r-lcr_c_. 3i-c-_lhc.d. , 25 -
] GM - [e.,r};:. s Md!ul& jr-s:..n-cn! ’ 1c:‘°o..c}'u)-('.d -
- Rad -
> — B o
= ) -
- —
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L Ty
?":‘\J.l'

&

GROUNDWATER
TECHNOLOGY, INC.

CLIENT:

PROJECT NAME:

PROJECT NUMBER: 3n 2 =rseyny = P4 -/

LOCATTONM__
Hn b 4 }.Q ‘}D)'u pb....

DATE (/24  WELLNUMBERmL) 7 | DRILLER:_ Playan-
CASED FROM O“ TO /0” WITH o/ ~“ 2 v, ___ DRILLRIG T NS
SCREENED FROM /07 TO A/ &"WITH 03%slat PYC. DRILL METHOD Lir Bote sy
WELL DEPTH _#/0” WELLDIAMETER__£ “  DATE(S)DRILLED 30 pla. /9
ELEVATION LOGGED BY. 4
ANNULUS COMPLETION Grosal 40'=5"" Rojdrridy '~ or” Gomit H7=-0°
OTHER '
perar. |DEPTH| S04v%| LITHOLOGICAL DESCRIPTION [saMme|  COMMENTS
<. . - % Msphalt, §rewved i
iy aFfd _J
*;._'_r A ] Lighd brocss/d sandy CLRY uril)
s B v R 2 vu-i.uu.d. frodured Sendsdona rack |OPP™
“Eo f'r\.&ﬂh‘f_
- "’r'r:.y u_;.dy(“J.IJY Jﬂwt
- 3 Rad w8 wbera | »
o g I o 37 Dork grwy S)LTISTONE |
o e N FoRa /A ST ST
IO ot I ol Dok b SUTISTan PO
D — I —
N Seunl N 7 P
o | — — .’o p— b’gjm.
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GROUNDWATER

TECHNOLOGY INC.

LIQUID LEVEL MEASUREKENTS

CLIENT: Continental White Cap
LOCATION: Hazelton, Pa,
DATE : -/
OBSERVATION WELLS
[ NO. OTHW DTP PT ELEVATION | ELEV-W COMHENTS
1 10.017 1537.07 /f/_ZOé
2 19,97 1537.34 ) &/47.37
3 /2. 326 _ 1536.18 j 523,78
{/ 1 1A, 2‘5‘ /-5'37'/_49 /5:?7/ QH
s [1.9¢ 1534, 33 I$VG - 87
¢ 127N /353160 ) )5id. Pl
RECOVERY WELL (5)
! NO. | OTW (SETTING) ODTP (SETTING) GPH ELEVATION { ELEV-W

REMARXS :

DATA RECORDED BY: (fof /- HI™lo il
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GROUNDWATER
TECHNOLOGY INC.

LIQUID LEVEL HEASUREMENTS

CLIENT: Cohtinental White Cap
LOCATION: Hazelton, Pa.
DATE: - p/z24/P%
A
OBSERVATION WELLS
NO. DTW DTP PT ELEVATION ELEV-W COMHENTS
1 40 /5 1537.07 TR T L Foden
' Thin /dyef-f’"orj
2 20. 5/ 1537.34 /5715, B3 ALD S ifer B e
3 /ij 1536.18 /52, 9/ . L o s
4 L /2. 5% 1537.29 15824, 75 €
]
5 /Y. 79 1534,.33 1519, K4 Sicme ot
5 /9.2/ 1531.66 s y.98 1o
eit ¥/ Ko 2 _fmtc_p,l :'njl V‘j/ -ijr/.-/%ggfn - frod
LS gresehf  n I/ 7"1,}\ /,-/-J‘r ~F 74' 4
megsied ‘n 5.y fade _r,_./ Jer
[ RECOVERY WELL (5)
] NQ. .| DTHW {(SETTING] DTP? (SETTING) GPH ELEVATION ELEV=-HW

REMARKS :  $.....:m ¢ . o

’
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CROUNDWATER -~
)| TECHNOLOGY INC.

_|

B

LIQUID LEVEL HEASUREMENTS

© .CLIENT:_ Continental White Cap
B _ . LOCATION: Bazeltonm, Pa. _
) ~ DATE: R0 Soptumber 1959 7
Ngr‘ssaa\{mégﬁ HEMi-s DTP PT ~ELEVATION %ELEv-w [ COMHENTS

1 e, 3o 1537.07 |<3—12_,'(_\

2 F4.¢l 133.90] .05 1537.34 1;@_,33]

3 /3.39 1536.18 [522.71

. |aiz0 1537.29 IBL603

5 Fé. 93 1534.33 1S074]|

6 '457?,3 1531.66 - 1Sed 30

s /2. 6% 1S33.5% | Isidsy

< 2/.99 1523.55" | 511,58

9. 8.7 ¢ 153577 SoT.6!

/b 5.5 73485 {18z .sN
/L 4. /L t$39.04 | is14 az
F0 1I9.43 (538,47 |(5/4.04
RECOVERY WELL (S)
| NO. | DIW (SETTING) | DI® (SETTING) GPH ELEVATION | ELEV-W
remarks: Sk fiioly hoSia s Task on.solls H-$=-G -0
~ DATA aezgaocn BY: 7. A eflumrbiimae |
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GROUNDWATER | -
) TECHNOLOGY INC. =~

—‘ ' 'E@ - o O,
[ B - i)

LIQUID LEVEL HEASUREHENTS
_ , : © .CLIENT: continental White Cap
B e o . LOCATION: Hazelton, Pa.

‘DATE: . 4{[;;/:._;4‘ | T
OBSERVATION WELLS -
NO. T DIW DIP | PT " ELEVATION | ELEV-W COMHENTS
1 4;_3!3/ 1537.07 /573 -74‘
2 3.99 1537.34 /573,35 57‘«‘4% .(?t%f‘
3 | /4. 47 1536.18 J522.7
4 1;;1_2 3 1537.29 ﬁl;;pg
5 2/.93 1534.33 L5703, 30 ) Stren, oidor
6 24, 52 1531.66 WEY YNk i
7 /7. 7"7 | Lrong gilln A
3 19. 3¢
7. ar¢3 |
/2 5. 54
yia o
RECOVERY WELL (S)
| NO. | DiW (SETTING) | OIP (SETTING) GBH | ELEVATION | CLEV-W
|
|
|
REMARKS: QM |
| — DATA RECORDED 8Y:  laz M CCartial |
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| GROUNDWATER
~L_J) TECHNOLQOGY INC.

e 000w

LIQUID LEVEL HEASUREKENTS
- .CLIENT: Coptinental White Cap
LOCATION:_ﬂ_gzelton;_ Pa.
-DATE: __-2{7pip4 S

-

DBSERVATION WELLS

NO . DT 5TF T Pt | ELEVATION l ELEV-H | _ COFNENIS
! 21,77 1537.07 FST7 a4
2 21.97 1537. 34 L so:of
3 (3 1536.18 7S5
4 l 2053 1537.29 | 10-0Z
5 1394 1534.33 (010
6 22.48 1531.66 7
7 18,75 1018
g 1777 /017
g | 2685 w0 2d
10 ) 8.50 Jo: 1]
J/ //ﬁ(dc{ -
Y, 21.94 10 b
l
RECOVERY WELL (5)
| NO. .| DTW (SETTING) DIP (SETTING) GPH ELEVATION | ELEV-H
REMARKS : ' : | -
. ‘, DATA RECORDED B8Y: /). MZA&{/_' ‘
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GCROUNDWATER

-

;. TECHNOLOGY INC.

LIQUID LEVEL HEASUREMEZINTS
- JCLIENT: Cohtinental White Cap

~ LOCATION: Hazelron, Pa.
DATE: . 'Sfaa/aﬁ
_ i

ORigina
(R

06SERVATION WELLS . L THE
[ NQ. [ DIW { DIP_ | PT ELEVATION | wlemw |  COMMENTS
1 21.71 1537.07 “408 |
2 2097 1537.34 4.1l |
3 3.2 1536.18 41D
4 i 20-29 1537.29 4:12
5 1873 1534.33 407
6 - 22.3% 1531.66 - Y yB
7 (8.0 4:0ls
g i1.83 Y. 22
g . 2684 | o: 24
o | 194 Gl |
& Mud -
20 21,779 A
RECOVERY WELL (S)
I RO. | OTH (SEITING) | OTP (SETTING] GeH ELEVATION | ELEV-W

REHARKS :

DATA RECORDED BY:
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GROUNDWATER

| TECHNOLOGY INC.

05?.‘{;;‘5.:
]
e

LIQUID LEVEL HEASUREHMENTS

.CLIENT: continental White Cap
LOCATION: Hazelton, Pa.

i ‘DATE: . '5qu/aq
OBSERVATION WELLS C e
—Na. | Diw DTFP FT | ELEVATION | BESY=a | COMHENIS
1 21.69 1537.07 212 |
2 2[.98 1537. 34 2:10
3 33.33 1536.18 30 | . 7S6PuM - Mpig
4 20.37 1537.29 3:20
5 18,713 1534.33 319
6 22.35 1531.66 - 3.22
7 1867 3:18
£ /17-82 3:23
g. 2685 3:30
e 18.36 EFY
// Ahotd
2D 2. 79 227
RECOVERY WELL (S)
| NO. | DIW (SETTING) | DTP (SETTING) Gen ELEVATION | ELEV-H
REMARKS : Eﬂf/tt-’fnf _gsz&/b/&') ﬂ'a.i-fe-t) @ 38 pu.
DATA RECORDED 8Y: . CorforA4/
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CROUNDWATER = = . g
TECHNOLOGY INC. - R

LIQUID LEVEL MEASUGREMENTS
- .CLIENT: Continental White Cap

Lo . Lt e L ) - _LOCATION: Hazelton, Pa.
" . : : .- DATE: 29 Aus 89

-

OBSERVATION WELLS .
[ O, DTN DIP BT | ELEVATION | ELEV-W | COPHENTS

1 2170 1537.07  |S(8.37 1274
2 21.97 1537.34 1‘5‘15-,37-T 73
3 /3.59 1536.18 \§z2. 59 1107 =
4 | 20.26  1337.29 IS16.43 /1:08
5 1869 1534.33 ISis64 | 00
.6 2236 1531.66 | 150M.30 (13
7 18.69 15°33.59 (s14. %o /0. 85
&g /7.2 | 153355 | IS1S.73 10.57
9. 2686 153571 | 15084 | /w057
/0. 1£.37 t§34.95 lslg,,%t /02
2 Mud — Mo H0 - UADK. 5775 cud J1:30
20 2181 (S3RAT | 131666 /1325
RECOVERY WELL (S)
I NO. .| DIW (SETTING) DTP {SETTING) GPH ELEVATION | ELEV-W

REMARKS : /7ESE ACE Shirc [eels ~ Belrs B 1A% 744':‘/?:2/ o

/
DATA RECORDED BY: D). (‘2 Colrn/
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GROUNDWATER
TECHNOLOGY INC.

0/?179 .m

4,

ﬁhﬁ

LIQUID LEVEL HEASUREMENTS
- .CLIENT: cCohtinental White Cap

= . LOCATION:_ Hazelton. Pa. |
‘ . | DATE: -g"/zq’@q" .
~8?SERVAT53::' WEMI'S 575 T P | ELEVATION l m CORHENTS
1 1537.07
2 1537.34 .]
3 1536.18 75 G - Farpit
4 Z2.38 1537.29 12 /0 Pt '
5 249 1534.33 12,04 2a
- 6 22.2 1531.66 - 120 1b P
v/ 16.¢67 125 tu
8 /7.81 12.13 24
9. 2655 | 1], 2Z by
o | .39 12.12 4
i Alead
2 | 2180 12.25 M

RECOVERY WELL (S)

I NO. | DTW (SETTING)

DTP (SETTING)

ELEVATION t{ ELEV-W

REHARKS ;

AR100974

DATA RECORDED 8Y: 1), (erviinm/
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GROUNDWATER

TECHNOLOQGY INC.

LIQUID LEVEL MEASUREMENTS

~ .CLIENT: continental White Cap
LOCATION: Hazelton. Pa.
‘ i ‘DATE: - , gj‘/;g"f
osssa%rrou WELLS .' L TME
NO. DIW DT?P PT ELEVATLON PEBMet- [ CONHENTS
1 207D 1537.07 123!
2 21.95 1537.34 12.22 '
3 3).47 1536.18 12.20 H":V%}}f{)al
4 ‘lZD'37 1537.29 12:35 -
5 1§69 1534.33 12:377
6 ' 22.3b 1531.66 (292
7 18 bb 12247
g 7. 0 1782
9. Zégé 1257
0 18.39 12:95
H Mud —
20 21.78 /03
i RECOVERY WELL (S)
I NO. | DIW (SETTING) | OIP (SETTING) GPH ELEVATION [ ELEV-H
REMARKS :

__DATA RECOROED 8Y: 10, (ArCaoc AL/
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GROUNDWATER

| TECHNOLOGY INC.

LIQUID LEVEL MEASUREHENTS

.CLIENT:_ continental White Cap
I - LOCATION: Hazelton, Pa.
. DATE: - §.29:89
OBSERVATION WELLS o . yME
[ WO, | __DIW DTP |} PT ELEVATION | BEfy=td | COMHENTS
1 21.70 1537.07 177 Fal
2 21.95 1537.34 g
3 2178 1536.18 /D7 L TESAAT
it 20.3b 1537.29 /15
5 1249 1534.33 Ha -
- 6 7232 1531.66 -4
-7 1566 e
£ 17.52 1
G 2426 | ) N7 -
0| /538 1o
/ hiftd —
20 | ziep s 2/

RECOQVERY WELL (5}

NO. | DTW (SETTING)

OT2 (SETTING]

GPY

[ ELEVATION

ELEY-H

|

REMARKS :

DATA RECQRDED BY:
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Environmental Resources Manogement Drilling Log
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Casing: Dia (e ! Length 9 £+ Type Stee | N-— 2eyces DAve
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Drilling Log

Environmental Resources Management
aroecontinental White. Ca@  ouner et Hoaw [ bt wSthgt [Sketen Mae
Locanon L. tha2lotont P4 W.0. Number 326-02
well Numoer AW =20 Toral Depth — S £ Diameter &'
Surface Elevation Water Level: [rial - 24-hrs —
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Casing: Dia, e" Length q *t Type Stee
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